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The importance of H 2 0  in laboratory pyrolysis experiments designed to 
simulate natural processes is well documented in studies of coalification (Berl and 
Schmidt, 1932; Schuhmacher et a]., 1960) and petroleum formation 0.q and Eisma, 
1964; Lewan et al., 1979). Industrial pyrolysis processes also benefit from the presence 
of H20  as demonstrated in oil-shale retorting (Gavin, 1922, p. 181), conversion of coal 
to oil (Fischer, 1925, p. 180), heavy oil upgrading (McCollum and Quick, 1976a and b), 
and conversion of organic refuse to oil (Appell et al., 1971 and 1975). As 
experimental work continues to indicate that the phase as well as the presence of 
H 2 0  are important in natural and industrial processes, a nomenclature for pyrolysis 
experiments involving different H 2 0  phases is needed to improve interlaboratory 
communication and comparison of results. The following nomenclature is 
proposed to meet this need. 

Hydrous pyrolysis as originally defined by Lewan and others (1979) denotes 
experiments in which a sample is pyrolyzed in contact with H 2 0  liquid. This 
condition best represents subsiding sedimentary basins in which the pores and 
fractures in sedimentary rocks are usually filled with water. As shown in Figure I, 
the upper temperature limit for pure H 2 0  in this type of pyrolysis is 374'C, but 
higher temperature limits in excess of 600'C may be obtained by the addition of 
soluble salts (i.e., NaC1). H 2 0  in hydrous pyrolysis experiments typically occurs as 
both liquid and vapor, unless pressure regulators are employed to maintain only a 
liquid phase. It is important in the vapor/liquid H 2 0  system to optimize the 
amount of water used for specific reactor and sample volumes to insure that the 
sample is completely submerged in the liquid phase during pyrolysis (Lewan, 1993). 

Supercritical H20 pyrolysis denotes experiments in which a sample is pyrolyzed 
in contact with a supercritical fluid containing more than 50 mole % H20. Although 
the lower temperature limit for pure water in this type of pyrolysis is 374'C, this 
critical temperature may be lowered below 300% with the addition of C 0 2  to the 
system (Figure 1). Supercritical H20 pyrolysis represents deep crustal regimes where 
metamorphic grades in excess of greenschist facies occur. 

Steam pyrolysis is more difficult to define because sedimentary organic matter 
and its accompanying rock usually generate or liberate minor amounts of H20 
during experiments commonly referred to as dry or anhydrous pyrolysis. The 
headspace in these experiments is typically sufficient for the minor amounts of 
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evolved H20 to occur as vapor at a partial pressure dictated by the available volume 
and experimental temperature. As an operational definition, i t  is suggested that 
steam pyrolysis denotes experiments in which a sample is pyrolyzed in contact with 
H 2 0  vapor at partial pressures in excess of 20 percent of its saturated vapor pressure 
at experimental temperatures. Steam pyrolysis represents localized near-surface 
conditions where geothermal vents or subaerial volcanoes are active. 

Hydrous, supercritical H20, and steam pyrolysis may be collectively referred to 
as hydrothermal pyrolysis or aquathermolysis (e.g. Siskin et al., 1990). These 
collective names are particularly useful for referring to pyrolysis experiments in 
which insufficient information is given to assess the H 2 0  phases present or the 
phase in which a reaction has occurred at experimental conditions. 
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Figure 1. Pressure-temperature diagram showing phase relations and critical 
points for pure H20 (heavy solid lines), C02 in solution with H20 
(solid circles on light solid line refer to critical points at denoted CO2 
mole fractions), 10 wt% NaCl solution with H20 (dashed lines), and 20 
wt% NaCl solution with H 2 0  (dotted lines). Diagram is based on 
experimental data reported by Haas (19761, Sourirajan and Kennedy 
(19621, and Takenouchi and Kennedy (1964). 
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INTRODUCTION 
Structural information regarding the microscopic composition of heterocyclic, 

polymaceralic materials such as coal and kerogens has proved elusive. The primary reason 
for this is the limited number of techniques which can analytically probe involatile, 
thermally labile materials. 

Pyrolysis ( is . ,  thermal depdation ) of coal and other organic materials is one 
technique to show much promise. 2 Conventional methods of coal pyrolysis include slow 
pyrolysis ( heating rate between 25 O C / s e c  ) and flaswfast pyrolysis ( 10,OOO OC/sec ). The 
pyrolysis of coal produces many gaseous fragments which can be analysed by mass 
spectrometry. The detected pyrolysates often reveal much sa~ctural information which can 
be related to the macroscopic composition of the parent coal. 

The ra id heating from lasers has also been used to effectively induce coal 
pyr0lysis.3.~ Laser pyrolysis offers the unique advantage of micro-selective in siru 
sampling. Since readily available optics can focus the laser output to very small areas, it is 
possible to analyse very small components within complex mixtures such as coal. Several 
independent groups, some using the commercially available LAMMA insmment? have 
demonstrated how individual corn onents of coals and oil shales can be selectively 
irradiated with microscopic optics.68 

Previous efforts to study individual maceral types involved the physical isolation of 
,the selected macerals. This was performed either via hand-picked techniques17 or density- 
gradient centrifugation.18-20 The severe and time consuming sample pretreatment 
requirements associated with these techniques is not present with the in siru analysis of the 
micropyrolysis technique. 

The majority of the coal micro-pyrolysis studies to date have been concerned only 
with the laser techniques which produce charged particles. Many more neutrals than ions 
are. produced during any laser ablation process so the detection sensitivity of pyrolysis 
products will be significantly reduced when limiting the analysis to ionic species. Other 
studies, by one of us, have revealed that carbon clusters tend to dominate the charged 
population produced from the laser ablation of coals.21 This suggests analysis of directly 
produced ionic pyrolysates may not be an appropriate method to study the structural 
fragments from coal macerals. 

In this paper we present a novel laser pyrolysis/GC-MS study using an instrument 
recently assembled in OUT laboratory. This apparatus includes a microscope to selectively 
pymlyse individual coal macerals. The entire pyrolysate population, including neutrals, is 
subjected to the process of trapping (with a N2 cold trap), separated by gas 
chromatography and analysed by electron impact mass spectrometry. In general, the 
product distribution from laser pyrolysis closely resembles that observed for flash 
pyrolysis. This exceptionally encouraging result suggests that laser micro-pyrolysis has 
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tremendous potential for the study of individual components not only within coals, but also 
other heterogeneous solids. 

INSTRUMENTATION 
The main components of the micropyrolysis apparatus used in this study include a 

laser, microscope, pyrolysis chamber and Kratos MS-80 GC-MS. A schematic illustration 
of the assembled system is shown in Figure 1. 

Details of the laser ( a pulsed ruby variety ) and microscope can be found elsewhere? 
In brief, the visible output of the laser has a wavelength of 694.3 nm and a maximum 
energy of 0.1 Joule. The microscope is equipped for reflected light illumination and long 
working distance objectives to enable the sample chamber to be mounted directly on the 
microscope substage. The laser beam is focused by the 4x objective of the microscope 
onto the surface of a polished coal sample mounted in the pyrolysis chamber. Focussing 
the Iaser pulse to very small sizes ensures that the very high irradiances necessary for 
pyrolysis are reached. The microscope also allows close visual examination of the coal 
sample so that particular macerals can be selected. 

The pyrolysis chamber, developed in this laboratory, was designed to meet the 
requirements of the pyrolysis/GC-MS experiment. The sample port was kept to a small 
size (ID 7 mm, depth 10 mm) to reduce the amount of dead volume. A silica glass window 
on the the top allowed microscopic observation and laser penetration. The chamber was 
constructed of stainless steel and included a bore into which a thermocouple and heating 
element could be placed so as to heat the chamber ( typically to 180 - 220 OC ). Inlet and 
outlet carrier gas ports were also included. The pyrolysis chamber was connected to the 
column of the GC via ( 1/16 ) metal lined tubing ( ID = 0.5 mm ). A cold trap consisting 
simply of a loop of the column submerged in a liquid nitrogen bath is located in the oven of 
the GC. Heating ribbons were used to heat the transfer tubing as well as to pre-heat the 
helium carrier gas. 

The Kratos MS-80 interfaces a Carlo-Erba GC with a scanning magnetic sector mass 
spectrometer. The GC is fitted with a fused-silica capillary column (30m x 0.25 mm ID) 
with stationary phase consisting of 50% phenylmethyl polysiloxane (J&W, DB-17). The 
column was temperature programmed from 40 to 280 OC at 4 OUmin. Mass spectra were 
obtained under E1 conditions at 70 eV, a scan rate of 1500 mlz and an d z  40 to 500 
mass range. The individual peaks were identified by comparison of mass spectra to 
published spectra. 

EXPERIMENTAL 
Two coal samples were selected for analysis from the Penn. State Coal Sample Bank. 

These comprised a subbituminous humic coal ( PSOC-1532 ) with a maximum vitrinite 
reflectance of 0.33% and a high volatile C bituminous cannel coal ( PSOC-I 109 ) with a 
vimnite reflectance value of 0.44%. These particular coals were selected to examine the 
ability of this technique to differentiate the different types of macerals. 

Sample pretreatment included: cutting the sample to small block sizes which could be 
accommodated by the sample port of the pyrolysis chamber; polishing by hand with 
grinding and polishing wheels according to conventional methods; and heating for 
considerable time ( Le., > 24 hrs ) in an inert atmosphere ( i.e., He ) to remove absorbed 
volatiles. 

The procedure for the pyrolysis experiments of this study is briefly as follows. 
Pyrolysis is induced by the focussed laser output. The microscope used to focus the laser 
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also allows particular coal surface sites to be selectively irradiated. The pyrolysed craters 
from the laser beam can be varied by altering the degree of focussing to between 10 to 250 
pm in diameter. These craters can be 5 to 10 pm in depth. The actual depth is also 
dependent upon the size of the irradiated area as well as the energy setting of the laser. 
Throughout pyrolysis the volatile products are swept by He gas through the heated transfer 
line to the column and trapped in the liquid Nz bath. The transfer efficiency of the volatiles 
being dependent on the temperature of the transfer line. This relationship between transfer 
efficiency and temperature is also observed to be mass discriminate with higher molecular 
weight species being filtered out by lower temperatures. Once the volatiles from a number 
of laser pulses ( typically 10 - 20 ) have been collected, the oven of the GC is heated ( at 4 
OC/min from 40 OC to 280 OC ) effectively releasing and separating them according to size 
as they pass through the column. 

7he separated samples are. continually analysed by elechun impact mass spectrometry 
as they emerge from the column. 

RESULTS 
Laser parameters such as duration of irradiation, wavelength, power density, and size 

of the irradiated area have been identified from the previous laser pyrolysis studies of coal3. 
Optimum spectral conditions are also investigated for the present experiments. A sufficient 
number of volatiles were. produced from 20 laser shots at different surface sites. It was 
necessary to investigate fresh surfaces with each pulse so that char produced from a 
previous pulse is not subsequently analysed. The coal samples were successfully 
pyrolysed with tightly focussed ( Le., high energy ) pulses. Different products were 
obtained by varying the laser power either through defocusing the microscope or using a 
neutral density filter control. 

The volume of volatiles produced by the laser proved insufficient in itself to facilitate 
continual signal detection by the Kratos MS-80 mass spectrometer. Because of this it was 
necessary to extend the mass range to m/z 40 - 600 so that C02 ( is., 4 2  = 44 ) 
contributes to the background ion signal. The signal from CO2 is much larger than the 
signal from the pyrolysis volatiles which often remain hidden in the baseline ( Le., C@ 
signal) of the total ion chromatogram (TIC). A large signal present in all laser pyrolysis 
TIC'S at a retention time of - 3 - 4 minutes can also be assigned to COz. This result is 
consistent with many of the earlier studies in which C02 was obselved to be the most 
dominant pyrolysis product. Other low abundant pyrolysis products may only be 
successfully revealed by individual and summed ion chromatograms. 

Summed ion chromatograms for the subbituminous coal and high volatile C 
bituminous cannel coal are shown in Figures 2 and 3, respectively. Ions of mass 108, 122 
and 136 are summed in the case of the subbituminous coal to reveal the pyrolysis 
production of alkyl phenols. The 108 ion identifies cresol ( i.e. C1-phenol ), the 122 ion 
CZ-phenol and the 136 ion Cyphenol. Such products, previously observed from flash 
pyrolysis?z are. thought to dominate the vitrinite component of these coals. The resolution 
of ortho-Cresol isomer from the para and meta isomers was also observed from flash 
pyrolysis. The detection of these known pyrolysis products highlights the suitability of the 
laser as a pyrolysis source. Other species identified from the laser pyrolysis TIC include 
C -benzenes ( n S 2 ), phenol, indene and naphthalene. Although low molecular weight 
a l ty l -  aromatics such as these are typically produced from coal pyrolysis some of these 
products may arise from simple evaporation from the coal suxface at the high temperatures ( 
180 - 220 ) of the pyrolysis chamber. Studies axe presently under way to determine which 
species do arise from simple evaporation. 
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All ions from 46 - 600 conmbute to the summed chromatogram associated with the 
high volatile coal ( is . ,  Fig. 3 ) This trace effectively reflects the C@ subtracted TIC. 
Low molecular weight products such as alkyl benzenes, toluene, indene and naphthalene 
are again observed. In addition, a prominent homologous series of dominant n-alkanes 
which range to above n-CB are observed. This distribution of n-aliphatic hydrocarbons is 
typical of immature, lignite-rich terresmal organic 1natter.~3 The biomarker 17P(H)- 
22,29,3@aisnorhopane is also detected at a retention time of - 70 minutes. The production 
and detection of this species is particularly encouraging since pentacyclic aiterpenoids with 
the hopane type skeleton are a widely utilized group of biomarkers found in organic 
geochemical materials.% The detection of these large molecular weight products indicates 
the successful transfer, trapping and column separation of high molecular weight species 
by this technique. It is likely that these alkanes and biomarkers are released from the coal 
not as pyrolysis fragments but as mpped molecules released during laser heating. 

Interpretation of the different mass spectra does suggest that there exists a 
fundamental difference between the chemical and shuctural compositions of the two coals. 

CONCLUSIONS 
The initial results presented in this paper demonstrate that coal macerals can be 

successfully investigated by laser micropyrolysis. The energy from the focussed laser 
beam was sufficient to induce coal pyrolysis and the microscope offers the added advantage 
of irradiating specific areas of the coal surface. Heating the pyrolysis chamber and transfer 
line prevents condensation of the laser emitted volatiles which are successfully flushed into 
the column of the GC by the pre-heated He carrier gas. 

Products typical of coal pyrolysis were detected from the two samples. The different 
results for the respective samples reflects the contrasting maceral components of the coals 
and the ability of this technique to differentiate these differences is established The 
investigation of individual components within a whole range of heterogeneous geochemical 
materials should now be possible with this technique. 
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Figure 1 Assembly of Apparatus Used in the Micropyrolysis Experiment. 
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Figure 1 Summed chromatogram of the m h  108. 122, 136 ions from the laser pyrolysis of a suhbiluminous 
coal. 
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Figure 3 Summed chromatogram of all m h  46 - 600 ions from the laser pyrolysis of a high volatile c 
bituminous cannel coal. 
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INTRODUCTION 
D Hydrous pyrolysis has proved to be useful tool for the study of accelerated petroleum 

generation in source rocks. The techniques uses liquid water as a medium at thermolytic 
conditions in the 290"-360°C range o w a n  et al., 1979; 1981). Dry pyrolysis provides olefins 
in the pyrolysate, but with the addition of water the olefin yield is Rduced and n-alkanes 
resembling those in petroleum emerge. Hoering (1984) extended the work using D20, 
developing results discussed below. The claim that hydrous pyrolysis mimics the natural 
process has been questioned recently (Monthioux et al., 1985; Tannenbaum and Kaplan, 1985; 
Comet et al., 1986). Nonetheless there is little question that the chemistry operating at 
hydropyrolysis conditions generates alkanes and other hydrocarbons from the immature source 
material. 
The lack of understanding of the chemistry at hydrothermal conditions is underscored by a 
several observations. For example highly condensed polynuclear aromatic hydrocarbons 
(PAHs) including pyrene, benzpyrenes, and coronene are found in hydrothermal vent 
petroleums (Simoneit, 1985a; 1988). These compounds are commonly observed as products of 
hydrocarbon pyrolysis above 550°C, and coronene itself is not generated in pyrolyses at 
temperatures below 650°C (Commins, 1969). However it is diffcult to explain their presence 
in the vent zones where temperatures are considerably lower. 
Another curious point is the unusually high rate of epimerization of biological markers in 
hydrous pryolysis. Although cationic centers generated on highly acidic clay surfaces could be 
responsible (Alexander et al., 1984). the acidity of the clay sites is substantially reduced in an 
aqueous environment (Tannenbaum and Kaplan, 1985). and the high acidities required for 
epimerization at the rates observed cannot be present. The activity of acid clay sites can be 
questioned further because of the presence of normal alkanes, whereas acid-promoted cationic 
chemistry should produce highly branched alkanes. Calcium carbonate has also been suggested 
as significant to the isomerization (Eglinton et al., 1986), but the mechanistic aspects of that 
process are not apparent. 
The role of water in the maturation process has not been clearly defined. It has been suggested 
that water transfers hydrogen to organic free radicals in the reaction mixture (Monthioux et al., 
1985: Hoering, 1984; Comet et al., 1986). 

R. + H,O -+ no. + R-n 

However this reaction is endothermic by 25-30 kcal/mol and should not be significant at 
hydrous pyrolysis temperatures. 
In the discussion here we seek to develop some understanding of the chemical processes in 
hydrous pyrolysis by first modeling the results of Hoering in &O. Some of that work has been 
recently reviewed (Ross, 1992). and the results are summarized here. We then seek to extend 
this view to the chemisuy of coal, discussing our findings in studies of Argonne samples of 
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Wyodak coal in hydrothermal media (Ross, et al., 1990a.b). We begin with a summary of the 
nature of the medium at hydrous pyrolysis conditions. 

RESULTS AND DISCUSSION 

The Nature of the Hydrothermal Medium 
Under common conditions, water is a highly polar, fluid medium accommodating ionic salts 
and having a modest capacity for dissolving some gases and polar organic compounds. 
However, liquid water near its critical point (374"C/220 arm) becomes a very different medium. 
The shifts in the key physical properties of liquid water up to its critical temperature are 
presented in Figure 1, with the shaded portion representing the region where hydrous pyrolysis 
is commonly conducted. The figure shows that while the density of the medium stays in the 
liquid-like region (> 0.3 g/mL) over most of the subcritical regime, the viscosity falls early to 
very low, almost gas-like, values. The net result is an interesting region where the medium has 
a liquid-like solvent capacity combined with a very high gas-like diffusivity. The mobilities of 
both neutral and charged solutes much higher than they are in normal liquids, overcoming 
what could be mass transfer limitations at more conventional conditions. 
The dielectric constant falls to levels like that of organic solvents, dramatically affecting the 
solubilities of organic materials. Thus naphthalene, virmdly insoluble in water at ambient 
conditions, it is miscible in all proportions in liquid water at temperatures as low as 300OC 
(Jockers and Schneider 1978). Fully homogeneous combinations of ionic salts and nonpolar 
organics, which might not be feasible at common conditions, can easily be established at these 
conditions (Alwani and Schneider, 1969). 

Hydrous Pyrolysis with D20  -- The Results of Hoering 
Hoering's data on the D-content in the n-alkanes from the treatment of preextracted Messel shale 
with &O at 33O"C.D days (1984) have been used to model the process (Ross, 1992). The 
profiles for the heptadecane recovered from the treatment are shown in Figure 2. The figure 
also shows the results of control experiments in which heptadecane was purposely added to the 
treatment mixture, and for heptadecane recovered from work in which heptadecene was initially 
added. In the latter, 60% of the added olefm was recovered as alkane, a remarkable result 
reflecting a considerable reducing potential in the reaction mixture, and requiring an explanation. 

The added alkane does not undergo much exchange, and the fact that the kerogen-generated 
alkane is very highly exchanged rules out preexisting alkane as the source. The olefin-generated 
alkane contains considerable deuterium, but the distribution pattern is very different from that 
for the kerogen-derived material. 
A process reconciling these facts is shown as Scheme I. The scheme features the view that 
water is significant to the reduction of olefins generated pyrolytically from the kerogen. The 
general W g e r n e n t  was confmed in modeling work done employing an integration routine 
based on the Gear algorithm (Moore and Pearson, 1981) and operated on a VAX 111150 
computer. The fit, shown in Figure 3, was generated for a reaction rates alignment in which 
reduction >>pyrolysis and exchange = 2 x pyrolysis. It is emphasized that for the fit, it is 
necessary that reduction requires water, but produces prorw alkane. The alkane then exchanges 
with the medium, presumably likely on the mineral surface. 

A key question concerns the reduction step; there are no obvious reducing species introduced 
into the reachon. A clue to that chemistry may lie in the results of Amin, who studied the 
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pyrolysis of glucose in water at its critical point (1975). Data from the study in Table I show 
that the pyrolysis yields char, an oil, and gases including CO, a, H2, and Ca. 

I Scheme I 

Significantly, however, as the density of the medium is increased from a gas-like value to one 
more liquid-like, the quantity of gas and oil increase substantially with a corresponding decrease 
in the char yield. Factors associated with the increased density that appear to promote reduction 
ofthe starting glucose and formation of simple gases. 
Hoogwater reports similar findings in the pyrolysis a series of haloorganic compounds in 
supenxitical water at liquid densities (1991). The results for trichloroethane are shown in 
Figure 4. These experiments, conducted in sealed quartz tubes and therefore eliminating metal 
wall-promoted reactions, yielded surprisingly large quantities of CO, m. H2. and a collection 
of hydrocarbons including alkanes and benzene. 
These data suggest that liquid water in the near critical region or supercritical water at liquid 
densities promotes gasification reactions. Such conversions are essentially the water-promoted 
disproportionation of carbon, i.e. 

modestly oxidized organics - highly reduced products + highly oxidized products 

e.g. olefms. phenols *a. n2 PAHS, co, c q  

They could be the basis of allcane production in petroleum genesis. We are unaware of studies 
confirming such chemishy, and submit that this area is an important one for development. 

Hydrous Pyrolysis of Wyodak Coal 
Our earlier accounts of this work described the effects of the treatment of Argonne samples of 
Wyodak coal with liquid water (hydrothermal) and with no medium (under Nithennal) at 250"- 
3M'C for periods of 30 min and 5 hr (Ross, et al, 1990a). Much of the data were developed 
using thermal gravirnemc analysis (TGA) and SRI's field ionization mass spectrometer (FIMS), 
both operating from ambient to 500°C at 2.5'Umin. A later report included additional results 
from studies in which water was replaced by n-undecane, a hydrocarbon with a critical 
temperature (363OC, estimated by the method of Lydersen, 1955) near that of water (374'C), 
and expected to be chemically unreactive over at least the S m i n  heating period (Ross, et al., 
1990b). 
A tar representing 5 7 %  of the starting coal was consistently deposited on the quartz insert walls 
solely at the hydrothermal conditions. There was no evidence of tar in the thermal and undecane 
runs. In all cases the coal lost oxygen, with 0-losses falling in the order: 

hydrothermal (5 hr) > [hydrothermal (30 min) - thermal (30 min) -thermal (5 hr)] > undecane (30 min) 
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Some properties of the recovered coal and the tars are presented in Table II. 
Our earlier accounts discussed these data; however there are two features of specific interest 
here. The first is the fact that the hydrothermally-promoted tars are at the same time more 
volatile and of a greater molecular weight than the FIMS-volatile products from the recovered 
coals. They are also considerably richer in hydrogen. They are thus substantially less polar, 
and it is tempting to view these results as parallel to those for hydrocarbon production in the 
hydrous pyrolysis of petroleum source rock and due to water-promoted reduction chemistry. 
The second are the volatility changes shown in Figure 5,  which displays the total FIMS ion 
count vs evaporation temperature for samples for both 30 min and 5 hr treatments. The profile 
for the untreated coal is also presented for comparison. (EMS mass analysis begins at d e  48, 
and so the profiles are independent of the evolution of water and carbon dioxide. They reflect 
solely organic volatiles.) For the 30 min treatment the undecane result is little different from that 
for the untreated coals. The thermally pretreated sample shows the presence of volatiles 
beginning to emerge at around 100°C; however these materials must be the thermolytically 
volatiles generated during the pretreatment. They are deposited on the coal, and then evaporated 
into the instrument during the RMS heating. 
The aqueous pretreatment, however, clearly has produced new material. It is emphasized that 
the ordinate in the figure is logarithmic and thus the absolute quantities of product are 
significantly greater than for the thermal case. This new material would seem to be the portion 
of the tar that condensed on the coal rather than on the insert walls. 
For the 5-hr treatment little of the tar remains on the coal, and the hydrothermal and thermal 
results are similar. It is notable from Table II that the tar has become considerably more volatile 
with little change in the molecular weight. We found in addition by FIMS that the arenol 
content of the 30 min tar was less than 30% that of the treated coals. The arenols in the 5 hr tar 
were reduced yet further by another factor of 3.' Continued hydrothermal treatment appears to 
provide extended reduction and convert phenols to less polar material. 
Remarkably, the undecane treatment has drastically reduced the volatility of the coal, essentially 
converting it to a char. The shaded portion of the figure reflects the loss in volatile material, 
those fractions becoming irreversibly reincorporated into the coal matrix. 

CONCLUSIONS 
The effects of water on the thermolysis of coal suggest a process similar to that in Scheme I for 
petroleum source rock (Scheme 11). As in I, water promotes reduction of the initial pyrolytic 
products, and tar is the result. The scheme shows that extended hydrothermal treatment 
substantially increases the volatility of the tar. 
In the absence of added water there is a pyrolytic release of material, including olefins and large 
quantities of phenolic material. These fragments will migrate to other regions of the coal and 
will probably tend to concenhate at the mineral sites due to acidjbase interactions. At this point 
the recent results of Stein et al. can apply (1989). Their work showed that at 400OC 
dihydroxyben-zenes are very reactive and undergo acid catalyzed dehydroxylation and 
condensation. For coal, with distributions of clay and silica panicles throughout the organic 
phase in sizes down perhaps to the nanometer level (Allen and VanderSande. 1984), we can 
expect significant degrees of such retrogressive chemistry. 

For undecane the process is even more retrogressive. Neither water nor alkanes are good coal 
swelling media at ambient temperatures, the former because it is too polar, and the latter because 

* The arenol content is the sum of the FIMS signals for phenol, dihydroxybenzene. and their respective 
CI-, Cz-. and C3- derivatives. 
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it is not polar enough. However water becomes increasingly more coal-accommodating in the 
hydrothermal region because its dielectric constant decreases to values like those for polar 
organic liquids (Schneider and Jockers, 1978). Undecane in contrast likely becomes an even 
poorer solvent, or in effect an antisolvent. In that medium coal should thus not swell but 
possibly collapse, a negative solvent action discussed for polymers by Magda et al. (1988). 
Such a tendency for the coal would trap otherwise volatile fractions, resulting ultimately in their 
irreversible reincorporation into the coal matrix, and the formation of char. As a consequence, 
the arenols will increasingly react within the cage. 

The essential component of this process is the redacement of labile. aryl ether links bv stable. 
C-arvl bonds. That activity ultimatelv leads to the accumulation of SUUCNT~S that will tend to - 
condense with funher heaGng, and proceed to char. Such alkane-promoted condensation 
chemistry is clearly an undesirable component in conversion generally. Its regressive action, 
however, could be most seriously encountered in coprocessing, and additional studies in this 
area could prove profitable. 
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Table I 

PRODUCTS FROM THE PYROLYSIS OF 
GLUCOSE IN WATER (374OCI30 MIN) 

Fraction of Starting C (%) 

Pressure (am) Density (g/Ml) oil Solid Gas 
I 

152 

2211 

0.07 27.8 68.9 3.4 

0.32 60.4 8.5 9.5 
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Table I1 

Some Properties of the Recovered Coals and Tars 

Treatment Period Starting coal Hydrothermal Thermal Undecane 

u 

30 min 

5hr 

30 min 

5hr 

- 

30 min 

5hr 

0.90 

- 

- 

0.24 

- 

- 

395400 

- 

0.82 0.83 

0.72 0.76 
1.13 (tar) 

0.16 0.15 

0.12 0.16 
0.18 (tar) 

- 
340-350 
2@J (tar) 

410 
140 (tar) 

- 
M W C  

- 403411 - 

30 min - 410421 
393 (tar) 

5hr - 332 

0.81 

0.75 

0.18 

- 

- - 

377-395 405 

425 465 

- - 

329-380 373 

308 201 

a. Oxygen determined by direct 0-analysis. 
b. The temperature at which one-half of the FIMS volaliles has passed into the instrument. 
c. Weight average molecular weight, 
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Introduction 

The tendency of cellulosic materials to form chars during pyrolysis is well established. However 
the effects of sample density, size and grain orientation on char formation arc not yet well 
established. In this work, the data obtained from different experimental systems are compared in 
order to deduce the effects of sample density, size and grain orientation on pyrolysis of cellulosics. 
It was noted that the overall pyrolysis process appears to be similar for a wide range of materials, 
sample densities and grain orientations, at least under high (tire-level) heat flux conditions. 

Experimental 

The pyrolysis behavior of purified cellulose (pressed to three different densities), white pine and 
oak were investigated in a large scale pyrolysis apparatus (designed to simulate !ire conditions), a 
standard TGA, a standard tube furnace and a heated wire gauze reactor. This work was motivated 
by a desire to establish whether the kinetics of pyrolysis, measured in TGA-type devices can apply 
to mom fire-type situations. 

The large scale pyrolysis apparatus is shown schematically in Figure 1. A sample is heated by 
radiative heaters as it is positioned atop an electronic balance. The heat flux from the radiative 
heaters was 40 kW/m2 in all tests reported here and all the tests were performed under nitrogen 
purge. It should be noted that not all of the incident heat flux was absorbed due to the heat losses 
from the surface (Le. reflection, re-radiation and convection). Mass changes and/or temperatures 
within the sample were monitored continuously. Samples used in the large scale pyrolysis 
apparatus were cylindrical with diameter 38 mm and various thicknesses (typically about 1Omm). 
Pressed cellulose samples had densities of 0.475f0.025 g/cm3, 0.725f0.025 g/cm3 and 
1.OooM.090 g/cm3, white pine a density of 0.377 g/cm3 and oak a density of 0.734 g/cm3. For 
tests with cellulose and white pine there were two different grain orientations with respect to the 
axis of incident radiative flux: parallel and perpendicular. For tests with oak only a "tangential" 
(with respect to growth rings) orientation was used. 

In order to establish the difference in behavior between large samples (as used in a large scale 
pyrolysis apparatus) and small samples of purified cellulose, some tests were performed in a 
T G M T I R  system using 3 x 3 ~ 3  mm cellulose samples of same densities as in a large scale 
pyrolysis apparatus. The atmosphere was helium and the heating rate was 60"Umin. 
The wire gauze reactor was used in order to investigate the effect of grain orientation on the 
ultimate char yield. Samples for the wire gauze reactor were of 1.0 gkm3 density, 2.7~27 mm and 
different widths. The atmosphere was helium and the heating rate was 60"Umin. 

Results and Discussion 

Figures 2a and 2b show mass loss as a function of time for different initial sample densities for 
perpendicular (tangential for oak) and parallel grain orientation recorded in the large scale pyrolysis 
apparatus, respectively. Despite the diversity of materials and their densities, the behavior, with 
respect to mass loss, appears similar. There is some small amount of mass loss observed before 
the actual heating started. This is probably due to the sample drying, since the samples were 
handled in air without any drying prior to a run, and the atmosphere in the apparatus was dry 
nitrogen from the moment the sample was placed in the apparatus. 
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It can be seen from Figures 2a and 2b that the point of first significant mass loss is a function of 
density. Higher density samples tend to start to pyrolyze later than the lower density samples, 
independent of the grain orientation. The reason for such behavior is a difference in heat m s p o n .  
The higher the density of the sample, the more efficiently it serves as a heat sink (since thermal 
conductivity varies with density), and the more slowly the temperature of the surface rises. Since it 
is the surface layer that begins the process of pyrolysis, it is the temperature of the surface that 
matters. This hypothesis is supported by the data of Figure 3, which shows the behavior of small 
samples of cellulose in a TGA device. In this case, the samples are uniformly heated over their 
surface and the gas phase temperature histories are identical, but there is a trend, again, towards 
"earlier" pyrolysis in the lower density samples. The process is undoubtedly external heat transfer 
controlled, since there is absolutely no reason to believe that pressing density affects kinetics (all 
samples were pressed from the same powder). 

The pine samples of Figures 2a and 2b behave in a manner quite similar to that of pure cellulose. 
This cannot be said for the oak sample, perhaps because the pine is much more homogenous than 
the oak (there are clearly observable inhomogenities in the oak sample). The nature of sample 
inhomogeneity and its importance will be further discussed below. 

It can be seen from Figures 2a and 2b that during the middle stage of pyrolysis mass loss is linear 
in time, as is often seen in the literature for this type of material [l,  2.3.4.51. The reason for such 
a behavior is that the process is heat conduction limited, with surface flux prescribed. The 
pyrolysis wave is "pushed" at constant velocity by the heat deposited on the surface at constant rate 
(vide infra). 

Figure 2c depicts the temperature at the surface and at 10 mm from the surface for a 12.25 mm 
thick cellulose sample of 1.078 g/cm3 density with perpendicular grain orientation, recorded in the 
large scale pyrolysis apparatus. The temperature profiles clearly establish that the pyrolysis process 
is heat transfer limited, in such a system. Note that the "kinks" in the profiles at between 300°C and 
4WoC are reproducible, and we believe indicate an endothermic step in the overall process (though 
not necessaily the main reaction process). This will be discussed elsewhere. 

Figures 4a, 4b and 4c show cumulative amounts of carbon monoxide, carbon dioxide and 
methane, respectively from the TGA experiments of Figure 3. It is obvious that there is an effect of 
sample density. There is more gas evolved from higher density samples. This is probably due to 
the higher residence times of tars, such that there is a higher probability for their cracking to lighter 
gases prior to escape from the particles. By examining the starting point of gas evolution in these 
figures, it can be concluded that both carbon monoxide and carbon dioxide are the products of 
primary pyrolysis as well as of secondary cracking reactions whereas methane appears as a product 
of the secondary reactions alone (otherwise it should start to evolve immediately with the other 
gases). 

Figure 5 shows the final char yield for the three different sample densities, examined in the TGA 
and large scale pyrolysis apparatus. Obviously the TGA data support the notion that with 
increasing density, there is an increasing tendency towards cracking reactions of tars, which leave 
behind a char product as well. The effect, while measurable, certainly cannot be termed large, over 
the range of densities explored. Thus for pyrolysis of cellulose in woody materials, there is a 
suggestion that density alone is not a key factor in determining pyrolysis char yields. The data from 
the large scale apparatus requires consideration of other factors, discussed below. 

Figure 6 presents mass loss rates (averaged over the linear portions of mass loss c w e s  only) as a 
function of initial sample density for cellulose samples with perpendicular and parallel grain 
orientation from experiments in the large scale pyrolysis apparatus and from the experiments in the 
TGA. The samples used for a TGA should not be affected by a grain orientation due to the uniform 
heating of the samples from all sides. The mass loss rate follows the same trend for both grain 
orientations used in the large pyrolysis apparatus. The rate of mass loss is linear in density. The 
actual mass loss rates are shown in Table I as the parameter B, where the relationship between 
sample mass M and time t is roughly: 
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M - q - B t  
Again, this holds approximately over a large fraction of the sample's pyrolysis history. The fact 
that Figure 6 shows B to be linear in density (p) suggests that the ratio (B/p) is constant, and these 
values are also shown in Table I. For a sample of constant cross-sectional area, (B/p) is 
proportional to the linear propagation velocity of a pyrolysis wave through the sample, viz: 

(B/p) = V A 
where V is the velocity and A is the cross-sectional (1 134 mmz). Thus it may be seen that the 
average propagation velocity is 9.8~10-~/1.134 = 8 . 6 ~ 1 0 ~ ~  c d s  or about 0.5 cdmin.  It can be 
seen from Table I that the pyrolysis wave speed is fairly independent of density. All (B/p) values 
fall within the standard deviation of the mean (i.e. f3x  I O 3  cm3/s). No clear trends are established 
by the limited data available. Again, the constancy of (B/p) is expected. if thermal conductivity is 
linear in density. 

Mass loss rates (averaged over the linear portions of mass loss curves only), obtained in the TGA 
experiments are also shown in Figure 6. The effect of density is not pronounced but is certainly 
observable. These data show the opposite trend from the data recorded in the large scale pyrolysis 
apparatus. Of course there is a significant difference between the two situations. Consider the locus 
of resistance to heat uansfer in the two cases. There is little doubt that in the large-scale pyrolysis 
system, the process is conduction-limited. A sample that is partially pyrolyzed and sectioned 
shows a sharp pyrolysis front separating a black char from a relatively white unpplyzed zone. In 
the case of the samples in the TGA, the process is a conduction limited within the sample. This 
may be easily shown by considering the Biot number for the sample Bi = hr/k,, where h is the 
heat transfer coefficient, r is the radius of the sample (treated as an effective sphere) and k, is its 
thermal conductivity. Taking h to be governed by the conduction limit, Nu = hd/k, = 2, where d 
is the diameter of a particle and thus Bi = kp,. Since kgd.2W/mK for helium near 500K, and 
since k, for woods (cellulosics) is of the same order of magnitude, then clearly the influence of 
external heat uansfer cannot be neglected since Bi is of order unity. With a few particles in a 
sample pan, the system is not as well-defined, but the conclusion that external heat aansfer 
limitations can influence results still stands, and a clear relationship between density and rate 
should not be expected, as was seen in the conduction limited case. 

Figures 5 and 6 clearly reveal effects of sample orientation in the bulk samples used in the large 
scale pyrolysis apparatus. The bulk samples all have a distinctly anisotropic appearance, despite the 
fact that they are produced by pressing from fine powder. Bands run across the entire diameter of 
the sample, in a direction perpendicular to the direction from which pressing fonx is exerted. The 
band shuctute reveals itself during pyrolysis as well. When samples are pyrolyzed in which the 
bands are perpendicular to the incident radiative flux, the samples tend to crack or split in a 
direction parallel to the bands. In the case in which incident flux is parallel to the bands the 
cracking is also in a direction parallel to the bands. 

Given the anisotropy of the samples there is little surprise then that pyrolysis is affected to some 
extent by band orientation. As Figure 5 reveals, char yield correlates with band orientation as well 
as with density in the bulk samples. Care must be exercised in interpreting these results, because 
what is termed "char" in these experiments in fact includes partially pyrolyzed material, due to 
existence of heat losses at the back face of the sample. But for present purposes, it is significant 
that when the volatiles must cross the pressing bands to escape the front surface of the sample, a 
higher amount of secondary reactions occur than when the volatiles can move parallel to the bands 
(the secondary reactions, again, are believed to deposit extra char). Note that the volatiles must 
escape the front face of the sample because the back and sides are enclosed in a ceramic cup. 

The effect of band orientation relative to a surface flux is probably somewhat analogous to wood 
grain orientation to a surface flux. The ultimate effect of such a choice of orientation does not 
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appear to be very large, in terms of char yield - a percent or two at most in Figure 5. Again, mass 
transfer effects are seen, but they are not large, just as in the case of the density effect seen with the 
small samples examined in the TGA. The density effect on char yield appears to be large in the case 
of the large samples of Figure 5,  but again this is probably in large pari an artifact induced by the 
differences in temperature profiles for samples of different density. 

The mass loss rate data of Figure 6 suggest that the samples with band structures parallel and 
perpendicular to the incident flux have roughly comparable mass loss rates at low density 
(<0.5g/cm3). Upon increasing the density above 0.7 glcm3, there begins to be apparent a slight 
tendency towards higher rates when the volatiles can move parallel the band structure. As was seen 
in Table I, the trend towards faster mass loss in parallel samples is not particularly pronounced, so 
that roughly comparable mass loss rates give rise to the conclusion of roughly comparable rates of 
thermal wave propagation, irrespective of orientation. The trend is nevertheless consistent with a 
slight retardation of volatiles escape from samples in which volatiles have to cross the bands. 

The importance of with- and cross-band transport was explored in one further experiment. Figure 
7 presents the variation of the ultimate char yield with sample width, obtained from thin samples 
pyrolyzed in a wire gauze reactor. These samples all had a thickness of 2.7 mm and a length of 27 
mm, and all had a density of around 1 g/cm3. The samples were heated at a rate of 60°C/min up to 
600'C. The samples were thus thin rectangular parallelopipeds, and had been pressed in the 
direction of 2.7mm thickness. The pressing direction is again significant, as the work with the 
larger samples has revealed. There would be expected a slight difference in rates of escape of 
volatiles in a direction parallel to the main faces of the parallelopiped vs across the faces. 

The results of Figure 7 were sqr i s ing  in the magnitude of the effect they revealed. The work with 
the narrowest samples (2.3 mm) gave a char yield of just over 5.5%. perfectly consistent with the 
TGA results shown in Figure 5. Increasing the sample width (while keeping thickness constant at 
2.7 mm and length constant at 27 mm) had a surprisingly large effect on char yield. These results 
strongly suggest that the volatiles in fact have a great deal of difficulty moving cross-band and 
must move parallel to the band to escape (otherwise the fact that the shortest dimension remained 
2.7 mm should have dictated that there be little effect on yield). It should also be remembered that 
in these experiments the samples were heated from all sides, so a pathway to a cooler zone was not 
available, as it might be in larger samples. 

ineless. when 
f t 

Thus it must be concluded that the conceDt o f "ultimate char vield is somewhat 
>w a uli mules of characteristi f 'lli 0- the resul s 
gf Fieures 5 and Z, 

. .  

Conclusions 

The behaviors of three different materials (purified cellulose, white pine and oak) with different 
grain orientations and different densities were investigated using different experimental 
approaches. The behavior of white pine and oak are seen to be quite similar to pure high density 
cellulose under heat-uansfer controlled, fire-like conditions. The role of density is seen in its effect 
on heat transfer; higher density samples conduct better, and if the process is conduction limited, 
will pyrolyze faster. The density also affects the ability of volatiles to escape pyrolyzing samples, 
and this affects both char yields and volatile yields. These effects are considerably less important 
than the effect of density on heat transfer. 

Sample band, or grain, structure also has some small effect on volatiles escape, but again, the 
effect is small. Sample particle size is seen to be important in several respects, as it influences both 
heat and mass transfer measurably, even when particles are a few millimeters in size. Applications 
of TGA data to modeling of fire situations must involve cognizance of such issues. 
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Table I: Pyrolysis Wave Speed in Large Scale Apparatus. 40 kW/m2 flux, as a 
function of sample density and orientation for Cellulose, Oak and Pine 
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Perpendicular 
Perpendicular 
Perpendicular 
Perpendicular 
Perpendicular 
Perpendicular 
Parallel 
Parallel 
Parallel 
Parallel 
piuallel 
Perpendicular (Oak) 
Perpendicular (Pine) 
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0.41 
0.46 
0.70 
0.73 
1.06 
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0.93 
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0.13 
0.38 
0.38 
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lNU3ODUCTION. 

Flash hydropyrolysis of coal is expected as  a means to recover a large amount of liquid 
products under rather milder conditions than direct coal liquefaction. However, total coal 
conversion does not increase even under 10 MPa of H2 as compared with the pyrolysis in an  
inert  atmosphere. This is because hydrogen does not contribute to the primary coal 
devolatilization but to  the secondary gas phase reaction of primary tar vapors, resulting in 
the increase in CH4 yield. Several attempts to increase the coal conversion by use of 
catalysts such as Ni, Mo, Co, and Fe have not succeeded so far. The catalysts contributed 
only to the secondary gas phase reaction1S2. On the other hand, catalysts such as  Zn, Sn  and 
Mo are reported to be very effective to increase both the coal conversion and the liquid yield 
significantly under slow pyrolysis conditions when the catalysts a re  in sulfide forms3-5. 
Since Zn, for example, is supported as  ZnC12, it is transformed to ZnS during the slow 
pyrolysis6. However, ZnCl2 can not be sulfided in such a short time during which the 
primary devolatilization is finished. Summarizing these researches suggests t ha t  two 
conditions must be satisfied for the catalyst to be active during the primary devolatilization 
of the flash hydropyrolysis of coal: the first one is that the catalyst must be activated or 
presulfided, and the other is that  the catalyst must be in close contact with the functional 
groups which will be cleaved during the flash pyrolysis. 

In this paper a new catalyst supporting method which satisfies the above conditions was 
presented. The method consists of two steps: the first step is the impregnation of ZnClp or 
SnClz from a methanol solution into the micropores of coal by utilizing the swelling of coal 
induced by methanol, and the second step is the sulfidation of ZnC12 or SnC12 in a gas stream 
containing 5 % of HzS a t  room temperature. The coal supporting the catalyst was pyrolyzed 
by use of a high pressure Curie-point pyrolyzer to examine the validity of the presented 
supporting method. The coal supporting catalyst was further treated by tetralin a t  100 "C to 
prepare the coal containing both catalyst and tetralin in the swollen coal. The coal treated by 
tetralin by the above procedure was also prepared. These samples were pyrolyzed to examine 
the roles of the catalyst and tetralin during the pyrolysis. 

EXPERIMENTAL 

ortine m e t h d  

An Australian brown coal, Morwell (Ultimate analysis (daf basis): C; 67.1%. H;4.9%, 
S+0;27.40%) was used as  a raw coal. I t  was ground into the particles less than 70 pm in 
diameter and dried in vacuo at 110°C for 24 h before use. The catalyst was supported on the 
coal by the following method: 
1. 1.0 g of coal particles were immersed in 0.9 ml of methanol dissolving 0.123 g of ZnClz or 
0.094 g of SnClZ at room temperature, and kept for 24 h, by which all the methanol including 
the metal chloride was incorporated into the coal by swelling i t  by 32% by volume. 
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2. Methanol was removed by the vacuum drying almost completely, remaining the metal 
chloride within the coal. The coal incorporating the metal chloride is  still swelling. The 
sample of this stage is abbreviated to Zn-Swell or Sn-Swell. 
3. The Zn-Swell or the Sn-Swell was treated by a N2 stream containing 5 ‘3 of H2S by volume 
for 1 h, and was purged by a pure nitrogen stream for 30 min. The sample thus prepared was 
abbreviated to Zn-S-Swell or Sn-S-Swell. 
4. The Zn-S-Swell was further treated by tetralin at 100°C under 1 MPa of N2. by which the 
sample was swollen by 35% by volume, and tetralin was incorporated within the sample. 
This sample was abbreviated to Zn-S-Swell-Tet . 

The coal sample supporting Zn by a conventional method was also prepared for comparison. 
Namely, ZnCl2 was supported on the coal from an aqueous ZnCla solution, then the sample 
was treated by the HzS containing gas stream as stated above. The sample prepared by this 
method i s  abbreviated to Zn-S-Impreg. The amount of catalyst (as metal) in the coal was 
adjusted to be around 5 wt% on the dafbasis for all the samples except for the ZnS-Swell. The 
coal sample swollen by tetralin by the procedure 4 was also prepared. It was abbreviated to 
Tet. 

Figure 1 shows a schematic of the experimental setup used for the flash hydropyrolysis. The 
detail of the high-pressure Curie-point pyrolyzer i s  shown in Figure 2. The quarts reactor (12 
mm OD and 6.0 mm ID) was installed in the pressure vessel made of SUS-316. The inside of 
the reactor and the pressure vessel were pressurized using the same gas line, then 
experiments up to 10 MPa were possible in a flowing gas stream. 

We have designed the apparatus so that  the amount of hydrogen consumed (RH) as well as  
each product yield can be measured during the pyrolysis. The procedure for the pyrolysis 
under 5 MPa of H2, for example, is as  follows: 2 to 3 mg of sample wrapped by a pyrofoil (an 
Ni-Fe alloy) which has a unique Curie-point temperature was placed in the reactor, and was 
pressurized up to 5 MPa by a He stream. Hydrogen containing 1 % of N2 was stored a t  5 MPa 
in a small gas holder (5.0 mi in volume), whose volume was adjusted to purge the reactor for 
20 s. The hydrogen was pushed out by the He stream into the reactor by switching the 4-way 
valve 1. After the sample was exposed to the hydrogen for 5 s it was heated to the Curie-point 
temperature by the induction coil and kept there for 10 s to be pyrolyzed rapidly. The sample 
yas exposed to the hydrogen for 5 more seconds. The primary tar vapors were all collected by 
the quarts wool placed just below the sample, because the vapors were cooled immediately by 
the gas stream. Gaseous products and the unreacted hydrogen were all stored in a product 
gas holder, and were analyzed to determine the amounts of inorganic gases (N2, Ha, CO, 
C02 and H2O) and hydrocarbon gases (CH4, C2H4, C2H6, C3H6, C3H8, C4H8, C4Hlo. C5, and 
C6 gaseous compounds, benzene, toluene and xylene). The yields of char and tar were 
measured from the weight change of the sample in the pyrofoil and the reactor. From the 
analysis of N2 and Hz we can know both the hydrogen supplied and the amount of unreacted 
hydrogen, then we can calculate the amount of hydrogen consumed during the pyrolysis. 
The pyrolysis temperature was changed from 485 to 920% by using the pyrofoils which have 
different Curie-point temperatures. 

P 

and chem ical c h a n m  of coal 1 

Figure 3 shows the change in the volumetric swelling ratio and the micro pore volume of the 
Zn-Swell with the increase of the catalyst loading. The micrpore volume corresponding to 
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0.33 to 1.0 nm in pore diameter was calculated from the Cop adsorption isotherm measured a t  
25°C. Both the swelling ratio and the micropore volume increased with the increase of Zn 
loading. No such a change was observed for the Zn-S-Impreg. F.T.i.r. measurement of the 
Zn-Swell showed the increase in the intensity associated with free -OH groups as  compared 
with the raw coal. Methanol is known to break the hydrogen bonds in the coal to produce free 
-OH groups and swell the coal. Therefore, ZnClp in the Zn-Swell is probably retained 
between the free -OH functional groups which formed hydrogen bondings in the raw coal, 
which increased the micropore volume and the swelling ratio. 

We are expecting that the Zn in the Zn-S-Swell or the Sn in the Sn-S-Swell is transformed 
into the sulfide by the treatment with HpS at room temperature, but we wuld not prove it in 
spite of several chemical analyses performed. However, we can safely say ZnS i s  formed 
judging from the fact that  Zn(0H)p is easily transformed into ZnS by the treatment with H p S ,  
because ZnClp in the Zn-Swell is well expected to be less stable than Zn(OH12. 

Figure 4 shows the product yields obtained by pyrolyzing the samples prepared above at 764°C 
under 5 MPa of H2. Although each yield obtained from the Zn-Swell was almost similar as 
tha t  obtained from the raw coal, the total volatile matter (TVM), the tar yield and the 
hydrocarbon gas yield of the Zn-S-Swell and Sn-S-Swell were significantly larger than 
those obtained from the raw coal. Significant decreases in the water yield were found for 
these two samples. The amount of hydrogen consumed, RH. of the Zn-S-Swell and  Sn-S- 
Swell were also larger than that of the raw coal. These results indicate clearly tha t  Zn and 
Sn supported utilizing the solvent swelling and sulfided by H2S at room temperature 
contribute to the primary devolatilization reaction. On the other hand, in case of the Zn-S- 
Impreg, where Zn is sulfided but the coal is not swelling, only the tar yield and the RH value 
were slightly larger than those of the raw coal. Therefore, close contact of the catalyst with 
the coal matrix such as  -OH functional groups, which is realized through the solvent 
swelling, i s  essential in addition to the sulfidation for the catalyst to contribute the primary 
devolatilization reaction. 

To examine how the catalyst contributes to the primary devolatilization reaction, the 
pyrolysis yields of the Zn-S-Swell obtained a t  different temperatures were compared with 
those of the raw coal in Figure 5. Within the temperature range where both samples were 
pyrolyzed, the total volatile matter, the tar yield, the hydrocarbon gas yield of the Zn-S-Swell 
were larger than those of the raw coal. On the other hand, the yield of water of the Zn-S-Swell 
was smaller than that of the raw coal. Significant difference was found in the RH value as 
shown in the bottom figure. The gaseous hydrogen started t o  be utilized from around 600°C 
for the Zn-S-Swell, whereas from around 700°C for the raw coal. These results indicate that 
the total volatile matter of the Zn-S-Swell was increased by a t  least two mechanisms. The 
first mechanism is  the acceleration of the hydrogen transfer from the gas phase a s  clearly 
shown in the RH value, and the other is the suppression of the water forming cross-linking 
reaction, resulting in the increase of the tar yield through the suppression of the condensation 
reaction. 

M ofthe . .  . . .  

We have presented a novel flash pyrolysis method in which the coal swollen by a hydrogen 
donor such as  tetralin was pyrolyzed in an atmospheric pressure of Npl**.  Both the coal 
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conversion and the liquid yield were increased significantly by the method. This was 
because hydrogen radicals were effectively transferred frondvia tetralin to coal fragments. 
and because the water forming cross-linking reaction was suppressed by the tetralin 
molecules retained within micropores. In this study we have clarified tha t  hydrogen 
radicals were effectively transferred from gaseous hydrogen to coal fragments via catalyst 
if the catalyst was supported properly. Now, we have two hydrogen radical suppliers, 
hydrogen and tetralin, and two hydrogen radical transfer promoters, the catalyst and 
tetralin. Therefore, we can expect a t  least five hydrogen radical transfer paths as shown in 
Figure 6: (1) from gaseous hydrogen, (2) from tetralin. (3) from gaseous hydrogen via 
catalyst, (4) from gaseous hydrogen via tetralin, and (5) from tetralin via catalyst. Then we 
tried to examine the relative magnitude of the five hydrogen radical transfer paths. 

Figure 7 shows the pyrolysis yields and the RH values for 4 samples, the raw coal, the Tet, the 
Zn-S-Swell and the Zn-S-Tet, pyrolyzed a t  764'C under 5MPa of H2 or He. Helium was used 
a s  an inert carrier gas when gaseous hydrogen was not necessary. We will examine the 
relative magnitude of the 5 paths based on the value of the coal conversion (char yield) first. 
Three experiments from the lek were performed to examine the separate effect of gaseous 
hydrogen and tetralin. These experiments showed that tetralin and gaseous hydrogen have 
similar effects. The next three experiments were related to the combined effect of the 
hydrogen radical supplier and the radical transfer promoter. The relative magnitudes of the 
paths (3), (4) and (5) are judged to be (5)>(4)>(3) from these experiments. I t  i s  interesting to 
note that the contribution of the path (4) is larger than that of the path (3). The last experiment 
was performed including the catalyst, tetralin and gaseous hydrogen. From the last four 
experiments we can judge the path (5) is the most effective to increase the coal conversion. 
Summarizing the above results, we can say that the order of the relative magnitudes of the 5 
paths c a n  be written as 

(5) > (4) > (3) > (2) a (1) 

Next, we focused our attention on the product distribution and the amount of hydrogen 
consumed. Hydrogen radicals supplied from tetralin tended t o  increase the tar yield 
preferentially, whereas those supplied from gaseous hydrogen increased the hydrocarbon 
gas yield also a s  clearly shown in the product distributions. This suggests that  the rate 
and/or the mechanism of the hydrogen radical transfer is different among the gaseous 
hydrogen and tetralin. The RH values could be measured for only the experiments 
performed in H2 atmosphere. It is clearly shown that the amount of hydrogen consumed 
increases for the samples supporting the catalyst and/or incorporating tetralin within the 
coal, indicating that the increases in the coal conversion were realized through the increase 
in the amount of hydrogen transfer. However, we can not discuss the contribution of tetralin 
now from the view point of the amount of hydrogen transferred, since we could not measure 
the amount of radicals transferred frondvia tetralin. 

CONCLUSIONS 

A new catalyst supporting method which enhances the primary reaction of the flash pyrolysis 
of coal was presented, in which ZnCl2 or SnC12 was supported from a methanol solution and 
the chloride was sulfided (activated) by a gas containing HzS. The catalyst thus prepared 
enhanced the hydrogen radical transfer from gaseous hydrogen and from tetralin 
incorporated within micropores of coal, resulting in the increase of the coal conversion and 
the liquid yield. The relative magnitude of the hydrogen radical transfer paths during the 
flash pyrolysis was also examined. 
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ABSTRACT 

In order to investigate the possible synergistic effect of exinite on vitrinite conversion in both 
hydropyrolysis and batchwise (solvent-free) hydrogenation, experiments with and without a 
sulphided molybdenum catalyst have been conducted on maceral concentrates separated by density 
gradient centrifugation (DGC) from an Indonesian sub-bituminous coal. As anticipated, the 
conversions achieved with virtually pure exinite in both catalytic hydropyrolysis ( S W C ,  150 bar) 
and hydrogenation (4oOoC. 70 bar) are close to 100% daf coal. Without catalyst, there is no 
evidence of synergism in hydropyrolysis. However, with catalyst, the conversions achieved in 
both regimes with the fractions and blends containing between 25 and 50% exinite are higher than 
the predicted values (both pyridine and dichloromethane-solubles in hydrogenation). 

INTRODUCTION 

Although it is now generally recognised that oil yields broadly increase with decreasing rank 
especially when retrogressive reactions for low-rank coals are avoided by having good contact 
between coal and solvent 
regimes. For example, in hydropyrolysis where there is no vehicle solvent to aid conversion. 
dispersed catalysts are much less effective for lignites and subbituminous coals (3) than for 
bituminous coals. In such instances, hydrogen transfer within the coal is going to be the crucial 
factor and, intuitively, this is going to be aided by having a high degree of fluidity and sufficient 
hydrogen-rich exinite. Indeed, it has been recognised that synergistic effects involving macerals 
may be evident in coal liquefaction and this has prompted a number of studies on maceral 
concentrates (4-6). Care is required in interpreting results since fine grinding normally required to 
prepare high purity maceral concentrates may induce oxidation. Nonetheless, as anticipated, 
conversions for exinite concentrates are generally much higher than those for vitrinite (4-6). but 
appreciable conversions to pyridine and THF-soluble material have been found for inertinite 
fractions. especially those rich in semi-fusinite (4.3. Further, conversions for whole coals have 
been found to be higher than those predicted from individual maceral yields suggesting that 
synergism occurs from the maceral associations within the coals (43. Indeed, the liquefaction 
residue from the vitrinite of one of these coals comprised mainly vitroplast which was not evident 
for the whole coal (4). 

these ideal circumstances are not realised under other conversion 
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Although the above evidence strongly suggests that synergism between macerals can occur at a 
microscopic scale within coals, there is little information thus far on the influence of liquefaction 
conditions on the extent to which this phenomenon occurs. However, hydropyrolysis tests on 
handpicked durain and fusain samples from a UK bituminous coal have indicated that exinite only 
promotes vitrinite conversion in the presence of catalyst 0). In order to investigate this aspect 
further in both hydropyrolysis and batchwise (solvent-free) hydrogenation, experiments with and 
without a sulphided molyWenum (Mo) catalyst have been conducted on maceral concentrates 
separated by density gradient centrifugation (DGC) from an Eocene subbituminous coal from 
Indonesia. This coal has a high exinite and low inertinite content which facilitated the separation of 
relatively pure exinite and vitrinite fractions with + 400 mesh particles size required for 
hydropyrolysis to prevent the fixed-bed reactor plugging. 

EXPERIMENTAL 

The Indonesian subbituminous coal was obtained from the US Geological Survey. The coal was 
crushed to -100 mesh, demineralised with hydrofluoric and boric acids 0) and dry screened to + 
400 mesh. h4aceral separation was based on the density gradient centrifugation (DGC) method 
developed by Dyrkacz and cc-workers 
separation involves forming forming a cesium chloride density gradient within a spinning, high 
capacity (2 dm3) centrifuge rotor. A demineralised coallsurfactant sluny is then dispersed across 
this gradient at forces ranging from 7,000 to 25,000 gravity. The procedure can be repeated 
numerous times with the corresponding fractions from repeat runs being combined to provide 
sufficient sample. In this study, two preliminary DGC runs were canied out on 16.2 g of sample. 
This provided a density profile curve to design a more efficient larger scale separation which was 
conducted on 225.1 g of coal in a series of 15 DGC runs, the recovery being 98.5%. The rotor 
effluent was divided into 12 density fractions plus the remaining sink fraction. The results of 
chemical and petrographic analysis on the initial coal and the fractions actually used in the 
hydropyrolysis and hydrogenation experiments are listed in Table 1. 

For the hydrogenation and hydropyrolysis experiments with the sulphided Mo catalyst, the maceml 
Concentrates and their blends were impregnated with ammonium dioxydithiomolybdate in methanol 
solution to give a Mo loading of 1%. The fixed-bed hydropyrolysis apparatus in which the reactor 
tube is heated resistively has been described previously (3.9J. A temperature of 5 2 W  and a 
pressure of 150 bar were chosen as the standard test conditions to optimise both the tar yield and 
selectivity (% tar/% gas) in catalytic hydropyrolysis (3.9). To simplify the mass balances, dried 
coals were used ( D C  in vacuo for 1 hr.). Tests were carried out on 2-5 g of sample which was 
mixed with of sand (1:2 mass ratio) to prevent blockages and to enable the reactor tube to be 
emptied easily. The reactor were heated at 5oC s-1 and held at 5 2 W  for 10 minutes with a 
hydrogen flow rate of 10 dm3 min-1 (measured at atmospheric pressure and ambient temperature) 
which was sufficient to overcome mass transfer. Char yields were determined from the weight 
loss of the reactor tube and tar yields from the weight gain of the dry-ice cooled trap. Tar was 
recovered for analysis by washing the trap thoroughly with dichloromethane (DCM). 

The hydrogenation experiments were carried out in a 9/16" O.D. microautoclaves (ca IO cm3 
internal volume) constructed of Autoclave Engineer high pressure fittings. 0.3 g of sample was 
loaded into the microautoclave which was pressurised to 70 bar with hydrogen. The sandbath at 
4oBC was raised to fully submerge the microautoclave for 60 min., the heat-up period being ca 5 

with certain modifications (7). Briefly, the DGC 
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min. After reaction, the microreactor was cooled in dry-ice before de-pressurising. The reactor 
contents were then recovered by filling the microreactor with dichlnromethane (DCM) and placing 
it in an ultrasonic bath. The DCM washings were refluxed for cu 5 hours. filtered through phase 
separating paper and then the DCM-solubles were recovered by evaporating the filtrate to dryness. 
The DCM-insolubles were weighed after drying in vacuo and were then refluxed in pyridine for cu 
5 hours and filtered to determine the yield of pyridine-insolubles. 

RESULTS AND DISCUSSION 

Hvdroovrolvsis 
Figure 1 shows the effect of exinite concentlation on conversion in hydropyrolysis with and 
without catalyst for the macelal concentrates and one of their blends. AS anticipated, the 
conversion achieved with virtually pure exinite (fraction 1) in catalytic hydropyrolysis is close to 
100% dafcoal. Without catalyst, there is no evidence of synergism with the conversions lying 
close to the predicted values from those obtained with virtually pure exinite and the concentrates 
containing 90% vitrinite (fractions 5 and 6, Figure 1). However, with catalyst. the conversions 
achieved with the fractions containing between 25 and 50% exinite generally appear to be higher 
than the predicted values; above 50% exinite, the experimental error of k 1-2% is greater than the 
differences anticipated making synergistic effects more difficult to identify. Since the two 
fractions, 5 and 6 which both contain cu 90% vitrinite give conversions differing by 5 % daf coal, 
it is difficult to deduce a taseline conversion for vitrinite. Further, synergism may be evident 
within these fractions as they contain 10% exinite (Table I). However, the fact that the conversion 
with catalyst for the 5050 blend of fractions 1 and 6 is higher by 5% daf coal than that predicted 
from the individual conversions confirms that the effect is real. 

H- 
Figure-2 presents the yields of DCM-soluble product and pyridine-insolubles obtained in catalytic 
hydrogenation using essentially the Same fractions and, again, there is clear evidence of 
synergism. The fact that it is evident in both the yields of DCM-soluble oil and pyridine-insolubles 
indicates that both the inital dissolution process and subsequent hydrocracking of the primary 
dissolution product are affected. Indeed. the synergistic effect is somewhat more pronouced than 
in catalytic hydropyrolysis possibly due to the longer residence time and the more effective contact 
between exinite and vitrinite in catalytic hydrogenation. 

General discussion 
The synergistic effects reported here are perhaps more evident than in hydroliquefaction where the 
presence of a vehicle solvent aids hydrogen transfer. Clearly, in both batchwise hydrogenation 
and hydropyrolysis, the exinite plays a crucial role in transfening hydrogen atoms from the catalyst 
sites to the depolymerising coal probably because it forms a fluid pyrobitumen in the early stages 
of conversion. For hydropyrolysis. the general trends found here are the same as those reported 
previously for a UK bituminous coal containing 81% dmmf C c3). However, the reasons why 
lower conversions than anticipated are obtained in catalytic hydropyrolysis for the higher rank 
bituminous coals and most of the low-rank coals investigated thus far 0) are somewhat different. 
The low-rank coals do not soften to an appreciable extent and there is probably insufficient 
ppbi tumen generated in the early stages of conversion to prevent retrogressive reactions 
occurring which probably involve dihydnc phenolic moieties. For the bituminous coals contaming 
more than cu 84% dmmf C, the hydrogen requirement required for hydrogenating the aromatic 
structures is likely to be higher than for their lower rank counterparts and, despite the development 
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of plasticity a t  some stage during conversion, there is still insufficient hydrogen transfer capability 
to prevent retrogressive condensation reactions occurring. 
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Table 1 Edernental. Droxirnate and Detroeraohic analvsis of rnaceml concentrates 

Maceral fraction 
Parentcoal 1 2 3 4 5 6 

Density range, g cm-3 1.12- 1.15- 1.20- 1.25- 1.26 1.27- 
1.15 1.18 1.25 1.26 1.27 1.28 

8 moisture 1.5 0.6 0.9 1.5 1.8 2.3 1.9 
8 ash, dry basis 0.4 1.4 1.2 0.7 1.0 0.6 1.3 
% V.M., daf basis 58.9 67.0 65.0 55.9 51.0 49.6 48.3 

C 79.2 80.1 80.2 78.5 77.0 76.5 76.6 
%dmrnf H 7.2 8.2 7.9 6.8 6.4 6.1 6.0 

N 0.6 0.6 0.9 0.6 0.7 0.7 0.7 
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EVALUATION OF FACTORS INFLUENCING THE THERMAL 
MATURATION OF ORGANIC MA'ITER 

DURING CONFINED PYROLYSIS EXPERIMENTS. 
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INTRODUCTION 

Pyrolysis of organic matter can be dedicated either to investigate its 
chemical structure or to mimic the transformations induced by subsidence in 
sedimentary basins i.e. thermal maturation. Reproducing natural geological 
conditions has been for a long time strictly considered as a matter of time and 
temperature. More recently, the roles of water, pressure, mineral content and 
type of autoclave have been investigated. However, few studies offered the 
opportunity to adjust and control these different parameters in order to 
evaluate their respective influence on the thermal maturation of kerogens and 
source-rocks. The present paper summarizes the results of confined and 
hydrous pyrolysis experiments dedicated to re-evaluate the validity of the 
technique and determine the influence of the experimental conditions. 

EXPERIMENTAL 

Confined Pyrolysis : 200 mg of kerogen or 1-1.5 g of source-rock are 
introduced in gold tubes (0 = 0.5 or 1 cm; L = 5 an) under argon atmosphere. 
The sealed gold tubes are placed in stainless steel autoclaves and isothermally 
heated at temperatures ranging between 250 and 400 "C for 72 hours under 
pressures ranging between 300 and 1300 bars (1). At the end of each run, gold 
tubes are pierced and their organic content washed and extracted with 
chloroform. 

Hydrous Pyrolysis : about 400 mg of rock are isothermally heated for 72 
hours in a stainless steel autoclave in the presence of an excess of liquid water. 
The rock sample is covered by pure liquid water and the headspace is filled with 
helium (2). The pressure inside the autoclave is due to the expansion of water 
and to the generation of oil and gas but rarely exceeds 330 bars. The theoretical 
maximum pyrolysis temperature is limited by the supercritical temperature of 
pure water (374 "C) and generally set to 350 "C because of the generation of CO2 
and hydrocarbons. At the end of each run, the autoclave is cooled, gases are 
collected, floating oil (expelled oil) recovered and rock chips collected for 
subsequent extraction. 
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High Pressure Hydrous Pyrolysis : Because in conventional hydrous 
pyrolysis devices, internal pressure depends on the initial filling of the 
autoclave (water + rock) and on the temperature, high pressure hydrous 
pyrolysis runs were performed in order to test the effect of increasing pressures 
on the hydrocarbons expulsion and generation. The use of a high pressure 
system (pump + autoclave) allows water to be injected inside the autoclave as 
soon as the isothermal stage is reached and to adjust the pressure to the desired 
value (300,700 and 1300 bars in the present work). The recovery of oil and gas is 
similar to that described for conventional hydrous pyrolysis. 

TEMPERATURE CHOICE 

Most of the artificial maturation series are generated using temperature 
steps of 30 to 50 "C. Nevertheless, in order to describe the complete thermal 
evolution of an immature organic matter, it can be necessary to perform more 
pyrolysis runs (3). For example, the different maturation stages of a Mahakam 
coal were fully evidenced only when using a 10 "C pyrolysis step. The 
maximum generation of polar compounds, aromatics and saturates occuring at 
320, 330 and 340 "C respectively. Similarly, this was the only way to define the 
chronology of the transformations affecting both the solid residue and the 
soluble fraction. 

CHOICE OF THE TIME-TEMPERATURE PAIR 

In order to compensate geological times, pyrolysis experiments use 
higher temperatures than those noticed in natural environments. Several 
hours to several years experimentations have been carried out and generally 
show that long term experiments improve the quality of the simulation. On the 
other hand, comparison of the analytical data derived from 5 hours to 100 days 
experiments on an immature Mahakam coal has evidenced the influence of 
time-temperature pairs on the composition of both solid residues and CHC13 
extracts. It is shown that saturates content increases with experimentation time 
(4). As far as CHC13 extract / TOC ratios are similar for a given Time 
Temperature Index (Arrhenius TTI), such evolution evidences the increasing 
effect of secondary cracking in long term experiments. Furthermore, the 
expulsion of oil from source-rock is enhanced in long term experiments (Paris 
Basin shale). 

KEROGEN vs. WHOLE ROCK 

Heating experiments can be performed either on whole rock or on 
kerogen concentrates. While kerogen pyrolysis allows more structural 
parameters to be investigated and catalytic effects to be ignored, whole rock 
pyrolysis takes into account the transformation of all the rock components 
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(organic + mineral) (5, 6) .  However, kinetics of clay minerals transformations 
cannot generally be extrapolated to temperatures higher than 300 O C  and 
organo-mineral interactions are not easily duplicated. Then, the extent of the 
modifications of the maturation process related to the behaviour of the mineral 
matrix cannot be accurately determined. Results from confined-pyrolysis 
experiments on the Woodford shale have shown that the peak generation of 
hydrocarbons as well as the onset of the petroleum potential decrease always 
occur earlier for kerogen than for whole rock (Figure 1). 

EFFECTS O F  PRESSURE 

The role of pressure in the simulation of organic matter thermal 
maturation has not been widely investigated. However, recent results have 
demonstrated that the rates of hydrocarbon cracking (7) as well as the activation 
energy (8) were pressure dependant. It is generally accepted that increasing 
pressures induce a delay in oil genesis and in kerogen transformation (9). In the 
present work the role of pressure has been studied in both confined and 
hydrous pyrolysis systems. 

The effects of pressure on isolated kerogen or coal transformation are 
minor and necessitate a careful control of temperature (k 1°C) to be shown. No 
clear variations in the extract yield or in the Rock-Eva1 HI and Tmax have been 
noticed. However, a bimodal distribution of n-alcanes has been observed on GC 
traces for low pressure experiments (300 bars) on a type I1 kerogen. Furthermore 
the pristane/phytane ratios are systematically lower in high pressure 
experiments (1300 bars) whereas the evolutions of the Pr/nC17 and Ph/nC18 
ratios are not pressure dependant. Similar results have been obtained when 
increasing the dead volume in gold tubes by decreasing the amount of kerogen 
(Mahakam coal) to be pyrolyzed from 200 mg to 50 mg. Spectroscopic studies of 
total extracts ( IH NMR, I3C NMR, IR and synchronous UV fluorescence) also 
allowed pressure-dependant structural parameters to be recognized. 

High pressure hydrous pyrolysis experiments on whole rock (Woodford 
shale) revealed that amounts of expelled oil and total yield (expelled i 
extracted) were highly dependant on pressure. Figure 2 confirms that high water 
pressure delays and hinders the genesis and expulsion of hydrocarbons. On the 
other hand, results from confined pyrolysis did not reveal an important control 
of pressure neither on the genesis nor on the expulsion of oil. The total yields 
maxima are similar but can be shifted of 50 OC (Figure 3) while expulsion 
maxima occur at the same temperature (330'C). 

E F F E a  OF WATER 

The effect of water on the artificial maturation of organic matter is still a 
subject of controversy. Addition of water in confined experiments on Mahakam 
coals did not seem to give detectable effects (10). On the other hand, the role of 
water during organic compounds pyrolysis has been frequently emphasized (11). 
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Such situation can probably be related to the unavailability of analytical data 
derived from hydrous and confined pyrolysis experiments performed on the 
same rock and in the same P-T-t conditions. Furthermore the analytical 
procedures for oil and gas recovery as well as shale extraction cannot be 
identical for both types of pyrolysis. For example, the "expelled fractions" 
corresponding to floating oil and to cold chloroform washing in hydrous and 
confined pyrolysis respectively cannot be simply compared. 

As far as pressure can be controled, experiments conducted in a high 
pressure hydrous pyrolysis system can be compared to those performed in 
confined pyrolysis. On Figure 4 are reported the expelled/washed as well as 
extracted fractions obtained on hydrous and confined Woodford shale 
pyrolyzates at 700 bars. Despite some discrepancies concerning the maximum 
temperature for extract yield, a general agreement can be noticed in the trends as 
well as in the amounts of generated and expelled hydrocarbons. Similarly, the 
addition of water in gold tubes (10, 50 and 100 wt 5% of shale) did not 
significantly modify the oil expulsion rate. However, when hydrous pyrolysis 
experiments are carried out in low pressure conditions (R200 bars), the total oil 
yield is much more important than in confined and high pressure hydrous 
pyrolysis systems (see Figure 2, open circles). 

SUMMARY 

The examination of various sets of data deduced from organic matter 
pyrolysis in closed systems (confined and hydrous) revealed that experimental 
conditions must be carefully defined: 

- A wide range of temperatures can be useful in order to determine the various 
stages of hydrocarbons generation and kerogen transformations. 
- Long term experiments induce secondary cracking reactions that chiefly affect 
polar compounds. 
- Pressure effects on oil generation and expulsion in confined pyrolysis system 
are not as determinative as in hydrous pyrolysis. However, variations of 
external pressure as well as effluents pressure can significantly modify the 
distribution of the generated hydrocarbons. 
- In order to evaluate the role of water in organic matter maturation, hydrous 
and anhydrous pyrolysis must be conducted in the same experimental 
conditions (temperature, pressure, time). 
- When performed in the same T-P-t conditions, confined and high pressure 
hydrous pyrolysis can generate and expel1 similar amonts of hydrocarbons. 

These observations strongly suggest to take into account other 
experimental parameters than time and temperature when simulating organic 
matter thermal maturation. They also support further work on the comparison 
of the different pressurized pyrolysis systems used to reproduce the natural 
transformations of organic matter. 
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ABSTRACT 

A sample from the "Simon" coal bed (Lorraine Basin, France) was separated into its 
constituent macerals vitrinite, exinite and inertinite by density gradient cenhifugation. Aliquots of 
the macerals and whole coal were sealed in gold tubes with no added water and pyrolyzed 
separately at 350,375,400 and 450 OC for 24 hr at 100 MPa. The distributions of n-alkanes in 
the pyrolyzates are profoundly affected by pyrolysis temperature and sample type, but hopane and 
sterane distributions show little variation. The classic maturity parameters based on sterane 
isomerization are particularly ineffective. In contrast, distributions of polyaromatic hydrocarbons 
(PAH) change dramatically as a function of pyrolysis temperature. A variety of maturity-sensitive 
ratios are shown to be efficacious, including those employing dimethylphenanthrenes and 
methylpyrenes. These PAH ratios work particularly well for vitrinite pyrolyzates. For exinite 
pyrolyzates, the, PAH ratios consistently show little change between 350 and 375', but by 400' the 
ratios operate effectively. 

INTRODUCTION 

Slow, confined pyrolysis is often called upon for laboratory simulation of the thermal 
maturation of organic matter. The chief variables in confined pyrolysis experiments include 
temperature, duration of heating, the use of isolated kerogen vs. a kerogedmineral mixture. 
(natural or artificial), hydrous vs. anhydrous conditions, and the use of metal vs. glass 
reactors['-71. Confined pyrolysis provides a better simulation of natural petroleum generation 
in that its products lack the n-alkenes characteristic of open pyrolysis methods. While several 
studies have used open pyrolysis techniques in the characterization of isolated coal macerals[S- 
101, the present work is an attempt at confined pyrolysis of macerals, with the objective of 
observing of the effects of temperature and starting material type on distributions of saturate 
and, especially, aromatic hydrocarbons. 

METHODS 

The sample employed in the study is from the "Simon" coal bed (Lorraine Basin, France), 
petrographically determined to be 74% vitrinite, 13.2% inertinite, 5.5% exinite and 7.3% 
mineral matter[ll]. Maceral separation by density gradient centrifugation[l*] was performed on 
hand-picked lithotype. concentrates. The resulting isolated macerals were vitrinite, inertinite 
(predominantly semifusinite and fusinite), and exinite (mainly sporinite and resinite). The 
pyrolytic and liquid chromatographic techniques used in this study have been previously 
described[l1,l3]. In brief, isothermal confined pyrolysis experiments in sealed, thin-walled 
gold tubes were run on 150 mg aliquots of the raw coal and of each of the three isolated 
macerals at temperatures of 350,375,400 and 450 "C for 24 hours at 100 MPa. The saturate 
and aromatic fractions of the pyrolyzates were analyzed by a Hewlett Packard 5890A gas 
chromatograph, coupled to an HP 5970B Mass Selective Detector (GCMS). The GC was held 
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initially at 100' C for 10 min.. then raised to 300' at 3'/min., where it was held for 21 min. 
(saturates) or 5 minutes (aromatics). A 25 m OV-1 column with 0.2 mm inside diameter and 
0.33 p-n film thickness was employed. The mass spectrometer, using an ionization energy of 
70 eV, was run in selective ion monitoring mode, collecting data on the principal fragment ions 
of biological marker compounds and on the molecular ions of the polyaromatic compounds. 

RESULTS AND DISCUSSION 

The normal alkane distributions vary considerably as a function of starting material and 
pyrolysis temperature. The 350' pyrolyzate of the whole coal shows a broad maximum in the 
Cz to Cn region. with a slight odd carbon number preference. There is a increasingly Severe 
depletion of higher molecular weight n-alkanes as one progresses to the 375' and on to the 400' 
runs. The n-alkane concentrations in the 450' pyrolyzate are extremely low. The exinite n- 
alkane distributions for both the 350 and 375' runs are essentially the same and are very similar 
to the 350' whole coal run, except that they lack the odd carbon number preference. By 400' 
however, the exinite pyrolyzate shows a marked shift towards lower carbon numbers, roughly 
comparable to the 375' coal. Normal alkane distributions in the 350 and 375'vitrinites are also 
very similar to one another, having a maximum at C19. They bear a strong resemblance to the 
375' coal. By 400". the overall concentration of n-alkanes decreases. The n-alkane 
disaibutions in the 350 and 375' inertinite pyrolyzates are very similar to one another, with a 
maximum at C21 and a slight odd carbon predominance. When compared to other samples, 
they most closely resemble the 400" vitrinite. The high temperature destruction of n-alkanes 
sets in at 400' for the inertinite. The yields of the 450' inertinite experiment were too Low for 
analysis. Overall, there is a loss of higher molecular weight n-alkanes as pyrolysis 
temperatures increase. As higher temperatures (2 4000) are reached, general destruction of n- 
alkanes occurs. 400" exinite resembles 375" coal and vitrinite. In turn, 400' vitrinite bears 
similarities to 350 and 375' inertinites. Thus, those samples richer in pyrolyzable and 
extractable organic matter lag behind the leaner in thermal alteration effects. 

The hopane distributions show little variation among the samples, either as a function of 
temperature or starting material type. Lack of difference in hopane dishibutions in pyrolyzates 
of the macerals from a single coal is expected, because their bacterial pncursors would have 
inhabited all macerals in the freshly deposited peat[l41. The steranes are a relatively minor 
component of the pyrolyzate saturate fractions. 'Ihe sterane distributions within one sample 
vary even less than those of the hopanes as a function of organic matter type and level of 
the& alteration. Consequently, the standard sterane maturation parameters[l5] are 
ineffective, with the partial exception of the CB (app/(aaa + app)) ratio for exinite. 

A wide variety of polyammatic molecular marker compounds are readily detectable in the 
aromatic fractions of the pyrolyzates, by setting the GCMS to monitor their molecular ions, 
which are often the strongest peaks in their mass spectra. These compounds include 
homologues and isomers of naphthalene, phenanthrene, dibenzothiophene, pyrene, 
fluoranthene and chrysene, as well as several pentaaromatic hydrocarbons. The distributions 
of these compounds exhibit profound changes due to t h d  alteration. Aromatic steroids are 
among the most frequently employed aromatic molecular markedla. However, in this study 
they are not discussed, as c26-C~ triaromatic steroids were detected in only 4 samples and 
monoaromatics were not detected at all. For the sake of brevity, only two groups of 
compounds are covered in this paper - the dimethylphenanthrenes and methylpyrenes, along 
with their isomers. A fuller discussion will be presented elsewherc[l7]. 

distribution of dimethylphenanthrenes, ethylphenanthrenes and dimethylanthracenu. identified 
and, for Simplicity, labelled as peaks 20th through 206j. In figure lb, the quantitation results 
from the m/z 206 data for each of the vitrinite and exinite expCriments are presented. 

Figure l a  presents an example of a partial m/z 206 mass chromatogram showing the 
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Excluding the ethylphenanthrene and dimethylanthracene peaks 206a. b and e, it can be Seen 
that dimethylphenanthrene peaks 206c and d increase with pyrolysis temperature, while peaks 
206f, g, h and i decrease. This phenomenon is shown in ratio form (fig. IC), in which the 
ratio increases smoothly with temperature for vihinite. There is little increase in the exinite 
ratio between 350 and 379, but by 400'. the exinite value has nearIy overtaken the vitrinite. 
The exinite ratio shows little further increase at 450'. The behavior of this ratio is in strong 
contrast to the commonly employed methylphenanthrene index[l@, which increases from 350 
to 400" for these samples, but dro s sharply by 450'. Similar dimethylphenanthrene ratios 
have previously been employed[1g201. 

methylpyrenes and methylfluoranthenes, are presented in figure 2 in a fashion analogous to 
that of figure 1, except that specific isomer assignments were not possible, due to the lack of 
standards and published identifications. Peak 216b increases with pyrolysis temperature, 
while peaks 216e and f decrease markedly. The resulting ratio (fig. 2c) increases nicely for 
vitrinite over the entire 350 to 450" temperature range. In contrast, the increase in the exinite 
ratio is delayed until temperatures climb above 375O, giving a curve very similar to the 
dimethylphenanthrene ratio (fig. IC). Methylpyrenes have been previously used as thermal 
alteration indicators, but employing Shpol'skii spectral data, rather than GCMS1211. 

Among the differences between vihinite and exinite, the most profound is the delay in 
maturation response of the exinite between 350 and 375', corresponding to the temperatures at 
which it is generating the most pyrolyzate[lll. This phenomenon is consistently detected by both 
Rock Eval and molecular parameters. The recognition of maturity-independent molecular 
characteristics is also desirable, but difficult in this case, since the range of thermal alteration 
levels is so great, and the effects of temperature so all-pervasive. However, some success may be 
expected in differentiating exinite and vitrinite, since. their macromolecular structures are so 
dissimilar. Very little difference is apparent among saturate biomarkers, either due to maturity or 
organic matter type. For polyaromatic compounds, subtle feahms which differentiate the vitrinite 
and exinite pyrolyzates are worthy of note. Peak 206h (1,7-dimethylphenanthrene, also known 
as pimanthrene) appears relatively stronger in exinite than in vihinite (fig. lb). Among 
methylpyrenes and methylfluoranthenes, peak 216c is also stronger in exinite than in vitrinite 
pyrolyzates (fig. 2b). Peaks 206h and 216c are minor features on their respective mass 
chromatograms and the differences tend to be lost by 450'. It would be of interest to examine a 
greater variety of maceral types from other coals and kerogens by the same methods, to determine 
if PAH distributions have greater potential for organic matter type differentiation than is apparent 
in this study. 

The data from the m/z 216 partial mass chromatograms, showing distributions of 

CONCLUSIONS 

1) The distributions of n-alkanes in the pyrolyzates are profoundly affected by pyrolysis 
temperature. and sample type, but hopane and sterane distributions show little variation. The 
classic maturity parameters based on sterane isomerization are particularly ineffective. 
2) Distributions of polyaromatic hydrocarbons change dramatically as a function of pyrolysis 
temperature. A variety of maturity-sensitive ratios are shown to be efficacious, including those 
employing dimethylphenanthrenes and methylpyrenes. 
3) The aromatic ratios work particularly well for vitrinite pyrolyzates. For exinite pyrolyzates, 
these ratios consistently show little change between 350 and 375". but by 400' the ratios operate 
effectively. For exinite, 350-375" is also the temperature range in which maximum generation of 
pyrolyzate occurs. 
4) Vihinite and exinite may be distinguished by subtle, temperature-independent features among 
the aromatic data. 
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A comparison of maturity dependent chemical trends in samples 
from hydrous pyrolysis and naturally matured samples. 

Tanja Barth*, Marit Seim and Kristin Skadsem 
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Allegt. 41, N-5007 Bergen, Norway 
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Introduction 
Hydrous pyrolysis is the method most often used for 

simulated maturation of source rocks when the aim is to 
experimentally reproduce the chemical processes of organic 
matter maturation and petroleum generation as closely as 
possible. The procedure has been set up so the laboratory 
conditions correspond to the natural process within the 
limitations implicit in short-term experiments that do not 
require sophisticated equipment (1). However, the high 
temperature/short time procedure (e.g. 250-365'C for 72 hours) 
compared to the natural situation (80-12O'C over millions of 
years) involve a risk of changes in reaction mechanisms or a 
decrease in importance of finely balanced energy relation- 
ships. The pyrolysis system has a high level of thermal 
energy which increases the probability of kinetic control of 
product composition, while thermodynamic control is more 
probable in the slow processes of the natural low-energy 
reaction systems. 

irreversible breaking of carbon-carbon bonds during thermal 
decomposition of organic matter. Reproducing such processes 
at increased temperatures and short times should be possible 
with a reasonable correspondence to the naturally occurring 
chemical reactions. However, the detailed composition of the 
products, e.g. isomer composition, homolog distribution etc., 
should be more liable to be dependent on the reaction rates 
and temperature levels. Since hydrous pyrolysis is used as a 
method for chemical reproduction of the natural processes it 
is important to establish to what compositional levels the 
simulation is accurate. The molecular maturity markers are 
good test cases since they often are based on the relative 
amounts of isomeric forms of the same molecular skeleton. For 
such compounds there are only small variations in energy 
levels, and they can be expected to be especially sensitive to 
artificial effects. 

We have compared the patterns of maturity induced change 
in the chemical composition of two sub-fractions of bitumen in 
samples from artificially matured source rocks and naturally 
matured coals. Asphalt fractions are analyzed by FT-IR 
(Fourier transform infrared) spectroscopy and the maturity 
related trends are extracted from the spectra by multivariate 
data analysis. The aromatic fractions of the same samples are 
analyzed by GC and phenanthrene isomer based maturity para- 
meters are calculated. Multivariate analysis of a larger set 
of the aromatic components has also been performed. 

A major part of petroleum generation consists of the 
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Experimental 

rock were artificially matured by hydrous pyrolysis in home- 
made stainless steel reactors by standard procedures (2). A 
fixed time of 72 hours and variable temperatures from 250'C to 
365'C were used. This gave sets of samples covering the oil 
generation stage and the start of oil-to gas cracking. A sum- 
mary of the source rock characteristics is given in Table 1. 

solid residue with dichloromethane (DCM). The extract was 
combined with the expelled oil collected from the water and 
reactor surfaces and deasphalted with 40 volumes of hexane. 
The deasphalted extract was separated into saturate, aromatic 
and polar fractions by MPLC on a silica column. The aromatic 
fractions were separated by ring size by HPLC. 
of the samples was measured on the residues as vitrinite 
reflectance, %R,, when possible and by Rock-Eva1 T-=. 

sources with %R, ranging from 0.38 to 2.62 (donated by Norsk 
Hydro, Bergen, Norway) were extracted and fractionated as 
described for the hydrous pyrolysis samples. The resulting 
fractions comprise the naturally matured reference set. 
Asphaltene spectra were recorded from all samples, and the 
aromatic fractions from 35 samples were also analyzed by GC. 

malvtical Dr ocedures. aSDhal t frac tions: Diffuse 
reflectance IR-spectra were recorded using a Perkin Elmer 
1720x FTIR-spectrometer interfaced to a Vax computer. 10 p1 
of a 5 mg/ml solution of asphaltenes in DCM was deposited as a 
thin film on a KBr surface, and the solvent evaporated at room 
temperature. The spectra were analyzed in Kubelka-Munk form. 
The spectra initially had 3401 data points, but were reduced 
to 750 variables by a maximum entropy procedure (3). The 
resulting 8tcondensed88 spectra together with maturity measures 
or hydrous pyrolysis temperature comprise the matrices for 
multivariate data analysis of maturation trends. 

from Series I and I1 and the coal samples were analyzed. 
the whole aromatic fractions and the isolated three-ring 
fractions were analyzed by GC on a 50 m CP-Sil-5-CB column 
with FID-detection. 
registered in a VG Multichrom laboratory data system. The 
identification of specific components were based on retention 
times and comparisons with standards, and confirmed by GC-MS. 
As concentration measures, both peak heights and areas from 
the automatic integration were used together with manually 
measured peak heights. The methylphenanthrene parameters F, 
and F, ( 4 )  were calculated from the phenanthrene isomer ratios 
and used as maturity parameters. 
range of components were selected for multivariate analysis. 

Multivariate analysis to establish pat- 
terns Of chemical change calibrated to maturity measurements 
were performed by PLS (Projection to Latent Structures) using 
the Sirius program for chemometric multivariate analysis (5). 
Target rotated components were used to visualise the sum of 
maturity dependent changes in the spectra or chromatograms. 

~vdrous~ Samples from four immature source 

The generated bitumen was Soxhlet extracted from the 

The maturity 

Natural samDles: A set of 56 coal samples from different 

Analv tical Dr ocedures. arornat ics: Aromatic fractions 
Both 

The resulting chromatogram was directly 

30 peaks over the whole 

Data analvsis: 
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Results 

to some degree shows the expected maturity trends in all 
sample sets, with increase in C-H and C=C aromatic stretching 
and decrease in C=O stretch, but the trends are difficult to 
quantify directly. However, the maturity components of the 
spectra extracted with multivariate analysis by PLS describe 
more than 90 % of the variation in all sample sets, and give 
well-fitted models. Fig.1 gives an overview of the results 
for source rock 111, a Brent coal, with representative spectra 
after variable reduction, the target projected maturity 
component and the fit of the calibration model to the data 
points. Fig.2 gives an equivalent presentation of the natu- 
rally matured samples. Table 2 gives a qualitative summary of 
the maturity dependent changes for all the data sets. Clear 
similarities in the maturity dependent trends are observed. 
Series I shows most deviation. This can be caused by the 
initially ynr;y immature state of the brown coal sample, which 
gives a different range of maturation than the other series. 

However, quantitative comparisons of the different series 
of hydrous pyrolysis samples and the naturally matured samples 
is not successful. The multivariate calibration models cannot 
be used to predict pyrolysis temperatures or maturity 
parameters for samples from other sets. The model based on 
the spectra of the naturally matured samples does not cor- 
rectly predict maturity from the spectra of the artificially 
matured samples. The similarities in the asphaltene IR 
spectra thus reflect similar chemical trends with maturity, 
but the correspondence is not sufficient to be a basis for 
quantitative measurements or an universal calibration model. 

linearity with measured vitrinite reflectance for the 
naturally natured coals, as shown in Fig.3a. For the hydrous 
pyrolysis samples no trend was observed for either of the data 
sets analyzed. Series I is shown for comparison in Fig 3b. 
The multivariate analysis for maturity dependent trends is 
shown in Fig. 3c and d, where the naturally matured samples 
give inverse isomer loadings, i.e. negative correlations 
between the amounts of a and 0 isomers. The hydrous 
pyrolysis samples only give a negative correlation of the more 
volatile components with the less volatile components, and no 
isomer separation in either of the hydrous pyrolysis series. 

conclusion 

for simulating the chemical processes of organic matter 
maturation can reproduce overall chemical changes in a 
qualitative manner, as observed in IR-spectra of asphaltenes. 
The detailed isomer distributions between single components in 
the aromatic fraction is not reproduced. This indicates that 
hydrous pyrolysis should be used with caution as a method for 
simulating natural processes on a molecular level. 

of aSDhalteneS; Visual inspection of the IR-spectra 

The indices gave a reasonably good 

The standard hydrous pyrolysis procedure which is used 
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TABLES : 

Table 1: Source rocks for hydrous pyrolysis. 

Source rock Initial TOC S, Hax.fina1 No. of 
maturity % mg/g maturity exp. 

I: Brown coal 0.25 %Re 53.3 58.1 1.53 %Re 10 
11: Kinmeridge 0.29 %R, 51.3 333 Tmax 513 11 
111: Brent T-., 428 39.6 32.8 T,,, 525 8 
IV: Heather T,, 424 5.03 22.1 T,, 536 7 

Table 2: Haturity trends in IR-spectra of asphalt fractions. 

Sample 0-H c-n c-n c=o c=c C=O c-n -0- C-H 
aro. ali. acid ali. eth. aro 

ca cm-' 
3700- 3100- 3000- 1765- 1630 1575 1450 1400- 880 
3100 3000 2850 1690 1520 1380 1050 -700 ---_--_-________________________________---------------------- 

I 
I1 + + - - + + 
I11 + - + + 
IV + + - + 

- + + - + - + - 

V1 + - - + + + .............................................................. 
1: Naturally matured samples 
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INTRODUCTION 

Confined system pyrolysis using gold tubes in cold-sealed pressurized 
autoclaves has proven his efficiency for simulating the main transformations 
of organic matter during thermal maturation (11, (2). However, these 
pressurized experimental systems are still poorly adapted to the quantitative 
analysis of effluents generated during pyrolysis. Indeed, until now, the 
acquisition of mass balances required fractionations of effluents into several 
classes and frequently induced the evaporation losses of volatile components. 

In order to overcome such analytical problems, two new techniques have 
been designed and developped. The off-line analysis is a thermodesorption- 
multidimensional gas chromatograph which allows quantitative evaluation, in 
a single injection, of the amounts of C02, CO, N2, H2S, H20, C1-C30 
hydrocarbons after gold-tube piercing. The on-line technique couples confined 
pyrolysis and analytical devices by means of a dual-oven allowing effluents 
pressure recording and continuous analysis of effluents by GC or GC-IR-MS 
during thermal maturation. 

Description and applications of these two techniques are presented in this 
paper. 

THERMODESORI'TION-MULTIDIMENSIONAL GAS CHROMATOGRAPHY 

This analytical system is constituted by a thermodesorption oven 
connected to a multidimensional gas chromatograph (Figure 1). The 
thermodesorption system is composed of a specially designed piercing device 
connected to a high temperature Valco C6UWT gas sampling valve via a series 
of valves which allow the sampling system to be evacuated and calibration 
gases or calibration liquid hydrocarbons mixtures to be injected. This sampling 
part is placed into a thermostated oven providing a homogeneous temperature 
of 250OC. A pressure transducer connected to a - 1 / O  bar vacuummeter measures 
the vacuum level in the sampling zone before piercing. A high temperature 
pressure transducer connected to a 0/16 bar manometer measures the effluent 
pressure in the sampling zone after piercing and before injection. The 0.5 ml 
injection loop of the Valco valve is connected to the chromatograph by a 
capillary fused silica transfer line heated at 280OC (carrier gas: H2). 
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The two ovens of the Siemens Sichromat 2-8 multidimensional GC have 
their own temperature control and program which facilitate the installation of 
two capillary columns (oven 1: OW, 50 m 092 mm; oven 2: paraplot Q, 23 m * 
0,32 mm) connected together by a pneumatic live switching system. A selected 
portion of the column 1 effluent containing partially resolved components (Ar, 
CO2, CO, HzS, H20, N2, Cl-Cg) is transferred to column 2 for a complete 
separation and detection by a TCD. Other components (C7-Cd are separated by 
column 1 and directly transferred to a FID. Chromatographic data are recorded 
and processed by a ChemStati0.n HP3365 software running on a HP Vectra 
computer. 

The 5 cm long gold tube in which the kerogen has been pyrolysed is 
introduced in the piercing device. The sampling system is closed, evacuated and 
heated to 250°C before the gold tube is pierced. The thermovaporizable content 
of the tube expands into the evacuated sampling system and fills the sample 
loop. After an equilibration time of 30 min, the pressure is recorded by the 
manometer and the sample is injected into the chromatograph system. After 
each run, the gold tube is collected and weighed in order to determine the total 
weight loss. Calibration of H20 and C7-c30 hydrocarbons is performed by 
injection of calibrated mixtures with a syringe. Gases are calibrated by direct 
injection of a calibration mixture into the sampling system. 

Series of artificially matured kerogens from the Paris basin, the Mahakam 
Delta and the Woodford Shale have been obtained by confined pyrolysis at 250, 
300, 350, 375, 4OODC, IOOM Pa in experiments lasting 24 and 72 hours. The 
pyrolyzates have been analyzed by TD-MDGC and subsequently CHCl3 extracted. 

On Figures 2a and 2b are represented the TD-MDGC FID and TCD traces of 
the 350'C pyrolyzate of an immature kerogen from Toarcian of the Paris Basin. 
The use of the selective transfer technique with columns of different polarity 
allows a good separation of the gases (TCD, b) and of the higher molecular 
weight hydrocarbons (FID, a). 

Several results from TD-MDGC have been compared with data obtained by 
LC-GC of the high molecular weight components. Chromatographic 
distribution of n-alkanes as well as pristane/nC17 ratios are similar. However, 
more accurate quantitative information is obtained on the C7-C12 and c]-c6 
fractions. A complete mass balance for a series of artificially matured kerogens 
from the Toarcian of the Paris Basin is presented on Figure 3. The quantitative 
evolution of the different classes contribution relative to the initial organic 
matter weight clearly evidences the different phases of thermal maturation. 

Comparison of TD-MDGC analysis of type I1 and type 111 series of 
maturation demonstrates their different behaviour especially when considering 
the amounts of C02, H20 and gasolines generated during maturation. For 
example, late generation of CO2 has been evidenced during the catagenetic 
phase of a type I1 kerogen. 

Source-rocks pyrolyzates can also be directly analyzed by this technique. 
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PRESSURE RECORDING AND EFFLUENT SAMPLING DURING ARTIFICIAL 
MATURATION 

Until now, the only pressure variations in the gold tube could be indirectly 
but continuously recorded. Preliminary results indicate a close correlation 
between effluents generation (gas + oil) and pressure variations. Furthermore, 
it is still impossible to differenciate the effects of secondary cracking from those 
of primary cracking. 

So, a new pyrolysis system has been designed, allowing pressure recording 
and effluent sampling while preserving the characteristics of confined systems. 

This device includes two separate ovens (Figure 4). The first one contains a 
50 cc autoclave and a high temperature pressure transducer connected to a 
pressure recorder. The gold bag containing kerogen or source-rock (up to 10 g) is 
placed in the autoclave. An external pressure ranging between 0 to 100 MPa is 
applied on the bag through an argon pressurized line connected to an air- 
driven pump. A perfect gas-tight is assumed between the autoclave cell and the 
inside of the bag. This allows an absolute pressure record of the effluents 
released during pyrolysis. A micro-metering valve in the oven 1 and a pressure 
regulation valve in the oven 2 allows the transfer of an effluent aliquot toward 
the oven 2. In this second oven, a high temperature pressure transducer 
connected to a pressure recorder measures the effluent pressure in the 5 cc steel 
cell where the effluent are collected or in the sampling loop of the Valco 
CGUWT valve if the system is connected to a GC or a GC-IR-MS by a capillary 
fused silica transfer line heated at 36OOC. In each oven, a blow-pipe valve 
connected to a vacuum pump allows the venting of the effluents at the 
beginning of the experiments and after each effluent sampling. The 
temperature is controled by four K-thermocouples located in each oven, in the 
autoclave and in the furnace. The temperatures in the two thermostated ovens 
and in the furnace are regulated independently with a preasion off l0C by an 
electronic system. The temperature is assumed to be homogeneous in the 
whole system. The effluent pressure variations are plotted against time by a 
graphic recorder. 

The kerogen or the source-rock is placed in the gold bag and compacted. 
The bag is fixed to the autoclave and the external argon pressure is applied (0- 
100 MPa). The heating rate up to the isotherm temperature depends on the final 
temperature and range between 5 and 10 T / m n .  The generated effluents are 
released in the pipe of the oven 1 and the pressure evolution is recorded. 
Aliquots are sampled at different time intervals: each 2 hours during the first 
day of pyrolysis and then at longer time intervals. For each sampling, the 
aliquots are evacuated toward the oven 2 whose temperature is the same as 
oven 1 in order to avoid any condensation. A constant volume of effluents is 
injected toward a GC by the Valco valve after measuring the pressure. The 
chromatograph analyses H20, CO, C02, H2S, N2 and c1-c40 hydrocarbons in one 
single injection. The connection with an IR-MS will allow the precise typing of 
oxygenated functions, cyclic and aromatic compounds. After each sampling, the 
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residual effluents of the oven 2 are vented by opening the blow-pipe valve 
connected to the vacuum pump. 

This new technique makes possible new experiments in confined 

- the large volume of the gold bag (0 = 1,s cm, L = 5 an) facilitates 
source-rock pyrolysis and studies of organic/mineral interactions 
- the sampling and venting facilities allow the studies of the expelled 
fraction in source-rock pyrolysis 
- the differentiation between primary and secondary reactions can be 
done by venting the oven 1 after each sampling. So, the only effluents 
generated between two samplings are analysed and only primary 
cracking is considered. The secondary cracking can be studied by 
thermal maturation of the aliquot in the oven 2 (independant 
regulation) after each sampling. 
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Fig. 2. TD-MDGC FID (a) and TCD (b) traces of the 
35OOC pyrolyzate of a Paris Basin kerogen. 
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ABSTRACT 
Experiments designed to determine the possible role of pressure 

in governing the kinetics of n-hexadecane (n-C16) cracking reactions 
were conducted in Dickson-type autoclaves at temperatures from 
300 to 370 OC and pressures from 150 to 600 bars. Good agreement 
with published reaction kinetics was obtained at temperatures 2350  
OC. Values determined at lower temperatures indicate slower rates 
than predicted from earlier experiments and show a distinct 
induction period at 300 OC. The activation energy determined for this 
reaction is about 60 kcal/mole at T > 330 OC, but it may exceed 70 
kcal/mole at lower temperatures. Product hydrocarbon compounds 
lighter than n-C16 seem to follow the single, first order reaction 
kinetics shown by the disappearance of n-C16. Hydrocarbons larger 
than n-C16, however, seem to follow a serial reaction of generation 
and subsequent destruction (including conversion to solid products) 
at high percentage conversion. Limited data suggest that the cracking 
rate of n-C16 may have a small dependence on pressure. 

EXPERIMENTAL PROCEDURES 

Dickson-type, gold bag autoclaves (Seyfried et al., 1987). In this 
apparatus, the reaction vessel comprises an approximately 250 ml 
capacity gold bag which is capped with a commercially pure titanium 
head. The Ti head is fitted with a Ti or Au capillary-lined stainless 
steel sampling tube that allows the experiment to be sampled 
periodically during the course of a run at in situ conditions. During 
the runs, the samples contact only Au and carefully passivated Ti. 
The Au bag assembly is inserted into a stainless steel pressure cell 
filled with de-ionized water that serves as the pressure medium. In 

The high temperature/pressure cracking experiments were run in 
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turn, this assembly is fitted into a furnace assembly, as described by 
Seyfried et al. (1987). 

Starting materials for all runs were 98.75 wt % n-C16 spiked with 
small amounts of naphthalene and phenanthrene (approximately 1.0 
and 0.25 wt. %, respectively), which served as internal standards. 
Before the samples were loaded into the Au bags, high purity NZ gas 
was bubbled through them for at least 30 minutes to remove any 
reactive gases (e.g., 0 2 )  that might be dissolved in the starting 
materials. The Au bag was partially filled with about 70 g of the 
hexadecane solution. The remaining space was filled with N2 gas 
after emplacing the Ti head assembly. After the vessel was loaded, 
pressure was gradually increased. This collapsed the Au bag and 
expelled the N2 gas in the head space; leaving only the hexadecane 
solution in the reaction vessel. 

SAMPLING PROCEDURES 
During the course of the run, the solution was periodically 

sampled by bleeding off a small amount (usually 1-2 g) of the 
experimental charge into gas-tight glass syringes. The initial samples 
were a single liquid phase, but later samples yielded two phases 
because a gas phase separated from the liquid as the sample cooled. 
The gas was stripped from the liquid phase using a He gas extraction 
method, and the two fractions were analyzed separately. Liquid 
samples were diluted in CS2 and analyzed by gas chromatography. 
Fig. 1 shows a sample analysis of the reaction products obtained from 
Run 1 at 353 OC and 300 bars after 169.3 hours of reaction. Gas 
samples were injected directly into a gas chromatograph, and 
checked for air contamination using mass spectrographic analyses. 

RESULTS 

shown in Table 1. Temperatures ranged from 300 to 370 OC and 
pressures ranged from 150 bars to 600 bars. Within this range of 
physical conditions, the disappearance of n-Ci6 was measured as a 
function of time (e.g., Fig. 2a). Exponential rates of disappearance of 
n-C16 are consistent with a single first order reaction and yield rate 
parameters consistent with published values (see below). An 
exception to this is the significant induction period exhibited by the 
300 OC experiment (Fig. 2b). In addition to the disappearance of n- 
C16, the rate of production of various classes of product phases was 
determined. For convenience in interpreting the data, the product 

The matrix of experimental conditions investigated in this work is 

1615 



phases were separated into methane and four additional groups 
determined by their carbon numbers. These groups are arbitrarily 
def ied  as: C2-C4, C5-C9 C10-C15, and everything larger than C16. 
Fig. 3 shows that the rate of appearance of these products, when 
plotted as a function of the percent of hexadecane remaining in the 
solution, is essentially identical for all seven runs. 

Rate constants for the reaction of hexadecane shown in Fig. 4 and 
5 were determined using the KINETICS code of Braun and Burnham 
(1990). Based on results from these experiments, the cracking rate of 
n-C16 may have a small dependence on pressure (Fig. 5). It is not 
possible to quantitatively assess the size of this effect based on 
results from these experiments, because there are only a limited 
number of runs at a single temperature and different pressures. The 
activation energy for this reaction is 60 kcalhole at T> 330 OC, but it 
appears to be increasing at lower T. However, this proposed decrease 
in activation energy is based on a single experiment at 300 O C  in 
which there is some evidence of a distinct induction period, as shown 
in Fig. 2b. The significant induction period may influence 
interpretation of previous kinetic studies based on low-temperature, 
low-conversion data (e.g., Domine, 1991). 

groups of product compounds seem to follow the same single, first 
order reaction kinetics exhibited by the disappearance of the 
hexadecane. However, the > C16 products follow a serial reaction of 
generation and subsequent destruction at high percent conversion. 
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ABSTRACT 

We used hydrous pyrolysis to determine the production kinetics of carboxylic 
acids and light hydrocarbons over the temperature interval 200" to 330% at 300 
and 600 bar pressure. We used Dickson-type, gold-bag autoclaves (1) allowing us 
to acquire multiple fluid and gas samples under in situ conditions throughout the 
runs, each lasting from 60 to 120 days, depending on temperature. During the runs 
and while sampling, fluids were exposed to only non-reactive materials (gold, pas- 
sivated titanium and glass gas-tight syringes). Gases were extracted into He and 
analyzed using GC and MS. The aqueous samples were analyzed for carboxylic 
acids using IC, for inorganic cations using ICP-ES and for inorganic anions using 
IC. Carbon disulfide extractions were made on some aqueous fluids allowing GC 
analyses for heavier hydrocarbons. 

The kerogen pyrolysis produced significant amounts of the monocarboxylic 
acids (acetic > propionic > butyric). Formic acid was present only briefly at the 
start of runs and little, if any, of the dicarboxylic acids were produced. The gases 
were dominated by COz and methane, in that order, and progressively smaller 
amounts of the alkanes (ethane > propane > butane > pentane). Preliminary kinetic 
analyses of production rates suggest activation energies (E) ranging from 50 to 60 
kcalhol for both the light hydrocarbons and acids. Pressure had little effect on 
measured rates for the New Albany Shale. 

INTRODUCTION 

rosity and controlling aqueous fluid chemistry (2) has resulted in considerable inter- 
est in knowing their rate of production and thermal stability (3). although not without 
some controversy (4). The recognition of the reactivity of organic compounds in 
aqueous solutions at high temperature (5) has argued for the use of hydrous 
pyrolysis as a particularly appropriate method of investigation (6). Unfortunately. ex- 
perimental artifacts. like catalysis by the reaction vessel (6). and inappropriate ki- 
netic analyses (7) have sometimes conspired to complicate progress in understand- 
ing the processes and rates. 

We are studying the pyrolysis of oil shales and the generation of carboxylic 
acids and light hydrocarbons using chemically inert (Au and Ti) hydrothermal reac- 
tion vessels specifically designed to allow sampling of fluids under in situ condi- 

The potential importance of the carboxylic acids in generating reservoir po- 
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tions. In this way we hope to avoid many of the complications noted by others. In 
addition, we are using a variety of approaches to kinetic analyses in determining 
kinetic parameters. 

EXPERIMENTAL AND ANALYTICAL TECHNIQUES 

The term hydrous pyrolysis has been used by some workers (E) to mean a 
relatively specific, restrictive experimental approach. Although useful for comparison 
between samples of the "potential for generating oil-like pyrolysate", this approach 
may not be ideally suited to studies aimed at mechanisms and kinetics of pro- 
cesses. We use the term more loosely to imply simply the pyrolysis (cracking) of 
kerogen in the presence of liquid water. Our lowest pressure (300 bar) was suffi- 
ciently high to keep the aqueous system single phase throughout each run. The 
use of a flexible gold bag allows us to control pressure (e.g.. isobaric) through sig- 
nificant degrees of maturation. This approach has been used to advantage by oth- 
ers (9). Our apparatus differs from that of these earlier workers, however, in that 
we may withdraw multiple samples from each run while maturation continues unin- 
terrupted. Concentration vs. time data are adjusted to compensate for the change 
in aredmass ratio caused by sampling. 

ic. All runs used 30 g of shale and an appropriate volume of de-oxygenated 
(purged using N2 gas) distilled water to just fill the gold bag at run conditions. The 
headspace was further swept with N2 gas prior to collapsing the gold bag before 
heating and pressurizing the vessel. Each run lasted from 2 to 4 months, depending 
on temperature. At the highest temperature, this allowed us to follow both the pro- 
duction and subsequent destruction (through decarboxylation) of the organic acids. 
A total of five runs were made with the New Albany Shale: 200", 270" and 330% 
at 300 bars pressure, 270" at 500 bars pressure, and 330°C at 600 bars pressure. 
Two runs are still in progress with the Phosphoria Shale at 330% at 300 and 600 
bars pressure. The Phosphoria Shale runs will not be dealt with here. 

The shale samples were coarsely crushed (2 to 4 mm) and then washed 
ultrasonically in distilled water to remove adhering fine particles. We were faced 
with the usual conundrum of deciding whether or not to pre-extract the samples 
prior to hydrous pyrolysis. If we pre-extracted. we ran the risk of performing the 
hydrous pyrolysis on material unrepresentative of natural kerogen. If we didn't pre- 
extract, we would need to account for any light hydrocarbons or carboxylic acids 
released immediately upon heating that were the product of natural maturation and 
not the artificial maturation taking place as a result of the hydrous pyrolysis. We 
elected not to pre-extract. because we felt that the water washing would remove 
some of the acids already present. and because we could correct for the initial 
acid input. since we would take closely spaced samples early in each run. 

During the runs and while sampling, fluids were exposed to only non-reactive 
materials (gold. passivated titanium and glass gas-tight syringes). Gases were ex- 
tracted into He and analyzed using GC and MS. The aqueous samples were ana- 
lyzed for carboxylic acids using IC. for inorganic cations using ICP-ES and for inor- 
ganic anions using IC. Carbon disulfide extractions were made on some aqueous 
fluids allowing GC analyses for heavier hydrocarbons. At the conclusion of each run 
the vessels were quenched to room temperature and pressure and the solids and 
remaining liquids recovered and sampled. Although the gas and liquid analyses are 
essentially complete for the five runs. the solid phase analyses continue. These will 
include XRD. SEM/electron microprobe, and pyrolysis-MS analyses. 

Runs were isothermal (after a heating period lasting a few hours) and isobar- 

1622 



Initial TOC analyses made post-run suggest that significant degrees of artifi- 
cial maturation were achieved. For example, the 270°C and 300 bar run achieved 
30% conversion (based on kerogen loss) during the hvo months of artificial matura- 
tion. 

RESULTS 

The kerogen pyrolysis produced significant amounts of the monocarboxylic 
acids (acetic > propionic > butyric). Formic acid was present only briefly at the 
start of runs. No dicarboxylic acid anions were unequivocally identified in any sam- 
ples, suggesting that if they are produced at all under any of the conditions that we 
investigated. their production rate is very small. Figure 1 illustrates typical results for 
the carboxylic acids produced at 270%. Note that at all temperatures there was an 
initial rapid release of carboxylic acid anions to the aqueous phase upon heating. In 
the subsequent kinetic analyses we have corrected the results for this initial pulse 
of released carboxylic acid. At 270°C. following the initial pulse, carboxylic acid 
concentrations continue to increase throughout the runs. 

Figure 2 illustrates typical results for the carboxylic acids produced at 
330°C. At this temperature the production rate of the carboxylic acids is much 
higher than at 270%. however, within a few days the rates of production and de- 
struction via decarboxylation are about equal. Within two weeks the rate of decar- 
boxylation exceeds the rate of production and there is a continuous decrease in 
carboxylic acid concentration throughout the remainder of the runs. It is very likely 
that both the processes of production and decarboxylation are catalyzed by the 
mineral phases in the shale and. although our experimental apparatus is unlikely to 
have catalyzed processes, any rates that we measure are specific to these shales. 

Liaht hvdrocarbons 
Unlike the carboxylic acids. the light hydrocarbons ( 4 7 )  and COz were not 

rapidly released upon initial heating in water. implying that such compounds pro- 
duced as a result of natural maturation are rapidly lost from the kerogen. The 
gases were dominated by C02 and methane, in that order, and progressively small- 
er amounts of the alkanes (ethane > propane > butane > pentane). Figure 3 illus- 
trates typical results for these compounds at 270°C. Gas concentration continues 
to increase throughout the runs. 

Effect of ore- 
Pressure (300 vs. 600 bars) had little effect on the production of either the 

carboxylic acids or the light hydrocarbons produced from the pyrolysis of kerogen 
contained in the New Albany Shale. As an illustration. Figure 4 compares the 
330°C carboxylic acid results obtained at the two pressures. 

KINETIC ANALYSES 

The concentration data were used to calculate fraction reacted on an abso- 
lute scale. based on the maximum concentration measured for each compound 
during the period of production. We then used the KINETICS code (10) to analyze 
the data acquired from the hydrous pyrolysis experiments. Table 1 summarizes the 
kinetic analyses. 

For the gases. the data acquired at all three temperatures were used in the 
kinetic analyses. At 200'C over a 4 month period. little if any carboxylic acid was 
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produced by the artificial maturation. All of the carboxylic acid present at this tem- 
perature was that produced naturally and rapidly released to the aqueous phase 
upon heating. For this reason, the kinetic analyses of the carboxylic acid data are 
based only on the results from the 270' and 330% runs. 

In order to test our assumption that the reactions producing the carboxylic 
acids and light hydrocarbons were first order, we first made a kinetic analysis 
based on a Gaussian distribution of activation energies with idl terms (the pre-expo- 
nential (A), activation energy (E), Gaussian distribution parameter (S), and reaction 
order (N)) calculated by fit, rather than being fixed. The mean calculated N for the 
gases was 0.98 i 0.12 and for the carboxylic acids was 0.87 i 0.10. The results 
suggested that for all compounds the production reaction may be assumed to be 
approximately first order, although a spread in calculated activation energies re- 
sulted from the sparseness of the data. Pyrolysis kinetics determined using a Pyro- 
mat II instrument suggested that an appropriate pre-exponential factor, A, for the 
production of volatile hydrocarbons from the New Albany Shale was 2x10" (11). 
The kinetics analyses summarized in Table 1 used this value. 

The kinetic analyses suggest that the activation energies for the production 
of both the light hydrocarbons and the carboxylic acids from the hydrous pyrolysis 
of kerogen contained in the New Albany Shale are within the range of 50 to 60 
kcal/mole. 

CONCLUSION 

We have demonstrated the use of a new type of hydrothermal apparatus in 
determining the production kinetics of light hydrocarbons and carboxylic acids from 
kerogen pyrolysis. It is ideally suited to determine the effects of temperature and 
Pressure on production kinetics. free of the experimental artifacts frequently encoun- 
tered using other types of apparatus. 

In this paper we have only presented preliminary results from the organic 
analyses of fluids and gases. We are continuing to analyze the data from solid 
phase analyses and from the inorganic fluid chemistry analyses. We intend to try to 
understand the interaction between the inorganic and organic chemical systems. 
We are especially interested in the effectiveness of carboxylic acids in complexing 
the cations released as a result of mineral dissolution, Le.. the increase in "solubili- 
ty", and the impact of the carboxylic acids on the solution pH. We are utilizing the 
geochemical modeling code EQ3/6 (12) in this effort. 
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ComDound 

methane 

ethane 

propane 

butane 

acetate 

propionate 

butyrate 

TABLE 1 

KINETIC ANALYSES OF PRODUCTION RATE DATA 

Pressure 

300 
600 
300 
600 
300 
600 
300 
600 

300 
600 
300 
600 
300 

E f k c a l / m  

55.3 2e14 
55.2 
55.1 
54.9 
55.6 
54.9 
55.5 
55.7 

u.z2a 
3.46 
3.06 
3.73 
1.71 
4.16 
0.57 
4.25 
1.49 

0.77 
0.84 
1.44 
2.49 
0.09 

52.6 
52.6 
52.5 
51.6 
52.9 

N 
1 
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Introduction 
The determination of the kinetics of oil generation is usually done in the 

laboratory using shales of interest and subjecting the material to high temperatures 
to accelerate the conversion. Kinetics are determined at these high temperatures, 
low pressures and extrapolated back to the geological conditions believed to exist at 
the time of generation. The validity of the extrapolation of these rate constants over 
a wide range of temperatures1.2 and pressures2 has recently been studied. 

Teichmuller3 have suggested that high pressure retards the coalification process 
based on field measurements of vitrinite reflectance. Also using vitrinite reflectance 
measurements from the offshore of northwestern Europe, McTavish developed a 
correlation quantitatively relating pressure to vitrinite refle~tance.~ More recently, 
Sajgo et a1 5 compressed alginite and lignite into disks and determined the effect of 
pressure on their thermal alteration. They observed significant retardation at 1 kbar 
equivalent to about 50°C (i.e., the high pressure case had to be raised 50' to obtain 
the same extent of conversion). Price and Wenger have performed aqueous 
pyrolysis experiments on Phosphoria shale and report a similar retardation? 

The role of pressure in the generation of hydrocarbons has also been addressed 
theoretically by Perlovsky and Vinkovetsky7 who presented a treatment involving 
an activated volume to suggest that increased pressure will retard the hydrocarbon 
generation reactions. In another theoretical paper, NetoS hypothesized that 
reactions only occur when reactants are within a critical distance between each 
other. He predicted a pressure dependence on the kinetics but did not quantify it. 

Monthoux et a19 studied the effect of reactor configuration, water, and pressure 
in the artificial maturation of coal. He found the effect of pressure (as well as water) 
to be minimal if the experiments were done in a confined system, with the pressure 
provided externally. 

In an effort to elucidate the role of pressure in oil generation, we have done 
experiments to quantify the effect of pressure on the kinetics of maturation. Our 
approach was to quantify the pressure effect by determining an activated volume. 
We examined two shales: Bakken, a type II marine shale and Monterey, a type IIS 

Other authors have addressed the issue of pressure. Teichmuller and 
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marine shale. 

ExperimentaI/Analytical 

4mm 
shale 

The samples to be heated were prepared in small gold tubes (-25mm long x 
O.D.) welded at one end before adding sample. Typically, 200 mg of ground 
were loaded into the tubes along with 25 mg sea water. The tubes were then 

welded shut under an argon atmosphere. The tubes were inserted into a pressure 
vessel and placed in a furnace. A thermocouple inserted in the end of the pressure 
vessel measured the temperature of the sample. It had been previously calibrated 
against a thermocouple inserted down the inside of the vessel. The vessel was then 
pressurized with argon causing the gold tube to collapse tightly around its contents. 
Experiments for a given shale were done varying the time, temperature, and 
pressure to which the sample was subjected. After heating, the samples were 
removed and the gold tubes punctured. The shale was removed and typically 
allowed to air dry, removing water and light hydrocarbons. The shale was then 
extracted using dichloromethane until the extract was visually colorless. 

Conversion was defined based on Rock-Eva1 S2 data: 

Conversion = 1 - (S2 (sample) / S2(raw)) 

The Rock-Eva1 parameters for the raw (initial, unheated) sample were also done on 
rock extracted by the above procedure. 

Results 
Bakken data 

shown in Figure 1, plotting S, and conversion versus pressure. The line is a 
quadratic best fit to the data. 

consistent kinetic basis. We chose to use a distributed, Gaussian activation energy 
functional form to fit the data. Data at 4000 psi were input to the Lawrence 
Livermore KINETICS'O program. Figure 2 shows the fit obtained at 4000 psi 
allowing the program to optimize A, E, and s. Because we wanted to compare 
parameters as a function of pressure, the input values for the A factor and the 
breadth (standard deviation) of the distribution, s, were then fixed and not allowed 
to vary during subsequent optimizations at different pressures. Hence, we obtained 
as a function of pressure different activation energies. Figure 3 is a plot at high 
pressure showing an example of the fit obtained. Also included in Figure 3 is the 
sensitivity to a change in activation energy of 200 cal/mole. A total of more than 60 
runs were made with the Bakken shale. 

To quantify the effect of pressure for a reaction with rate constant k, one 
typically plots In k versus PV,/RT, where P is the system pressure, R the universal 

The results of a series of runs with the gold tubes at different pressures are 

In order to quantify the effect of pressure, we needed to put the data on a 
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gas constant and T is the absolute temperature." The parameter V, is the activated 
volume. It is the pressure analog to the Arrhenius activation energy and for simple 
or elementary reactions, represents the change in volume of the activated complex 
relative to the reactants. In more complex systems, as we have, the methodology is 
still valid but the activated volume is best thought of as a parameter which 
quantifies the pressure sensitivity of the system. 

As we mentioned, we have reduced our kinetic data in the form of a 
distributed Gaussian activation energy. As the pressure is varied, we expect this 
distribution to shift, i.e., the center of the activation energy distribution, E, will vary 
with pressure. Because this activation energy tends to track In k, we can relate E to 
the activated volume, V,: 

E = P V,+ E, 

where E is the center of the activation energy distribution determined from the 
kinetics program at a given pressure and E, is the center of the distribution at very 
low pressures. Hence, we plot in Figure 4 the determined activation energy as a 
function of pressure. The solid line is a least squares fit through the Bakken 
data-the slope yields a value of 32.8 cc/mole for the activated volume of the 
Bakken. 

What is conver 
Conversion in these experiments is based on the S2 peak in a Rock-Eva1 

analysis after extraction. Hence, material which is very heavy yet soluble in 
methylene chloride is considered product and removed. This material would tend 
to increase S2 if it weren't extracted. We did a series of experiments in which no 
extraction was done on the samples after reaction. In these experiments, we still 
define conversion as before, based on q, but now the reacted material contains those 
molecules (or pieces of kerogen) which have been released from the starting 
material but are very large, soluble molecules (as well as smaller product molecules 
which show up as SI). During Rock-Eval, this material will decompose leading to a 
higher S2 and hence lower calculated conversion. We constrain the data to have the 
same activation energy as the extracted case and determine a new A factor. The A 
factor for the unextracted runs at low pressure is 7.2 x IO15 sec-I compared to the 
extracted case of 9.5 x 1016 sec-1. 

pressure (P = 25000 psi). Using the aforementioned methodology, we obtained an 
activated volume of 12.8 cc/mole. 

The effect of pressure for the unextracted case was examined at one high - 
To examine the dependence on kerogen type, we measured the pressure 

dependence of a high sulfur type IIS kerogen, a Monterey formation shale. The 
experiments were run as described earlier although only 14 runs were done and two 
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pressures were used. The KINETICS program determined the following parameters: 

P= 2000 psi 

A =7.5 x 1015 sec-1 
E = 54376 cal/mole 

P = 15000 psi 

E = 54866 cal/mole 

s = 3.46 % 

This led to an activated volume of 22.9 cc/mole as indicated in Figure 4. 

Discussion 

The activated volumes obtained in this work range from 13-33 cc/mole. 
Activated volumes are known for simple elementary free radical reactions, e.g., V, 
for H-atom abstraction reactions range 10-20 cc/mole. 
kerogen, the authors are unaware of any measurements of activated volume for 
decomposition. Typical values for the activation volume in polymerization 
reactions are in the range - (15-25) cc/mole.ll Because bonds are forming, the 
activation volumes are negative meaning the rates accelerate with increasing 
pressure. The polymerization reactions, however, are similar mechanistically in 
that they are free radical reactions involving initiation, propagation, and 
termination. It is reasonable to expect that the pyrolysis of kerogen (essentially a 
de-polymerization reaction) would have a similar, albeit positive, activation 
volume because of the similar kinds of reactions occurring. The activated volume 
we measured for the Bakken was 32.8 cc/mole and 22.8 cc/mole for the Monterey. 

From Figure 4 for the Bakken, one can see that a pressure of 20000 psi would 
cause an activation energy increase of about 1 kcal/mole. If we assume that 
temperature would not effect the measured activated volume (determined around 
300 "C) then it is valid to consider the effect of this on the maturation of kerogen at 
much lower temperatures. Figure 5 shows the effect a 1 kcal/mole difference 
between two kerogens would have under maturation conditions. We have taken 
the heating rate to be lo/million years and have used the parameters obtained for 
the Bakken. At 50% conversion there is an offset of 7' between the two generation 
curves. This temperature offset is about the same as the extrapolation uncertainty 
from the determination of the high temperature rate constants. Hence the role of 
pressure is small. Note that Figure 1 indicates a significant change in S2 as the 
pressure increases from 2000 to 3OOOOpsi. Although S2, the amount of pyrolyzed 
volatiles expelled in Rock-Eval, increases over a factor of 2, the conversion only 
drops from around 80% to 58%. It is the conversion, not &, which is the important 
kinetic parameter. S, is a measure of what is still left behind unreacted and must be 
related to the initial or raw value to obtain the conversion. 

For material as complex as 

The results of Sajgo et a1 and Price and Wenger would suggest an offset in 
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temperature of more than 35 when applied to a similar maturation situation. The 
discrepancy between these results and ours is disconcerting. We see a relatively 
minor effect with pressure whereas they see differences amounting to an increase of 
more than 5000 cal/mole in the activation energy at 15000 psi compared to 2000 psi. 
Sajgo et a1 examined lignite, a type In kerogen material whereas we have 
investigated types II and 11s. Price and Wenger examined the Phosphoria, a type IIS 
shale. We do not believe kerogen type is the cause of the differences. The reactor 
configuration used by Sajgo was quite different than our experimental apparatus. 
However, one set of our experiments was quite similar in configuration to that of 
Price and Wenger. 

We have measured the activated volume for the pyrolysis of two shales We 
have done a large number of experiments in different configurations under a range 
of experimental conditions (in addition to those discussed here). Our results 
support our belief that pressures below 2 kbar (3OOOOpsi) play a minor role in 
kerogen pyrolysis. 
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Figure 2. Determination of kinetic parameters using the KINETICS program. 
Curves are best fit to the experimental points by varylng A, E, and s. 

1633 



P = 25000 psi 
A =9.5 E 16 sec-' (fixed) 
E = 60300caUmole (vary) 

o fi -1 ' E's601 QOcaVmole s = 3.73% (fixed) 

/ 
I I I I 

Time (hrs) 
0 40 80 120 160 2 IO 

Figure 3. High pressure example of the fit obtained from the KINETICS program. 
Curves are fit to data varying only the activation energy. A and s are determined 
from the 4000 psi run. To get an idea of sensitivity, we also show for the 324°C 
case, a curve having the center of its activation energy distribution decreased by 
200 cal/mole. 
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ABSTRACT 
The problems of formation of carbonaceous solids (''coke") during the processing of heavy 
pemleums and coal are clearly related to the formation of "excess" alkanes during hydrous or 
"confined" pyrolysis: in  both cases the hydrogen needed to keep the ratio of alkanes/olefins high 
in the converted (Le., volatile) aliphatic portions of the product streams must come primarily from 
the aromatic, or non-volatile, portions ofthe feed. In the first case, this transfer is undesirable 
because it forms coke; in the second case, it is (or "was") desirable because it increased the 
volatility and aliphatic nature of the peaoleurn pool during source rock maturation. In both cases, 
we have speculated that the formation of aryl-aryl coupling products is very likely a key step. In 
an effort to connect the dominant chemistry in these two contexts, we are performing experimental 
and mechanistic numerical model studies on selected structures as surrogates for the peaoleurn 
resid and kerogen components as well. One question of interest is how the presence of water in 
hydrous pyrolysis promotes the critical hydrogen transfer, particularly since the 11 8-kcaVmol0-H 
bond in water makes it very difficult for water to participate in any radical-chain hydrogen uansfer 
pathways. Initial results are in accord with this reservation in that the presence of supercritical 
water, up to a fluid density of 0.4 g/cc, did not enhance the redistribution of hydrogen to produce 
more volatile alkanes. 

INTRODUCTION 
Hydrogen redismibution among feedstock components or structural elements is key to both the 
conversion of vacuum resids to distillate materials, and also to the formation of volatile fractions 
during hydrous pyrolysis. In the case of resid hydroprocessing, there is a well-appreciated 
tendency for some of the hydrogen required for bond scission and radical-capping to come from 
coke intermediates, thus propelling the formation of coke. This tendency toward disproportion- 
ation is well understood in thermodynamic terms, being due to the respective stabilities of methane 
and graphite. However, it is poorly understood in terms of the kinetic factors conmlling its rate. 
The goal in catalytic hydroprocessing of resids is of course to ameliorate this tendency to the 
maximum extent practical through the use of catalysts and hydrogen pressure. 
Hydrous pyrolysis of oil shale and other types of kerogen is presumably driven by a similar 
tendency for the kerogen structure to disproportionate into a hydrogen-rich volatile portion and 
a hydrogen-poor less-volatile portion. The presence of liquid phase (or dense supercritical fluid 
phase) water during the hydrous- or confined- pyrolysis is known to markedly increase the 
alkane/alkene ratio in the volatile products.'-J Since the evidence appears to indicate that water 
does not serve as the principal source of additional hydrogen in the volatile products, the additional 
hydrogen must be coming, as in the resid hydroprocessing case, from the organic matrix itself. 
Our basic premise is that the hydrogen-transfer chemistry in these two cases is closely related. 
Accepting that premise as a working hypothesis, the pertinent question then becomes, "From what 
structures and by what chemical mechanisms does this hydrogen come, and how might water 
influence that transfer?' 
It is well known that peaoleurn residua consist basically of large polycyclic aromatic (PAH) 
clusters to which are attached a number of aliphatic chains. It is also generally appreciated that 
the problem of resid hydroprocessing is not primarily one of cracking off the alkyl chains, which 
occurs rather readily (even the absence of H2 and a catalyst)4-6. but one of doing so without having 
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the PAH form carbonaceous solids that foul the catalyst, coat reactor surfaces, and build 
aggregates that interfere with fluid bed operation. Nevertheless, prior to 1989, the open literature 
contained only one report7 of the behavior of long-chain alkylaromatics other than of alkyl 
benzenes8 or alkylpyridines.9 On the basis of pyrolysis at high temperatures (ca. 800°C). Billaud 
et al. concluded that the pyrolysis pathways were independent of the number of rings in the PAH.' 
However, in work first reported in 1988, Savage and coworkers10-12 showed that the conclusions 
of Billaud et al. definitely do nor apply to pyrolysis at lower temperatures. particularly to the 350- 
4M°C range relevant to resid hydroprocessing and hydrous- or confined- pyrolysis. Their 
experiments demonstrate very clearly that the ease of bond cleavage at the alkyl-aryl junction (Le., 
ipso displacement) depends very markedly on the number and arrangement of rings in the PAH, 
ranging from exuemely slow for alkylbenzenes to very fast for certain pyrenyl, anthryl, chrysyl, 
and perylenyl derivatives. For these PAH, the ispo displacement is so facile that it is often the 
dominant reaction in pyrolysis of the neat alkylaromatic (that is, even in the absence of a hydro- 
aromatic or other "intended" hydrogen-transfer agent). The relative ease of this ipso-displacement 
is also completely consistent with findings on the relative ease of hydrogen transfer to these same 
categories of structures under donor-solvent coal liquefaction conditions.l3-15 The purpose of this 
presentation is to address the question of where the hydrogen comes from and how it arrives at the 
ipso position of these alkylaromatics. 

EXPERIMENTAL 
Procedures. Pyrolysis experiments were carried out in evacuated fused silica ampoules. The 
sealed tube and an appropriate quantify of solvent for pressure qualization was placed in an outer 
jacket of stainless steel tubing capped with compression fittings. The reaction vessel was then 
immersed in a temperature-controlled molten-salt bath for the desired time, the tube removed and 
quenched in water. After cooling in liquid nitrogen to condense C@ and volatile organics, the 
ampoule was opened and the sample removed by pipet and repeated washing of the tube with 
solvent. An internal standard was added and the sample analyzed by capillary gas chromatography 
with flame ionization and/or mass selective detection. Quantitation was obtained using the FID 
analyses with molar responses determined separately for those compounds for which we had 
authentic samples and estimated by comparison with similar species when no sample was 
available. Generally, at least three split injections of each sample were performed using an 
autoinjector. For most species the reproducibility was within f 2% and we estimate the overall 
analytical accuracy to be within f 5%. The reaction mixtures were also analyzed by field ionization 
mass spectromeuy (FIMS), using SRI's magnetic sector FIMS instrument, in order to assess the 
polyaryls and other low volatility products. 
Chemicals. n-Hexadecylpyrene (99+% by GC analysis), was obtained from Molecular Probes, 
Inc. of Eugene. Oregon. Biphenyl was obtained from Aldrich Chemical Co. Toluene used for GC 
analyses was Malinkrodt reagant grade. These materials were used without further purification. 
Tetrahydrofuran was used without stabilizer and distilled daily from sodium acetonylacetonate. 
The added-water pyrolyses employed deionized, low-conductivity water. 

RESULTS 
Initial pyrolysis experiments with n-hexadecylpyrene were conducted under conditions similar 
to those used by Savage and coworkers and the products analyzed by GC-MS and FIMS. 
Subsequently, we performed some experiments with added (supercritical) water. To facilitate 
comparison, Table 1 gives summary figures relating to the balance of hydrogen, and aromatic 
and aliphatic carbon for the pyrolysis of ldodecylpyrene calculated from the data of Savage and 
coworkers11 along with findings from our study. 
Perhaps the most striking observation in these and other data of Savage is the very high 
alkandalkene ratio in the reported products, particularly at large extents of reaction. It is also clear 
from these data there is a shortage (in the GC-MS analyzable products) of pyrene rings and of 
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hydrogen-deficient materials. Evidently, non-volatile, hydrogen-deficient, pyrene-containing 
products (aka char) have been generated in the course of converting radicals and olefins (produced 
from ipso-displacement and Rice-Herzfeld alkyl chain scission) into alkanes. The high alkane/ 
alkene ratio, in the absence of an external source of hydrogen, is strikingly reminiscent of the ratios 
reported by Lewan' and others for hydrous pyrolysis of shale kerogen. 
Reaction Rates and Hydrogen Balance. The defined first order rate constant (for 
alkylpyrene disappearance) from the 90-minute quartz ampoule pyrolysis is only about 1/8 of that 
obtained by Savage" in a stainless steel reactor after reaction for the same time. The rate constant 
derived from the 513-minute run is about three times higher. This increase in first-order rate 
constant is consistent with the auotcatalysis described in reference 11, although it is difficult at 
this point to precisely compare the degree of autocatalysis in the two reactor types. The product 
dishibutions are quite similar, with there again being a marked excess of alkanes over alkenes and 
a substantial shonage of pyrene-containing products at higher extents of reaction. The extent 
of this excess and shortage are shown in Table 1. The mol 76 yield of alkanes is numerically 
equivalent to the mol % of ''extra'' hydrogen required to produce cleaved and reduced (non- 
olefinic) products. As the conversion ofthe alkyipyrenes approaches 90%. the yield of extra 
hydrogen in *reduced products can also approach 90%. meaning that out of every ten original 
alkylpyreneskat have disappeared, there have been nine chain cleavages that have utilized this 
extra hydro en coming from somewhere. Savage and coworkers pointed out this hydrogen 
imbalance,A but were unable to address with GC-MS the nature of the incipient "char" that was 
presumably providing the hydrogen. 
The last two columns in Table 1 show the products obtained when water was included in the 
reaction mixture along with the organic substrate (at ca. 0.1 and 0.4 g/cc supercritical fluid 
density). As indicated above, the question of interest here was whether the addition of water 
would accelerate the formation of those oxidized products whose generation supplies hydrogen 
(and therefore accelerates cleavage and reduction). The data in Columns 7 and 8 clearly indicate 
that this was nor the case. In fact , there was a consistent and progressive decrease in the alkane/ 
alkene ratios seen in the aliphatic products, as reflected by 45 and 80% drops in the overall alkane/ 
alkene ratio shown for the two water runs in Table 1. Thus, the effect of water under these 
conditions has not only rwf been to increase cleavage and reduction, but to make the volatile 
products more oxidized (olefinic). 
Assuming our originally postulated connection between alkylpyrene pyrolysis and hydrous 
pyrolysis really does exist, the reason why water failed to accelerate cleavage is likely that here 
there are virtually no ionic species, other than those provided by the autoionization of the water 
itself. There is neither the mineral matter, nor the organic heteroatom species, nor the stainless 
steel surfaces generally present in hydrous pyrolysis of oil shale and other kerogens. In fact, the 
pyrolysis of alkylpyrenes in fused silica ampoules represents the extreme in terms of a "kerogen 
surrogate" free from any ionic or polar species that may be conmbuting to the marked effects that 
water has in hydrous pyrolysis. It does make sense, after all, that if water as a polar medium and 
ionic reactant is to somehow help connect the ionic reaction manifold to the radical reaction 
manifold, this will likely require not only fluid densities approaching normal liquid densities16 
@e., above ca. 0.3 g/cc) but also the presence of poiar species and redox agents. Accordingly, 
experiments are now underway to see if any of these factors will enable water to accelerate the 
redistribution of hydrogen and enhance the production of reduced ipso-displaced products during 
alkylpyrene pyrolysis. 
Identity of the Sources of Extra Hydrogen. Savage describes an acetone-insoluble, 
toluene-soluble non-elutable "char" as the probable source of the hydrogen that produces high 
*ane/alkene product ratios. The major elutable unidentified product reported by these workers11 
was a material whose presumed molecular ion was reported as m/z 242. Based upon recent field 
ionization mass spectromemc analyses we have performed on Wilsonville coal liquefaction resids 
in conjunction with Consolidation Coal C0.17, and also on earlier WLC-FIMS analyses of 
petroleum-resid-derived vacuum gas oils reported by Sullivan et a1.,'* we can identify d z  242 as 
the odd-carbon aromatic derived from pyrene by completion of a -CH2CH2CH2- bridge between 
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the 1- and the 1s positions.. As an analog of phenalene (C13H12) it is an odd-carbon molecule 
that would have to lose three hydrogens to be fully aromatic, it cannot form a closed shell fully 
aromatic PAH. However, the radical species formed when three hydrogens are lost is among 
the most stable of all radicals, and earlier esr studies have found it to be common in thermally 
processed petroleums even at room temperature. 

From our recent analyses of Wilsonville coal-derived resids.17 it is apparent that mlz 242 is a 
commonly recurring PAH structure that builds up during catalytic processing. How important it 
actually is as a step in the ring-growth processes that lead to still larger PAH and eventually char is 
a critical question, the answer to which has not yet appeared in the literature. However, a partial 
answer appears here in the form of a second important higher molecular weight product we have 
detected. At longer reaction times the molar yield of this product approaches 3%. and. from its 
apparent molecular ion at m/z 276, this product can be identified as benzo[ghi]perylene. Although 
not previously reponed in alkyl pyrene pyrolysis,1(”* this PAH has been found to be prominent 
in coal- and etroleum- derived resids and to be correlated with increased problems of coke 

two successive ring closures, as shown below, proceeding through an intermediate having the 
m/z 242 ring system. 

formation.’ 8 Benzopevlene could conceivably be formed from the original 1-alkyl pyrene by 

Thus it begins to appear that the phenalene-type smcture represented by m/z 242 is in fact 
important in the ring-growth processes by which higher PAH and eventually char are produced. 
Benzoperylene (m/z 276) represents five degrees of unsaturation beyond pyrene. Taken together 
with cleavage of the residual alkyl chain, the net result is the freeing of four units of 2(H) for the 
production of reduced and cleaved products. For the 513 min nm in Table 1, the formation of the 
single product at m/z 276 accounts for a significant minority of the extra hydrogen made available: 
the yield of benzo[ghi]perylene represents about 11 percentage points of the 85 mol% of 2(H) 
generated by “char-forming” reactions. 
The operation of ring-growth mechanisms that involve attachment and cylization of alkyl fragments 
is of course not the only way of generating the larger PAH that eventually become char. The 
formation of biaryls and their ring-closure (e.g. naphthalene to binaphthyl to perylene) represents 
passing from pre-existing aromatics to much larger PAH in a minimum number of steps. 
Furthermore, given that biaryl bonds are the strongest C-C single bonds that can be formed in 
hydrocarbons, the formation of biaryls can be expected to be very facile once aryl radicals have 
been generated.’g In contrast, one rather expects that alkylation and cyclization would become 
much more facile in the presence of acidic catalysts.20 Hence, we expected in these pure 
hydrocarbon pyrolyses to find biaryls as the major oxidation products. 
We subjected one of the product mixtures from ethylpyrene pyrolysis (supplied to us by Savage) 
to FIMS analysis to assess the formation of biaryls (which are not analyzable by capillary GC). 
The spectrum from this analysis is presented in Figure 1. Even though the extent of reaction in 
this case was only about 35% and the yield of p p n e  is only about 5%, the peaks for dimers and 
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trimers of ethylpyrene are clearly visible. In contrast, the peak at d z  242 is barely above back- 
ground and there is no peak visible at d z  276. Thus it would appear that under these nominally 
non-ionic conditions, biaryl formation is indeed a more important source of hydrogen than 
alkylation and ring-closure processes. 
FIMS analysis of the 513-minute reaction product (sample from Row 6 in Table 1) does not show 
such clear presence of biaryls, presumably because rather than having dimer intensity primarily at 
$ee masses (Z(230) - 2.2(230) - 2 + 28. and 2(230) - 2 - 28) as in Figure 1, the class of dimers 
yll be dstnbuted over at least 32 different masses.(i.e., d z  = 2(426) - 2 and any mass contain- 
ing from one to 32 fewer side chain carbons). However, the ring-building species at dz 240, 
242, and 276, and are clearly visible, together with modest amounts of the corresponding 276- 
alkylation products up to the C17 analog. These alkylation products of benzoperylene, in sum, 
essentially double to about 20 percentage points the extra hydrogen supplied through the formation 
of all benzo[ghi]perylene species. Thus, both biaryl formation and ring-building processes can 
each be seen, under different circumstances, to supply substantial percentages of the hydrogen 
used for ring closure and olefin reduction. 

SUMMARY 
Pyrolysis of long chain alkylpyrenes at 4W°C in fused silica ampoules yields a product dismbution 
and autocatalytic behavior very similar to that detailed by Savage for reaction in stainless steel 
mimreactors, but at about an 8-fold lower rate. The hydrogen needed for the ipsedisplacement 
bond cleavage and for reduction of olefinic products is indeed supplied by the generation of heavy 
materials. From GC-MS and FIMS analysis, we find both ring-growth and poly-aryl products to 
be significant sources of this "extra" hydrogen. Some of these ring-growth products, particularly 
the oddcarbon phenalene analog at d z  242 and benzo(g,h,i)perylene at d z  276 have been pre- 
viously correlated with buildup of coke and refractory resids during catalytic hydrporcessing of 
heavy peaoleums and coal-derived liquids. Somewhat surprisingly, we do MI find that the 
addition of supercritical water, at least up to a fluid density of 0.4 g/cc, enhances the formation of 
biaryls and thereby enhances this supply of extra hydrogen. This observation leads to the tentative 
conclusion that the interaction of water and the organic matrix that commonly leads to an enrich- 
ment in volatile hydrocarbons during hydrous pyrolysis must depend upon the presence of ionic or 
polar species that ax not present during pure hydrocarbon pyrolyses in fused silica. We anticipate 
that extension of these studies will yield imponant information on factors controlling coke forma- 
tion during processing of residual oils as well as on the chemistry responsible for alkane 
enrichment during hydrous pyrolysis. 
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Table 1 

Comparlson of llterature and current data on the pyrolysls of long chaln alkylpyrenes. 

Time (min) 

Water density (urn) 
lo4 Defined ki  (s-l) 

Products (mol%) 

Pyrene 

Me-Pyrene 

Et-Pyrene 

Vinyl-Pyrene 

YPyrenes) 

Z(ldentified Pyrene 

Products) 

Z.(Alkanes)f.Q 

Z(Alkenes)f 

Alkanes/Alkenes 

Excess mols 01 2(H)B 

Llterature Dataa 

30 90 180 
- - - 

1.39 1.84 2.62 

0.74 20.7 43.5 
2.86 6.62 8.38 
1.90 2.08 2.68 

C C C 

82.6 71.9 65.8 
4.8 34.8 59.9 

>1.94 >23.5 >54.9 
>2.37 4.60> ,2.81 
0.81 4.60 19.5 
1 .O 24.0 52.3 

Current Resultsb 

90 513 90 90 
- - 0.12 0.40 

0.24 0.60 0.25 0.31 

1.91 52.9 1.41 0.28 
5.47 9.64 6.04 6.19 
1.55 2.35 2.64 1.50 

0.033 ~ 0 . 0 2  0.14 1.96 
Unk Unk Unk Unk 

ll.gd 80.3d 12.4d 15.4e 

>6.49 >85.14 >5.34 ,219 
a.4.47 >0.66 >6.74 7.66 
1.45 128 0.79 0.29 
3.5 77.7 1.9 1.14 

a Pyrolysis of 1 -dodecylpyrene/biphenyl mixtures at 400°C in Stainless steel reactors, Ref. 11. 
b Pyrolysis of 1-hexadecylpyrene/biphenyl mixtures at 400% in quartz ampoules. 
c Not reponed but stated to be very small due to rapid hydrogenation to ethylpyrene. 
d Includes pyrenes with alkyl chain lengths up to C12 and selected ringclosure products. 
e Includes pyrenes wfih alkyl chain lengths up to CIS and selected ring-closure products. 
f Includes aliphatic products from Ca to C16. 
g The mol % yield of alkanes is numerically equivalent to the mol % of excess hydrogen required 

to produce cleaved non-olefinic products 
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WATER AS A SOURCE OF HYDROGEN AND OXYGEN IN 
PETROLEUM FORMATION BY HYDROUS PYROLYSIS 

M. D. Lewan 
U.S. Geological Survey 

Box 25046, MS 977 
Denver Federal Center 

Denver, CO 80225 

The importance of water in laboratory experiments designed to understand 
natural processes is well documented in the studies of granite melts (Goranson, 
1932; Tuttle and Bowen, 1958), metamorphic reactions (Winkler, 1974, p. 15; Rumble 
et al., 1982; Ferry, 1983), coal formation (Berl and Schmidt, 1932; and Schuhmacher et 
al., 1960), and clay mineral diagenesis (Whitney, 1990). Prior to 1979, organic 
geochemists did not fully appreciate the ubiquity of water in sedimentary basins and 
its role in petroleum formation. A notable exception is the work by Jurg and Eisma 
(1964). Noting difference in the thermal decomposition of behenic acid in the 
presence and absence of liquid water, these investigators suggested that water played 
an important role in petroleum formation. Although a subsequent study in 1969 by 
Brooks and Smith employed water in laboratory simulations of petroleum 
generation from coals, laboratory experiments over the next decade did not consider 
the role of water in petroleum formation (e.g., Tissot et al., 1974; Larter et al., 1977, 
Harwood, 1977). Lewan and others (1979) reported that heating organic-rich rocks 
submerged in liquid water resulted in the generation and expulsion of a free- 
flowing oil that accumulated on the water surface above the submerged rock. 
Physically, chemically, and isotopically this expelled oil pyrolyzate was similar to 
natural crude oils. This experimental approach was referred to as hydrous pyrolysis. 
Although hydrous pyrolysis has since been shown to provide useful information on 
primary migration, stages and kinetics of petroleum generation, and thermal 
maturity indices (Lewan, 1983, 1985, 1987; Winters et all., 1983; Lewan et al., 1986), 
the actual role of water in petroleum formation has not been determined. 

In order to better understand the role of water in petroleum formation, a series 
of pyrolysis experiments were conducted on aliquots of a sample of Woodford Shale 
under hydrous and anhydrous conditions. The experiments involved isothermally 
heating 400 g of thermally immature, gravel-sized (0.5-2.0 cm) rock in one-liter 
stainless steel-316 reactors at 3009 330' and 350T for 72 hours. Hydrous 
experiments included 320 g of deionized water and 241 kPa of helium in the 
headspace. No water was added to the anhydrous experiments and the head space 
was evacuated at the start of the experiment. The experiments were conducted at 
these three temperatures for 72 hours because previous experiments with Woodford 
Shale showed that the two overall reactions responsible for petroleum formation 
occur in part over these conditions. The first overall reaction occurs at 
temperatures below 330'C for 72-hour experiments, and involves the cleavage of 
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weak noncovalent bonds in the kerogen to form a soluble, high-molecular-weight 
tarry bitumen (kerogen to bitumen). This bitumen impregnates the ground mass of 
the rock to form a continuous organic network. The second overall reaction occurs 
at temperatures from 330T to 350T for 72-hour experiments, and involves the 
cleavage of covalent bonds in the bitumen to form an immiscible oil that is expelled 
from the organic network in the rock (bitumen to oil). 

Pyrolyzate yields from these comparative experiments are given in Table 1 in 
terms of generated gas, expelled oil, bitumen extract, and total pyrolyzate (i.e., gas + 
oil + bitumen). The most obvious difference is the total lack of expelled oil in the 
anhydrous experiments, with no signs of oil droplets or an oily film on the surfaces 
of the rock chips. At 300’C for 72 hours, only a small amount of expelled oil is 
generated in the hydrous experiment and the amount of total pyrolyzate generated 
is essentially the same in the hydrous and anhydrous experiments. Partial 
decomposition of kerogen to bitumen predominates at this time-temperature 
condition and the presence of water appears to have no significant effect on this 
overall reaction. However, distinct differences in the amounts of total pyrolyzate 
are evident in the 330T and 350’C experiments (Table I), which represent 
conditions for the partial decomposition of bitumen to oil. Amounts of total 
pyrolysate and bitumen decrease significantly under anhydrous conditions, but the 
amount of bitumen decreases to a lesser extent and the amount of total pyrolyzate 
increases under hydrous conditions. These results indicate that bitumen degrades to 
an insoluble pyrobitumen under anhydrous conditions, while it decomposes to an 
expellable immiscible oil under hydrous conditions. 

Another difference between the hydrous and anhydrous experiments is the 
significantly higher amounts of C02 generated by the former. Table 2 shows the 
total amount of aqueous and gaseous C02 to be one order of magnitude higher 
under hydrous conditions than under anhydrous conditions at 350T for 72 hours. 
Mass balance calculations for the loss of oxygen from kerogen at 350T for 72 hours 
indicate that under hydrous conditions the kerogen oxygen accounts for only 64 
percent of the oxygen in the generated C02. The lack of carbonate minerals in the 
original rock implicates H20 as the source of the excess oxygen in the generation of 
C 0 2  under hydrous conditions. Several reactions, including gas-shift reactions,’ 
have been considered to explain this excess oxygen, and the most feasible reaction 
appears to be oxidation of carbonyl groups in the kerogen or bitumen by H20. A 
working hypothesis envisages formation of carboxylic intermediates that are 
decarboxylated with increasing thermal stress to generate C@. 

Regardless of the specific mechanism responsible for H20 to act as a source of 
the excess oxygen generated as COz, the remaining hydrogen from the reacted H20 
would be available for terminating free radical sites. This source of hydrogen is 
supported by a hydrous pyrolysis experiment that was conducted on the Woodford 
Shale at 330% for 72 hours with D20 instead of water. Deuterium-NMR analyses of 
the pyrolyzate products from this experiment showed that the expelled immiscible 

1 
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oil as well as the bitumen and kerogen retained in the rock contained significant 
quantities of deuterium. Quantification of the deuterium content of the isolated 
kerogen was not performed, but the NMR spectrum was typical for powdered solids 
containing deuterium. Quantification of the deuterium content of the oil and 
bitumen was determined from the NMR analyses with an internal standard of 
deuterated dichloromethane. Assuming hydrogen contents of 13 wt. % for 
undeuterated oil and 10 wt. % for undeuterated bitumen, dueterium substitution 
for hydrogen is approximately 40% for the expelled oil and 33% for the extracted 
bitumen in the D 2 0  experiment. This high degree of deuterium substitution is 
interpreted to be the result of free radical sites being terminated by deuterium atoms 
derived from the oxidation of carbonyl groups by D20. 

The ability of hydrous pyrolysis to generate an expelled oil while anhydrous 
pyrolysis generates a pyrobitumen may be explained by differences in the availability 
of hydrogen and type of free-radical terminations that occur during bitumen 
decomposition. Figure 1 diagramatically presents a working hypothesis for hydrous 
and anhydrous reaction pathways involving a hypothetical bitumen molecule 
(Figure la )  subjected to a barrage of extraneous free radicals thermally generated 
from other bitumen molecules or the kerogen (Figure lb). Under hydrous 
conditions, the free radical sites formed on the bitumen molecule by encounters 
with incoming free-radicals are frequently terminated with water derived hydrogen 
(Figure IC) before p-sission in the molecule occurs. Free-radical fragments that do 
occur by the infrequent p-sissions are also frequently terminated by water-derived 
hydrogen (Figure Id). As a result, a liquid oil is generated. H20 in this reaction 
pathway occurs as a dissolved species in the bitumen that impregnates the rock. 
Although the solubility of hydrocarbons in water is low, the solubility of water in 
hydrocarbons is two orders of magnitude higher. This solubility is sufficient to 
supply H20 for the proposed reactions within the bitumen impregnated rock 
(Lewan, 1992). Dissolved water in the bitumen network of the rock is maintained at 
a fully saturated level by the water surrounding the rock in the reactor. Lewan 
(1992) proposes that this H2O-saturated bitumen is also responsible for the 
development of an oil that is immiscible in the bitumen network of the rock. 
Under anhydrous conditions, the lack of water-derived hydrogen for terminating 
free-radical sites that occur on the bitumen molecule results in frequent p-sissions 
(Figure le). The numerous free-radical fragments that consequently occur are also 
deprived of terminations by water-derived hydrogen, and resort to termination by 
recombination with other free radical sites on the bitumen molecule or on 
neighboring molecular fragments (10. In a closed pyrolysis system, these carbon- 
carbon bond terminations result in the formation of pyrobitumen through the 
development of a highly cross-linked structure that aromatizes through 
disproportionation. 
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Table 1. Comparison of pyrolyzate yields from hydrous and anhydrous pyrolysis of 
crushed aliquots (0.5-2.0 cm) of an immature sample of Woodford Shale 
(WD-26). All of the experiments were conducted with 400g of rock in one- 
liter stainless steel-316 reactors. 

Experimental 
Conditions 

(temp./ time) 

300T/72 hr 
Hydrous2 

Anhydrous3 
A% 

330T/72 hr 
Hydrous2 

Anhydrous3 
A% 

350%/72 hr 
Hydrous2 

Anhydrous3 
A% 

Generated Expelled Bitumen Total 
Gas Oil Extract Pyrolyzate1 

(wt. % of rock) (wt. % of rock) (wt. % of rock) (wt. % of rock) 

0.43 0.65 8.35 9.43 
0.78 0.00 8.66 9.44 

-81.4 +100.0 -3.7 -0.1 

1.05 279 8.19 1203 
1.74 0.00 6.62 8.36 
-65.7 +100.0 +19.2 +30.5 

1.68 4.15 5.71 11.54 
2.40 0.00 3.30 5.70 

-42.9 +100.0 +42.2 +50.6 

A% = [(Hydrous-Anhydrous)/Hydrousl x 100 

1Total pyrolyzate = generated gas + expelled oil +bitumen extract. 
2Crushed rock with 320g of deionized (ASTM type I) water under an initial He pressure of 

3Crushed rock initially in an evacuated reactor. 
241 P a .  
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Table 2. Millimoles of headspace gas (g) and dissolved aqueous gas (aq) generated from 400 
grams of Woodford Shale sample WD-26. Total gas quantities do not include 
species dissolved in expelled oil or bitumen. 

EXPERIMENT 300T/72 h 330'C/72 h 3 5 0 U 7 2  h 
CONDITIONS Hydrous Anhydrous Hydrous Anhydrous Hydrous Anhydrous 

c 0 2  (g) 20.07 14.39 31.17 20.88 44.01 21.56 

CO2 (aq)' 15.06 - 49.12 - 196.14 - 

TOTAL CO2 35.13 14.39 80.29 20.88 240.15 21.56 

'COz(aq) = H2C03+HC03 + CO3 = KH K O 2  (I+(ki/H+)+(kik2/(H+)2)) 
where PCOz = partial pressure of CO2 gas (atm), KH = 10-1.47 mol/l.atm (Butler, 1982), H+ 
= hydrogen ion concentration (mol/l), kl = first disassociation constant (10-6.352), and k2 = 
second disassociation constant (10-10.329). 
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Figure 1. Reaction pathways suggested for thermal maturation of bitumen under 
hydrous and anhydrous closed-system pyrolysis. Solid circles denote free 
radicals formed by the loss of hydrogen atoms. Open circles denote 
terminated free radicals. a) Hypothetical molecule representing aliphatic 
component of bitumen. b) Molecule with free radical sites, after being 
subjected to a barrage of extraneous free radicals. c) Termination of free 
radical sites with water-derived hydrogen atoms before p-sission of 
chains and disproportionation of cyclics occurs. d) Termination of free- 
radical fragments with water-derived hydrogen atoms from dissolved 
water in bitumen. e) Free-radical fragments resulting from frequent p- 
sissions, which are infrequently terminated by hydrogen atoms due to the 
lack of dissolved water. f )  Termination of free-radical fragments by 
recombination to form carbon-carbon bond cross linking in the absence of 
hydrogen atoms from dissolved water. 
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INTRODUCTION 

Recently, a new set of model compounds has been advocated for understanding the 
reactivity occurring under processing conditions of fossil fuel substrates. 
These compounds possess multiple functionality and high molecular weight in order 
to better simulate the reactions which occur in real fuel conversion processes.' 
Chief among these compounds are 4-(naphthylmethyl)bibenzyl, hereafter referred 
to as Model Compound I, and 4-(2-naphthylethyl)diphenylmethane, I1 (see 
structures below). These compounds contain a dicyclic aromatic compound in 
addition to the monocyclic phenyl groups. Chemical reactivity can then be 
inferred from the position of the cleavage of the linkages between the aryl 
groups. 

These compounds have 
been used to test the 
reactivity of various 
catalysts. For both 
compounds, these 
catalysts cleave bond 
a, i.e., the bond next 
to the naphthyl ring. 
R a d i c a l  c a t i o n  
reactivity has been 
implicated in these 
reactions because the 
naphthyl group is the 
moiety most likely to 
lose an electron in 
these compounds and 
because the catalytic 
behavior originates at 
temperatures in which 
the surface of the 
catalyst becomes 
charged.' Theoretical 
calculations have also 
been used to support 

I It 

radical cation cleavage of bond a in these compounds.' 

This reactivity contrasts with the known radical cationic cleavage pathways of 
monocyclic arenes. For example, the radical cation of 1,1,2,2-tetraphenylethane 
(TPE) is known to cleave at bond b, as shown in eq (11.' The radical cation of 
bibenzyl also cleaves at bond b, albeit at a much slower rate. The slow cleavage 
of the radical cation of bibenzyl presumably results from loss of resonance 
stabilization in the incipient radical and cation formed in this reaction. 

In order to distinguish between the contrasting reactivity patterns exhibited by 
the polycyclic aromatic radical cations and the monocyclic aromatic compounds, 
we have attemptedto independently generate and observe the bond cleavage of the 
radical cations of naphthyl-containing compounds I, di-(1-naphthy1)methane (DNW), 
and l.Z-di(l-napthy1)ethane ( D N E ) .  Our strategy for these reactions was to use 
the photoinitiated electron transfer reactions from 9.10-dicyanoanthracene 
(DCA).'  In these reactions, DCA absorbs a photon of light to produce an excited 
state of DCA (i.e., DCA') which does a one-electron oxidation of compounds with 
oxidation potential 52.88 V vs SCE.' These reaction are usually performed in 
methanol or acetonitrile solutions to facilitate electron transfer and to trap 
the resulting cations which are expected to be produced in these reactions. 
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RESULTS AND DISCUSSION 
Generation of the Radical Cation of I, DNM, end DNE Under Degassed Conditions: 
Irradiation of a freshly distilled acetonitrile solution of I (2.0 mM) and DCA 
(0.1 mM) using light of 350 nm from a Rayonet reactor for 96 h yielded no product 
when the reaction solution was degassed with N, for 15 min prior to the 
irradiation and then sealed with a latex septum. The lack Of reaction was 
initially indicated by the lack of low molecular weight products by GC analysis 
of the reaction solution and was confirmed by the use of internal standards which 
were added prior to initiation of the reaction. The reactions of DNM and DNE 
were similar in that no reactions were detectable after 96 h of irradiation. 
Again the lack of reactivity was conclusively demonstrated by the use of internal 
standards. 

Since the interpretation of negative results can be often ascribed to poor 
technique or the inability of a laboratory to reproduce other worker's results, 
we have generated the radical cation of TPE using this methodology. As expected, 
diphenylmethane and diphenylmethyl methyl ether were produced in quantitative 
yield in just 24 h of irradiation. These results are Consistent with the results 
obtained in Reference 4 and demonstrate that the radical cations of these 
substrates are being generated under these conditions. 

The significance of these results is that the radical cations of DNM and DNE do 
not cleave readily at room temperature. These results are analogous to those 
reported for bibenzyl (i.e., 1,2-diphenylethane)' in which a very low quantum 
efficiency for cleavage has been reported using the photoinitiated electron 
transfer methodology for radical cation generation. While the lack of bond 
cleavage from the radical cation of these 1.2-diarylethanes does not rule out the 
bond cleavage reactions of radical cations under catalytic conditione where 
higher temperatures may lead to faster reactions from these intermediates, the 
lack of bond cleavage suggests that these intermediates have higher energy bond 
dissociation energies which makes their intermediacy more difficult to postulate 
without further characterization of their reactivity. 

Generation of the Radical Cation of I, DNM, and DNE With 4 in the Solution: 
Similar experiments to those above were performed after bubbling of 0, for 15 min 
prior to irradiation. In contrast to the lack of reactivity observed under 
degassed conditions, bond cleavage is observed for I, DNW, and DNE (Note 
Figure 1). In all cases, bond a cleavage is noted in addition to a variety of 
other products. 

complete interpretation of the reaction results is not possible since the mass 
balances in these reactions are poor at the present time. We speculate that 
secondary reactions involving 0, and the DCA*- (formed by electron transfer from 
the DCA' and the aromatic moiety) to yield q*., followed by a H+ tranefer to yield 
a pair of radicals which initiate a chain reaction may be responsible for the 
observed reactivity (Note Figure 2). However, definitive interpretation must 
await better mass balances and more detailed work to explore the bounds of this 
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INTRODUCTION 

The present work is a fundamental study of condensed-phase pyrolysis of saturate hydrocarbons including 
alkylcyclohexanes, bans- and cis-steric isomers of decalin and straightchain padfms as well as hydroaromatics swh as 
tetralin. This w d  is a part of an on-going research program for developing advanced jel fuels thermally stable at high 
temperatures. One of the critical problems in developing thermally stable jet fuels for high-Mach aircraft is the 
formation of solid from hydrocarbon fuels in pyrolytic regime (Roquemore et al.. 1989; Hazlea, 1991). In studying the 
pyrolytic degradation of jet fuels. it o c c d  to us that hydrogen-msfm from Hdonors, such as base present in coal- 
derived JP-8C jet fuel, could play an important role in suppressing thermal decomposition and solid formation (Song et 
al.. 1991a. 1991b. 1992% 1992b). The hydrogen-bansferring pyrolysis described in this paper refers to the thermal 
decomposition of straightchain and cyclic hydrocarbons in the presence of Hdonon. 

This paper reports on 1) pyrolytic degradation of the above-mentioned cyclic and straightchain hydmcarbons: 
2) inhibiting effects of H-donors on the decomposition and solid-forming tendency of n-teuadecane (nC14). n- 
butylcyclohexane (n-BCH). cisdecalin (cis-D) and n-butylbenzene (n-BB) as well as a peuoleum-derived JP-8Pjet fuel; 
and 3) the mechanisms of the pyrolysis and H-Innsferring pyrolysis. It should be noted that the experimental conditions 
used in this work are such that they are close to the high-temperature thermal environment of jet fuel in the future high- 
Mach aircraft under consideration. These conditions are characterized by condensed or supercritical phases. relatively high 
pressure. static reactor. and long residence time. Such conditions are distinclly different from those used in most 
previous parafin pyrolysis work (vapor phase, low-pressure, flow reactor. shon residence time). 

EXPERIMENTAL 

Reagent-grade n-C14, n-BCH. ethylcyclohexane (ECH). trans-decalin ( m s - D )  and cisdecalin (cis-D), decalin, 
tetralin. n-butylknzene (n-BB) from Aldrich and a pemleum-derived JP-8P jet fuel (Song et al., 1992a) were used. 
Several compounds including teualin. decalin. cis-D and trans-D were also examined as H-donors. The pyrolysis was 
conducted at 4 5 0 T  for 0-8 h under 0.69 MPa UHP-N:! (cold) in 25 mL tubing bombs using 5 mL sample. A fluidized 
sandbath preheakd to 450°C was used as heater. The products were identified by capillary GC-MS and quanlifed by GC. 
More experimental details may be found in a companion paper (Lai et al., 1992). 

RESULTS AND DISCUSSION 

I. Pyrolysis of Cyclic and Straight-Chain Hydrocarbons 

We fin1 conducted a comparative examination of thermal stability of several cyclic and straight-chain 
hydrocarbons. which are representative components in coal- and petroleum-derived jet fuels, respectively. Figure 1 
shows the time-pressure profiles for the pyrolysis of these compounds. Since static reactor was used, the sample is 
always confined within the reactor. Therefore, the increase of system pressure after equilibrium boiling is indicative of 
the extent of thermal decomposition. As shown in Figure 1, when tetralin was healed under 0.69 MPa N2 (cold) 
pressure. the system pressure increased to 3.4 MPa within 10 minutes, then the pressure maintained nearly constant. All 
the other compounds displayed more or less pressure increase. Their t-p profde puerns provide a convenient measure for 
the extent and rate of their thermal decomposition to form smaller molecules. It should also be noted from Figure 1 that 
the temperature of 450°C and pressures at 450°C (2 3.5 MPa) are higher than the critical temperatures and critical 
pressures of all the compounds. suggesting the occurrence of supercritical-phase pyrolysis. 

Figure 2 shows the conversion of several compounds versus residence time at 4 5 0 T  for 0-8 h. The typical 
component of pemleum jet fuels, n-C14. exhibited the highest degree of decomposition. and its pyrolysis led IO 50% 
conversion in just 30 min. For the cycloalkanes, the rate of n-BCH decomposition is faster than that of ECH. 
indicating that increasing the length of side chain on akylcyclohexane decreases the thermal stability. Decalin appears to 
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be more stable than the other saturates (Eser el al.. 1992. Song et al., 1992b) but it is originally a mixture of trans- 
and cis-D (see below). Tetralin was the most stable compound when stressed alone. Combination of the data in 
Figures 1 and 2 indicates that cycloalkanes are much more stable than che long-chain paraffins; the incnaSe in the lenglh 
of sidechain of alkylcycloalLanes or straightchain paraffins decreases the stabiity and increases the decomposition rate. 

Figure 3 shows the distribution of products from n-BCH as a function of 
conversion. At low conversion level of 11.8 mol%, the major products are cyclohexane (3.0. mol%). methylene 
cyclohexane (2.3). methylcyclohexane (1.9) and cyclohexene (1.1). Scheme I shows the possible reaction mechanisms 
proposed based on the identified products. The initiation reaction of n-butylcyclohexane is likely the homolytic cleavage 
of the C C  bond between the ring and the sidechain to fm cyclohexyl and I-butyl radicals. The formation of the four 
predominant initial products can be rationalized by the radical reaction pathways 1.11. HI, and IV. respectively. After 1 h 
at 4SoOC. the yield of methylenecyclohexane begins to decrease with further increasing residence time. presumably due 
to hydrogenation to form methylcyclohexane. 

In regard to the reaction mechanisms for alkylcyclohexane pyrolysis. there is little information in the limture 
except for Ihe recent report of Savage and Klein (1988). who found that lhere are only two major pathways for pyrolysis 
of n-videcylcyclohexane. The pathways I and I1 for n-BCH are also consistent with their observations. However. the 
present work reveals that other major pathways, 111 and IV. also exist for the alkylcyclohwanes with shorter sidechains. 
as shown in Scheme I. Interestingly, when the residence time was extended to 2.5 h and longer, cyclohexane and 
methylcyclohexane become Ihe two mmt predominant products, and their yields were several times higher than those of 
all the other products. lhese results suggest that pahways I and I11 dominale in long-duration n-BCH pyrolysis. 

Alkylcyclohexanes. 

Scheme I. Possible Mechanisms for Pyrolysis of n-Butylcyclohexane 

O"'-O'+*'" 

I +H 

0 

"I I I I l  '"I 

1 +H u 
Figure 4 shows the disuibution of products from ECH. At low conversion level (7.3 mol%). the major 

products from ECH are cyclohexene (1 .SO mol%). methylcyclohexane (0.83 mol%). methylcyclohexene (0.87 mol%). 
The preference of cyclohexene formation indicates that the reaction via cyclohexyl radical is a major path. similar to 
path IV for n-BCH. However. methylenecyclohexane is a minor product in this case (0.17 mol%), indicating that one of 
the major pathways for n-BCH becomes a minor one for ECH. Another major difference between ECH and n-BCH is 
the higher yields of isomerization products from ECH pyrolysis, such as methylcyclopencane. 

Figure 5 shows the product distribution for pyrolysis of decalin, which was originally a 
mixture of nearly equivalent weights of trans- and cis-D. After decalin pyrolysis at 45093. the yield of trans-D increased 
slightly and that of cis-D decreased monotonidy with inereasing time up to about 4 h. There are two possible reasons 
for such ObSeNaIhS: isomerization of cis- to uans-D or decomposition of cis-D. To gain further insight, we performed 
the runs of pure m s - D  and cis-D. as shown in Figure 6. It was found that cis-D is not stable and tends to isomerize 
into hans-D as o u l l i  in Scheme 11. Amount of Imns-D formed from cis-D increased from 6% in 30 min to 41% after 
4 h at 4SOOC. Roberts and Madison (1959) found that di-1-butylperoxide can initiate such an isomerization. Robably 
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this is initiated via H-abswction by a radical from 9-position. On the ocher hand. m s - D  is much more stable than cis- 
D. Its isomerization to cis-D also occurred but the extent was very limited, even after 8 h. as can be seen from Figure 6. 
In fact, trans-D was found to be one of the most slable components in coalderived jet fuel JP-8C (Song et al.. 199%). 

Scheme 11. Isomerization of cis-Decalin to trans-Decalin 

We also observed substantially higher gas yields from cis-D (5.4 wt% in 4 h) h n  from trans-D (0.8 ~ 1 %  in 
4h). showing higher degree. of ring-opening cracking and subsequent dealkylation with cis-isomer. In the case of cis-D, 
I-butylcyclohexene was also detected as a major cracking product (0.7 mol%) after 30 min at 450°C. It was formed 
probably via the 9decyl radical and subsequent b-scission which caused the ring-openning cracking. The cracking via 9- 
decyl radical was also suggested for hydropyrolysis of decalin by Shabtai et al. (1979). merefore. the ring-opening 
cracking and isomerization of cisdecalin may share the same iniliation path, because the latter also involves 9-decyl 
radical formation as the first step. In summary, the steric conformation of cycloalkanes also affects their thermal 
stability, and for decalin, trans-isomer is much more stable. 

Pyrolysis of n-tetradecane at 450°C for 0-8 h produced up to about 175 
compounds, and the products ranged from lightest molecules such as hydmgen and melhane to heavy polyammatics such 
as pyrene and solid deposits. After 30 min at 450°C. 49% of n-C14 has been decomposed, and the main products are 
C1-C13 alkanes and C2-C13 1-alkenes. Scheme 111 shows the possible reaction pathways for thermal cracking of long- 
chain n-alkanes such as n-teuadecane under the conditions employed. The fmt subskate radicals from nC14 include 
both sec-Cl4H29. (eq.2) and I-C14H2g- (eq. 3). Formation of the primary radical requires higher activation energy than 
that of secondary radical, but the difference is not very large in H-abstraction reaction. For example, the activation 
energies for H-abstraction from n-butane to form 2-C4Hg. and 1-CqHg- at 427°C are 10.4 and 12.3 kcal/mol, 
respectively (Allara and Shaw. 1980). 

There are two extremes of the same fundamental mechanism for radical reactions: the Rice-Kossiakoff 
mechanism and the Fabuss-Smith-SauerIield mechanism (Fabuss et al.. 1966, Poutsuma. 1990). which afford different 
product spectra. Pyrolysis of long-chain paraffins is still the subject of many investigations. Several recent papers 
reported the preferential formalion of I-alkenes from vapor-phase pyrolysis of long-chain paraffins (Zhou et al.. 1987; 
Fairbum et al.. 1990). In the present work, significant amounts of olefins, mainly I-alkenes, were also detected. both 
in liquid and gaseous products. However, unlike the literature results for high temperature and short-residence time 
pyrolysis. Ihe olefins are not dominant species for most product groups with the same carbon number under the present 
conditions. except the C12 group in which 1-dodecene yield was higher than dodecane for u) min run. 

n-Tetradecane Pyrolysis. 

Scheme 111. Possible Mechanisms of Pyrolysis of n-Alkanes C m H ~ m + 2  

I-Cm-nH2(m-n)+l' + CmH2m+2 + Cm-nH2(m-n)+2 + sec-CmH~m+~* 

CmH2m+1. + CnH2n+l' -$ Cm+nH2(m+n)+2 

6) 

7) 

Ihe  differences between the present and literature results can be explained as follows. At high temperature 
550T)-low pressure-short residence time (< 1 min) conditions, as employed in most previous pyrolysis work, radicals 
tend to undergo p-scission. which leads to products rich in I-alkene and ethylene. Analytical data show that pyrolysis 
under our conditions (about 3.4-8.9 MPa system pressures at 450T for 0-4 h) leads LO more alkanes, which can be 
rationalized based on the Fabuss-Smith-Sattereld mechanism. Under high-pressure conditions. which in general tend to 
enhance bimolecular reactions. p-scission (eqs. 4.5) will be in competition with hydrogen abstraction (eq.6). Because 
c8-C12 alkanes and alkenes were still the major components in liquid products after 30 min at 450°C. it is likely that 
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the fmt radical formed by p-scission of C~.@W radicals (eqs. 45) will already prefer to undergo hydrogen-abstraction 
(eq. 6). which yield one I-alkene molecule and one alkane molecule. The activation enagy required for H-abslraction by 
a radical from a hydrocarbon or molecular H2 is smaller than that required for p-scission of the Same radical. For 
example, the energy for p-scission of l-C5H11- to form 1-C3H7- plus CzHq is 29 kcaUmol, while that for its H- 
absa t ion  from another hydrocarbon or H2 is about10.12 or 15-17 k d m o l  a1427'C (Allara and Shaw. 1980). 

11. H-Transferring Pyrolysis and Inhibition of Solid Formation 

The present work on H-transferring pyrolysis seeks to clarify whether and how the hydrogendonors affect the 
pyrolytic degradation and solid-forming tendencies of jet fuel components. Figure 7 shows the inhibiting effect of 
ceealin on solid deposit formation from JP-8P fuel, n-CI4. and n-BB. respectively. at 4 5 0 T  for 4 h. In the absence of 
Hdonor. the amounts of deposits formed were n-BB (5.6 ~ 1 % )  > JP-8P (3.1 ~ 1 % )  2 11x14 (3.0 ~ 1 % ) .  These figures 
are extremely large if one considers the deposit formation inside. fuel lines in aircmf~ It is clear from Figure 3 that 
adding a small amount of tetralin significantly reduced the deposit formation from all these compounds. As for the 
effciency of Hdonor. adding 10 VOW leb'aIin to P-8, n-Cl4 and n-BB reduced the formation of deposits by 90% (from 
3.1 (0 0.3 ~ 1 % ) .  77% (from 3.0 IO 0.7 ~ 1 % )  and 54% (from 5.6 to 2.6 ~ 1 % ) .  respectively. These results demonstrate 
that by means of H-transferring pyrolysis. hydro*ubon jet fuels can be used at high operating temperatures in pyrolytic 
regime with liale or no solid deposition. 

Multi-ring cyclic alkanes such as decalin can also Serve as H-donors at high temperatures. although decalin is not 
as active as retralin for inhibiting solid formation (Song et al.. 1991~). Table 1 shows that decalin can also suppress 
the deposit formation from P-8P jet fuel, n-Cl4 and n-BB. In fact. adding both trans- and cis-D by 50 vol % almost 
eliminated solid formation from n-Cl4, JP-8P. and n-BB. Since decalin and nC14 are also representative components 
of coal- and petroleum-derived jet fuels, respectively, their mixture can also be viewed as a fuel blend. These results also 
accouni for the fact observed in previous work that the presence of significant amounts of CIFc18 in coal-derived JP- 
8C did not cause remarkable solid formation (Song el al.. 1991b, 1992a). 

Based on the foregoing, the reduced solid formation and the enhanced stability of hydrocarbons in H-transferring 
pyrolysis can be attributed lo the stabilization of the reactive radicals via hydrogen-abstraction from tetralin or decalin 
type compounds, which contributes mainly to inhibiting the secondary radical reactions and suppressing solid 
formation. as shown in Scheme IV. 

Scheme IV. Radical Stabilization via H-Transfer from Tetralin and Decalin 

We furlher examined the effect of adding 10 vol% H-donor teualin on pyrolysis of n-C14, n-BB, n-BCH. and 
cis-D at450"C for 0.5 h Fable 1). Adding teualin significantly suppressed the nC14 decomposition, and its conversion 
deneased from 49 to 37 mol%. Surprisingly, it was found that the yields of lower alkanes decreased more than those of 
corresponding I-alkenes upon rehalin addition. For example. the ratio of Idodecene to ndodecane i n d  from 1.6 to 
2.6, and lhar of I-undecene to undecane increased from 0.5 to 0.6 upon addition of 10 vol% teualin. In long duration 
runs. the effect of tetralin in suppressing n-Cl4 decomposition becomes smaller. This is because Hdonors inhibit the 
radical-induced reactions but do not suppress the homolytic C-C bond cleavage. After 4 h. the major effects of Hdonor 
appear to be. the inhibition of solid and Ci-C4 gas formation, as can be seen from Table 1. 

For 30 min run of n-BCH, adding temlm decreased its conversion from about 12 to 6 mol%. In addition to 
the conversion decrease. Ihe product distribution pattern changed upon m l i n  addition. It was found that the decwing 
extents in yields of cyclohexane. methyl- and ethylcyclohcxane were higher than those for cyclohexene. methyl- and 
ethylcyclohexene. For cis-D. adding 10 vol% teualin suppressed the isomerization and decomposition of cisdecalin: 
the conversion decreased from I2 to 8 mol%. and h e  cis-D/ms-D ratio increared from 14.2 to 18.9. 

111. Reactions of H-donors in H-Transferring Pyrolysis 

Teetralin isquire stable when stressed alone a! 450°C. The major products from pyrolysis of pure w a l i n  are I -  
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methylindan and naphthalene as well as a small amount of n-butylbenzene. Even after 8 h pymlysis at 4500C. the total 
gas products were still within 1 wt%. indicating the ring-opening cracking and dealkylation reactions were very limited 
with twalin. On the basis of the findings of Benjamin et al. (1979) and Franz et al. (1980), the isomerization proceeds 
h u g h  the 2-teUalyl radical to form 1-indanylmethyl radical, as shown in Scheme V. 

Scheme V. Isomerization of Tetralin to 1-Methylindan 

+ R -  

In the H-transferring pyrolysis of n-C14 and n-BB, the distribution of products from tevalin shows a 
significantly different pattern. n-BB is a reactive alkylbenzene (Peng et al., 1992) As shown in Scheme VI, in the 
presence of n-Cl4 or n-BB, tevalin mainly undergoes dehydrogenation reaction to form naphthalene. For the m u t u a  
of 10 vol% teualin with reactive compounds such as n-C14 or n-BB, the ring-contraction isomerization was enhanced 
slightly at 450°C for 30 min but funher increasing residence time increased mainly dehydrogenation. After 4 h. more 
lhan 90% of l e d i n  has been dehydrogenated in the case of i u  mixture and iu isomerization was reduced significantly as 
compared to the run of itself. For 30 min runs, the radicals from n-BB were more active in dehydrogenating tetralin, 
although n-BB conversion was lower than that of nC14 under this condition. For the mixtures of 25 VOW tevalin 
with n-C14, however, the yield of I-methylindan from tehalin increased significantly aRer4 h run. the value of which is 
close to that from pure t e d i n .  

Scheme VI. Products from Tetralin in Pyrolysis & H-Transferring Pyrolysis 
Me 

' 45OoC/30 min 1.7 1.3 0.2 mol% 
4.0 0.5 mol% 

10%Tetralin-C14 
450"C/30 min 5.9 4.5 mol% 
45OoC/4 h 90.9 5.7 mol% 

45O0C/30 min 27.1 3.6 mol% 
45OoC/4 h 97.0 2.3 mol% 

450"C/4 h 64.1 12.6 mol% 

45OoC/4 h 92.3 5.6 mol% 

1 OITetralin-BB 

25 %Te tr a1 in-C 1 4 

25ITetralin-BB 

Takimg into account the difference in reaction mechanisms of dehydrogenation (Scheme IV) and isomerization 
(Scheme V). ow resulu show tha~ when the Hdonor concentration is relatively low. the radicals from nC14 and n-BB 
mainly abstract benzylic hydrogen to yield 1-tetralyl radical. In such case, the formation of 2-tetralyl radical is very 
limited and hence the isomerization is not very important. This also confirms that the reactions via 1-twalyl radical 
shown in Scheme IV are the major reactions. When tetralin is present at high levels, however, radicals fmm n-C14 
abstract hydrogens from bolh I -  and 2-positions. AS a result, n-C14 not only promotes tevalin dehydrogenation. but 
also enhances its isomerization to form I-methylindan. although the former is still the dominant reaction. It is also 
interesting to note that the presence of 90 ~ 0 1 %  n-BCH caused little increase in reactions of tetralin, neither 
dehydrogenation nor isomerization, although teualin suppressed the n-BCH decomposition from 12 to 6 mol% at 45VC 
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for 0.5 h. On the contrary, adding 10 vol% teaalin 0 n-BB had Liule impact on n-BB conversion and gas formation at 
4 W C  for 0.5 h. although terralin dehydrogenation was more d b l e  lhan in the case of n-BCH. 

CONCLUSIONS 

High temperature thmnal stability of hydrocarbons depends mainly on their chemical Srmclure, carbon number. 
length of mainchain or alkyl side-chain, and steric conformation (cis. uans). Cyc1oabne.s are more stable lhan long- 
chain paraftins. The stability of suaightchain paraftins decreases wirh increasing carbon number. Increasing thc length 
of side-chain of alkylcyclohexanes decreases the thermal srability. Steric cmfonnance also affects thermal nactivity. and 
it was found that vansdecaliin is much more stable than c i s d d i n .  

F’ydysis of n-tebademne, a JP-8P jet fuel and n-butylbenzene a1 450T can result in s ign i fmt  amounts of solid 
deposits. Adding small amounts of Hdonors such BS tevalin and decalins WBF found to be effective for inhibiting fuel 
decomposition and solid formation at 45OOC. By taking advanrage of hydrogen-transferring pyrolysis reported in this 
work, hydrocarbon jel fuels can be used at high temperatures in pyrolytic regime with liule or M solid deposition. 
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Table I. Deposit Formation and Liquid Depletion during H-Transferring q.rOlysis of 

Feedstocks Condition Roducu (w1%) 
Hydrocarbons and JP-8P Jet Fuel 

Sample + volS Temp.93 Time, h C1C4 t C 5  Solid Remveed 
H-Donor G ~ S  muid Deposita & p i &  

n-Temdeame 450°C 4.0 38.3 58.8 3.0 1.9 
Tetradecane + 50% cis-Decalin 19.5 80.3 0.1 0 

Tet radme+ 50% hans-Decalin 18.2 81.7 0.1 0 
Tewdecane + 10% TeIralim 27.3 72.0 0.7 0.2 

Tewdecane + 50% Tetralin 9.1 90.8 0.1 0 

Cis-Decalin 5.4 94.6 0 0 
wnbDecalin 0.8 99.2 0 0 

Teoalin 0.7 99.4 0 0 

nlutylbemwe (n-BB) 17.2 71.2 5.6 5.0 

n-BB + 50% cis-Decalin 14.3 85.9 0 0 
n-BB + 50% trans-Decalin 12.1 87.9 0 0 
n-BB + 10% Teualin 15.4 82.0 2.6 2.5 

n-BB + 50% Terralin 9.8 90.2 0 0 

JP-8P Jet Fuel 26.8 70.2 3.1 1.9 

1P-8P+ 50% ms-Decalin 13.3 86.6 0.1 0 

JP-8P + 10% Tevalin 20.0 79.7 0.3 0.1 

JP-8P + 50% Teualin 7.9 92.0 0.1 0 

n-Temdsaw 450 0.5 5.9 94.1 0 0 

n-Temdecane + 10% Tenalin 2.3 97.7 0 0 

n-Butylbenme 5.1 94.9 0 0 
n-BB + 10% Tenalin 5.4 94.6 0 0 

n-Butylcyclohexane 1.8 98.2 0 0 
n-Butylcyclohexane + 10% Tetralin '' 0.7 99.3 0 0 

Cis-Decalin 0.3 99.7 0 0 
cis-Decalm + 10% Tewlin 0.2 99.8 0 0 
Teualin 0.1 99.9 0 0 

a) Solid deposit on the reactor wall determined by measuring weight gain of the microreactor 
after the stressing, pentane washing and drying; b) Solid deposit recovered from the reactor wall. 
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POTENTIAL STABILIZERS FOR JET FUELS SUBJECTED 
TO THERMAL STRESS ABOVE 400°C: 2. NMR STUDIES. 

Maria Sobkowiak, Leena Selvamj, Emily Yoon and Michael MColeman' 
Department of Materials Science and Engineering 

The Pennsylvania State University 
University Park, PA 16802 
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INTRODUCTION 

We recently the results of Fourier transform infrared (FlTR) and visual studies 
of Jet A-1 samples that had been subjected to thermal stresses for varying periods of time at a 
temperature of 425OC. FTIR spectroscopy was shown to be an excellent experimental method that 
has just about the right degree of sensitivity for our purposes, as it probes at the level of the 
functional group and is capable of unveiling the major reactions that lead to the formation of 
carbonaceous solids during thermal stressing at these high temperatures. From these leads we 
have been successful in identifying a number of additives, specifically benzyl alcohol and 
1,4-benzene dimethanol, that appear to function as hydrogen donors and which perform well as 
thermal stabilizers, significantly retarding the onset of carbonaceous solid formation in jet fuels at 
temperatures in excess of 400°C. 

Evidence obtained from the infrared studies performed to date suggests that the primary 
route to carbonaceous deposits at temperatures above 4OOOC may well be the formation of olefins, 
followed by cyclization and aromatization, similar to the mechanism suggested for the degradation 
of polyaqlonimle copolymers used in the formation of carbon fibers3. The focus of our research 
thus turned to studying molecules that might act as hydrogen donors in the anticipation that they 
might resaturate the double bonds as they are produced and ultimately retard the subsequent 
reactions that result in the formation of carbonaceous solids. Hydrogenation agents employed in 
coal liquefaction, such as tetralin or tetrahydroquinoline, do act as thermal stabilizers and 
significantly retard the formation of carbonaceous solids. 

Surprisingly, however, the best thermal stabilizers we found were methalol derivatives, 
such as benzyl alcohol and 1P-benzene dimethanol2. From infrared studies of the Jet A-1 fuels 
containing these two alcohols we know that methalol groups slowly transform over a period of 
hours in the jet fuel to aldehydes. A simple mass balance indicates that this is achieved with the 
loss of two hydrogen atoms and this suggests that benzyl alcohol and benzene 1,4-dimethanol act 
as in siru hydrogenation agents at high temperatures, similar to coal liquefaction reagents, 
resaturating olefinic double bonds as &hey are formed and interfering with the process of 
aromatization and subsequent formation of carbonaceous solids. 

While the infrared studies performed to date have been rewarding, parallel NMR studies, 
which are the main focus of this preprint, were initiated to assist in the interpretation of the changes 
observed in the infrared spectra as a function of thermal stressing. NMR studies also provide 
additional information that is useful for the elucidation of the principal reaction pathways that lead 
to a retardation of carbonaceous solid formation. 

EXPERIMENTAL 

Samples for these studies were prepared from an essentially additive free Jet A-1 fuel 
supplied by the Air ForcelwRDC Aero Propulsion Laboratory (No. 90-POSF-2747). Benzyl 
alcohol and benzene 1.4-dimethanol were purchased from Aldrich Chemical Company and used 
without further purification. 

Thermal stressing was performed on 10 ml samples at 425OC in 15 ml type 316 stainless 
steel micro reactorsz under 100 psi of air. The micro reactor containing the sample was purged 

* To whom correspondence should be addressed. 
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with UHP-grade N2 five times at lo00 psi to minimize the presence of dissolved oxygen and 
finally pressurized with 100 psi of air. It was then placed in a preheated sand bath at 425'C for the 
required reaction time, followed by quenching into cold water and depressurization to remove head 
space gases. 

The spectra were recorded on a Brucker wpux) insaument at a field strength of 200 MHZ. 
Samples for NMR analyses were prepared as 15 wt % solutions in deuterated chloroform. 

RESULTS AND DISCUSSION 

1. Thermal Stressing of Neat Jet A-1 Fuel at 425'C. 

The physical appearance of the neat Jet A-1 fuel after thermal smsing at 425°C under 100 
psi of air, changes from a clear. colorless, transparent lquid to a transparent, light yellow liquid 
after Ih, a slightly turbid, light brown liquid after 3h and a black liquid after 6h. Between 6 and 
24h the black liquid becomes progressively more turbid and there is an obvious increasing 
presence of black carbonaceous solids (color pictures are shown in ref. 2). Changes observed in 
the infrared spectra of neat Jet A-1 fuel as a function of thermal s w i n g  time led us to consider 
hydrogen donors as potential stabilizers. Prominent bands at approximately 1642 /1652 and 890 / 
910 cm-1 in the spectra were assigned to C=C stretching vibrations resulting from the formation of 
olefins during thermal stressing. Between 6 and 18h these bands decrease in intensity and are 
barely detected after 12h in air a 425OC Other relatively broad bands are observed at 

samples after reaction times exceed 6h. These bands were attributed to substituted aromatics and 
their presence correlates well with the observation of the black carbonaceous material in the 
thermally stressed fuel at long reaction times. 

Figure 1 shows 'H NMR spectra (0-10 ppm) recorded at mom temperature of Jet A-1 fuel 
samples thermally stressed under air after time periods of 0, 1.3.6, 12, 18 and 24h at 425°C. The 
NMR spectrum of the neat unstressed fuel is representative of a typical complex hydrocarbon 
mixture4 with prominent lines attributed to paraffinic methyl and y-methyl protons (0.5-1.05 ppm); 
paraffinic methylene, y-methylene, Pmethyl and Pmethylene protons (1.05-2.0 ppm); a-methyl 
protons (Ar-CH3*; 2.0-2.6 ppm); a-methylene protons (Ar-CHZ*-R; 2.6-3.4 pprn); a-methylene 
protons (Ar-CHZ*-h, 3.4-4.5 ppm) and aromatic protons (6.0-9.0 ppm). For completeness, 
olefinic protons, which are not detected at this scale expansion, resonate between 4.5-6.0 ppm. 
Upon thermal stressing at 425'C the distribution of aliphatic to aromatic moieties changes in favor 
of the latter. Systematic increases in the intensity of a-methyl, a-methylene and aromatic protons 
with corresponding decreases in the intensity of p d f i n i c  methyl and methylene groups are 
observed. Figure 2 shows 'H NMR spectra of the same samples (figure 1) scale expanded in the 
olefinic proton region (4.5-6.0 ppm). In the unstressed Jet A-1 fuel olefinic protons are not 
detected. However, in the spectra obtained after the sample had been thermally stressed for 1 and 
3h there is the obvious presence of N W  resonances that may be attributed to internal and external 
olefins. In common with the infrared result.+, the concentration of olefins appears to maximize 
between 3 and 6h. Thus the NMR results obtained on the thermally stressed neat Jet A-1 
corroborate the infrared spectroscopic findings. 

2. Thermal Stressing of Jet A-1 Fuel Containing 5% Benzyl Alcohol at 425'C. 

As we have demonstrated previously2 the addition of 5% benzyl alcohol to Jet A- 1 fuel 
results in a significant improvement in the thermal stability at 425OC, as confirmed by the 
retardation of carbonaceous solid formation by some 3h. Infrared spectroscopic analysis was 
informative. A band at 1 7 2 0 ~ m - ~ ,  assigned to the carbonyl stretching vibration of benzaldehyde 
was observed to increase in intensity to a maximum after approximately 3h of thermal stressing, 
decrease somewhat at 6h and was essentially absent at 12h of thermal stressing. Concomitant with 
these observations bands assigned to C=C stretching vibrations are detected at lh, rise to a 
maximum at about 6h and are barely detected at 12h of thermal saessing. Significantly, after 12h 
of thermal stressing bands assigned to substituted aromatics are present and this again correlates 

approximately 880 and 675 cm- I and these become increasingly prominent in spectra of the 
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well with the observation of the black carbonaceous material in the thermally stressed fuel. The 
interpretation of these results was as follows. Benzyl alcohol and similar molecules slowly 
transform over a period of hours in the jet fuel to aldehydes with the loss of two hydrogen atoms. 
We believe that they act as in siru hydrogenation agents at high temperatures, similar to coal 
liquefaction reagents, resaturating olefinic double bonds as they are formed and interfering with the 
process of aromatization and subsequent formation of carbonaceous solids. 

Figure 3 shows 'H NMR spectra (0-10 ppm) recorded at room temperature of Jet A-1 fuel 
samples containing 5% benzyl alcohol and thermally stressed under air after time periods of 0,10, 
60, 180,360, and 720 min. at 425OC. A comparison of the spectra of the unstressed Jet A-1 fuel 
with (figure 3) and without (figure 1) the additive, reveals that benzyl alcohol has a convenient 
characteristic resonance at 4.74 ppm athibutable to the hydroxyl proton of the methalol group. 
Figure 4 shows lH NMR spectra of the same samples (figure 3) scale expanded in the olefinic 
proton region (4.5-6.0 ppm). In the unstressed sample there is no evidence of resonances 
attributable to oleffic protons and the spectrum is dominated by the intense line associated with the 
methalol group of benzyl alcohol at 4.74 ppm. It is significant that the intensity of this line at 4.74 
ppm decreases as a function of thermal stressing, but is still present in the spectrum recorded after 
6h at 425OC. This implies that benzyl alcohol gradually transforms to benzyladehyde (see infrared 
results*) in the Jet A-1 fuel over a period in excess of 6h under air at 425OC. At the same time, the 
olefinic resonances are clearly observed in the sample thermally stressed for 6h which is consistent 
with the infrared results and lends support for the in siru hydrogenation hypothesis. 
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Figure 2. Scale expanded 1H NMR spectra in the olefinic region of neat Jet A-1 fuel 
thermally stressed for the times indicated over air at 425°C. 
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Figure 4. Scale expandedlH NMR spectra in the olefinic region of Jet A-1 fuel containing 5% 
benzyl alcohol thermally stressed for the times indicated over ab at 425OC. 
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INTRODUCTION 

The thermal stability of jet fuels plays an important role in the design and development of future hypemnic aircrafL 
It was reponed (hat the fuel in these new hypersonic aircraft may reach temperatures higher than 500°C. The 
temperatures are. much higher than the current maximum operating temperature for the conventional aviation jet 
fuels. When the fuels are exposed to such high temperatures. serious pyrolytic degradation of the fuels will occur 
and will result in the fonnation of solid deposits on critical aircraft systems such as fuel pipeline, filter, and engine 
pans (Roquermore et al., 1989). This means that advanced jet fuels are required for hypersonic aircraft. The 
development of such fuels warrants detailed study of pyrolytic degradation of hydrocarbon fuels. 

The ultimate goal of our research project is to develop advanced jet fuels that are thermally stable at high 
temperatures. The objectives of this work are. 10 rank the thermal stability of current fuels, to identify thermally 
stable compounds in fuels, to clarify the chemisy of pyrolytic degradation and mechanisms of solid formation, and 
to enhance the inIrinsic stability of jet fuels by optimizing fuel composition. The future fuels might derive not only 
from petroleum, but also from hydrocarbon resources such as coal. tar sands, and oil shale. The scope of this pper 
will concenh'ate on the thermal stability study of ten fuels including four coal-derived fuels and six pemleumderived 
military and commercial jet fuels. The results concerning the effects of hydrogendonors on the fuel stability are. 
presented in Song et al. (1992b). In this study, the relative thermal stabilities of the fuels have been elucidated by 
their chemical composition. 

EXPERIMENTAL - 
Thermal stressing of the jet fuels and middle distillates were studied in tubing bomb reactors at 450T for a heating 
period of 0-8 hours under 0.69 Mpa UHP-Nz. The tubing bomb reactors were described in detail elsewhere (Eser et 
al., 1990). A 5 ml sample was confined in a leak-tested reactor. The sample was deoxygenated through repetitive (6 
limes) pressurization to 6.9 MPa with UHP-N.2 and purging to remove oxygedair in the reacm or dissolved in the 
sample. The reactor was pressurized to the desired staning pressure of 0.69 MPa with UHP-NZ before being 
immersed into a fluidized sand bath which has been preheated to 450°C. After the experiment was slarted. the 
reaction pressure was closely monitored. The experiment was ended after the desired stressing time by removing the 
reactor from the fluidized sand bath and immediately quenching in a cool water bath. The headspace gas w collected 
in a gas sampling bag. 

The gas samples were analyzed for their compositions and quantities by using a Perkin-Elmer Autosystem gas 
chromatograph (Go.  Two detectors, a thermal conductivity detector CrCD) and a flame ionization detector (FID), 
were used to analyze the gas composition. The TCD was used to determine CHq. CzHz, C2H4, and CzHg as well as 
non-hydrocarbon gases such as Hz. CO. and CgZ. The FID was used to detect hydmcarbon gases from Cl to c6. 
The GC columns used were a IO feet long, 1/8 inch diameter stainless steel column packed with 100/120 Carbosieve 
SI1 (Supelco) for TCD and a 6 feet long, 1/8 inch diameter stainless steel column packed with 80/100 Chemipack C 
18 for FID. There. are. two liquid samples collected from each experiment one is the liquid residue dir@y collecLed 
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from the reactor and the other is washed from the reaclor wall with pentane. The compounds in the liquid products 
were identifd by a HP 5890 Series n GC coupled with HP 5971A M y  Selective Detector (MSD) and quantified 
by a Perkin-Elmer GC 8500. The column used was a 30 m. 0.25 mm 1.d.. DB-17 Fused Silica Capillary Column 
(50% phenyl, 50% methyl silicone) with a film thickness of 0.25 m. The solid deposits are operationally defined 
as the materials which are not soluble in the resulting liquid co-products and pentane (washing solvent). The solid 
deposits are to be analyzed by Fourier transform infra-red speemscoW and NMR spech'mcopy. 

l5aaulh 

Ten jet fuels and middle &lab% were studied. Four d-derived fuels include JP-8C from hydromating of liquids 
produced from the Great Plains Gasification plant and middle distillates derived either from dinct coal liquefaction 
(WI-MD from Wilsonville plant and HRI-MD from HRI) or from indireet coal Liquefaction m - M D  from Fischer- 
Tmpsch synthesis). Six petroleum-derived mililary and commercial jet fuels include JPTS (fhemally stable jet 
fuel). JP7. JP-8P. JP-8P2. Jet A. and Jet A-I. The basic information of these fuels is presented in Table 1, and the 
propenies of the samples are discussed in the following section. 

RESULTS AND DISCUSSION 

The fuel densities m g e  from 0.76 g/cm3 (FT-MD) to 0.96 g/cm3 (WI-MD) with most falling in a smaller range of 
0.79 (0 0.81 g/cm3 (JFTS, JP-7. JP-8P. Jet A, Jet A-I, and JP-8P2). The densities of JP-BC and HRI-MD are 0.84 
and 0.92 g/cm3. respectively. All the fuels were analyzed by GC and GC-MS before and after thermal s(ressing. and 
they are all complex mixtures of hundreds of compounds. Because of the large number of compounds in the fuels, 
one way to visualize heii compositions is employing the total ion chromatograms (TIC) and specific ion 
chromatograms (SIC) of GC-MS analysis. Figure 1 presents the TIC and SIC (ions of m/z 57.83.91.105. and 
142) of JP-8P2. The fmgment ions of m/z 57. 83, and 142 are characteristics of long-chain paraffins, 
alkylcyclohexanes. and alkylnaphthalenes. respectively. The ions of 91 and 105 imply the presence of 
akylbenzenes. From the resemblance between TIC and SIC of m/z 57. we can find chat the dominant constituents 
in JP-8P2 are the long-chain paraffins with carbon-number mging from CJJ to c17 with most falling between Clo 
to CIS. The alkylbenzenes (C2- - C6-. mainly C3- - C y )  conlent is about 20 perceni JP-8P2 also includes 5% 
alkylcyclohexanes (Cp - Cs-) and low concentrations of Win. alkylidan. and alkylnaphthalenes. 

JP-8P. Jet A, JP-7. FT-MD. JPTS. and Jet A-1 are also paraffinic fuels derived from petroleum with long-chain 
paraffins as the dominant constituents, but the overall compositions and paraffins distributions are somewhat 
differenL Figwe 2 shows the SIC (mh 57) for six of the seven paraffinic fuels. We can see that JP-8P and Jet A are 
quite similar lo JP-8P2 in terms of the long-chain paraffins distributions. Jet A-I has a nanuwer band from C10 to 
C I ~  wih most falling between CII and CIZ. JPTS has a band from Cg to CIS. JP-7 has a band from C11 to Cl6 
with an average carbon number of 12. IT-MD is also a paraffinic fuel, although derived from coal. having almost 
exclusively paraffins (Cg - C21) with very low concentration of cycloparaffins. Table 2 summarizes the 
approximate compositions of the seven paraffinic fuels based on the three major hydrocarbon types found in fuels 
(pamfhs. alkylbenzenes, alkylcyclohexanes) and o h s  (such as alkylnaphlhalenes. alkylindans. etc). 

JP-8C. WI-MD, and HRI-MD are all coal-derived fuels. but their compositions are quite different from pemleum- 
derivedparaffiinic fuels. P-8C is composed mainly of momcyclic and bicyclic alkanes. and two-ring hydroammatic 
compounds. Thc major components are alkyl-substituted cyclohcxancs (about 45%). decalin (6.3%). CI-decalin 
(4%). and tetrain (3.9%). There an? also about 10% alkylbenzenes. HRI-MD is a heavy fuel, i.e.. with many high 
molecular-weight components compared with the paralfinic fuels and JP-8C. HRI-MD consists of (alkyl) bicyclic 
alkanes. alkyl two-ring aromatic compounds and some alkylbenzenes. There are about 15% alkyl-substituted 
(mainly. Co- - C3-) cyclohexanes and only 8% long-chain paraffins. There are also some (Cw - Q-) 3-ring or 4- 
ring ammaks. Regarding WI-MD. it is heavier (with carbon number 212) than the other nine fuels with few light 
molecular weight compounds. It has very high content of aromatics (with ring size not less lhan 2). The most 
abundant peaks are pyrene (4%) and multi-hydmpyrenes (mal about 8%). and less than 10% paraffins (c14 - Cu). 
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pemdation Product Distributions and Stabilitv Cornoarison 

The relative thermal stabilities of hydrocarbons in fuels as well as the whole fuels themselves were identified based 
on the overall reaction products (gas. liquid, and solid) distributions and GC/GC-MS analysis of the liquid products. 
For the hydrocarbons in fuels, it was found that at 450°C long-chain n- and iso-paffins (2C11). and n-alkylbenzenes 
(alkylxj-) are some of the unstable compounds. Some compounds that are relatively more stable compounds 
include long-chain paraffins (SCcg). long-chain paraffins (C9 and (210, up to 4 hr). Co- to Cj-cycloalkanes, and Co- 
to C+xzenes. One example is shown in Figure 3. which presents the (Mal ion chromatograms of the neat sample 
of, and the liquid products from. FT-MD after thermal sb’essing at 450°C for 1-8 hours. Recall that IT-MD is a 
paraffinic fuel which has paraffins ranging from C9 to C ~ I .  We can clearly fmd that long-chain paraffins of C11 
through C21 decompose quickly; the decomposition rate increases with increasing chain size. Quantitative results 
from GC and qualitative results from GC-MS indicate that the main reactions occurring in the fmt 2.5 hours include 
cracking of the paraffms into lower alkanes and olefins, and cyclization to form alkylcyclic alkanes and olefins. The 
akylcyclic compounds were then subjected to dehydrogenation to form alkylbenzenes. This observation is 
consistent with the mechanisms proposed by Song et al. (19923). A quantimtive presentation of how the paraffins 
content changes with time is shown in Figure 4 for the same sample. The paraffms were divided into 12 groups 
based on the carbon numbers; each group consists of straight and branched alkanes with the same carbon number. 
Figure 4 shows lhat at 450T long-chain paraffins with carbon number no less than 11 (Le., Cn. 11211) are unstable. 
C15 through C21 decompose completely by 2.5 hours. Notice that the content of C9 increases from the initial 0.5% 
to 5.7% at 1 hour and Ihen decreases to 3.1% after 2.5 hours. The initial increase is contributed from cracking yield 
from longer chain paraffms, and the C9 later decomposes and results in the C9 fraction decreasing with increasing 
time. 

The yields of the gas components from JP-8P thermally stressed at 450°C for 1-8 hours are presented in Figure 5. 
Methane is always the most abundant gaseous product (in mmole) followed by ethane and propane over the stressing 
range: this is also true for all other nine fuels studied. Another common characleristic for the fuels is that the 
paraffmic gases ( C h ,  C & j .  C3Hg. and CqH10) increase with increasing time but the olefinic gases (C2H4. C3&. 
C4H8) increase initially then decrease with increasing time. Continuous cracking accounts for the progressive 
increase of paraffinic gases and Ihe initial increase of olefinin gases. Olefins are known to be less stable and highly 
reactive because of unsaturation; this results in the later decrease of olefmic gases. 

The decomposition extents of the ten fuels are significantly affected by their compositions. Figure 6 shows the gas 
yields from the ten fuels stressed for 1-8 hours. The figure indicates that the three coal-derived non-paraffinic fuels, 
i.e., JP-8C. HRI-MD, and Wl-MD. are more stable than the other Seven paraffinic fuels in terms of less gas 
formation. The difference in stability in terms of the gas formation is attributed IO the composition difference. 
paraffinic fuels produce more gases because the mapr reaction for long-chain paralfins is cracking into lighter gases 
of alkanes and olefins. On the other hand, the compositions of the three wal-derived non-paraffinic fuels are quite 
different from the paraffinic fuels; they have low fraction of paraffins but are rich in cyclic alkanes and 
hydmaromatics. Thus the major reaction for them is dehydrogenation to form alkylbenzenes (liquid yields) instead of 
the formation of low molecular-weight gases. It can be seen that HRI-MD and FT-MD produce the gas the least and 
the most. respectively. For example, the gas yields for HRI-MD and FT-MD are respectively 3.3% and 17% at 1 
hour, 10% and 33% at 4 hours, and 16% and 52% at 8 hours. The six petroleumderived paraffinic fuels (JP-8P. Jet 
A, JP-7, IT-MD, JPTS, and Jet A-1) have similar gas yields (ranging from 37% IO 40%) for &hour stressing. 
However, for 1- - 4-hour suessing. Jet A-I has the lowest or second to the lowest gas yields, this is consistent with 
the fact that among the paraffinic fuels, Jet A-I has the lowest paraffin content and the narrowest N f m  band (from 
C1o to C14. with most falling between C11 and Clz). 

The solid yields from the ten fuels sveSsed for 1-8 hours are presented in Figure. 7. The figure shows that there is no 
solid formed after I-hour stressing for all the ten fuels. and the solid s t a m  to form between 1 and 2.5 hours. The 
induction One. which is the time period needed for the formation of solid precmrs (such as polyaromatics) from 
reactive inlermediates, differs for each fuel. It was found that fuels rich in hydrogen-donors (such as cyclic alkanes) 
have longer induction period and tend IO have better stability. The hydrogen abstracted from hydrogendonors 
stabilizes the reactive radicals; this in consequence inhibits the secondaty radical reactions and suppresses solid 
formation (Song et al., 1992b). Two of the three coal-derived non-paraffinic fuels, JP-8C and HRI-MD. have much 
better stability than other fuels in terms of much less solid formation. This is again attributed to the composition 
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difference and the faet that JP-W and HRI-MD have high concenlmion of hyhgen donom. Figure 7 slso shows 
that JP-7 and JPTS have higher stability among the seven paralfnic fuels in terms of less solid formation. This is 
also attribmd to lheir lower aromatics content and higher hydrogadonor compounds (alkyleyclohwans). 

WI-MD. on the other hand, does not have good stability in the long run. judging horn its high solid formation at % 
hour saessing. Figure 8 presents fhe told ion chmatogYams of the ncat sample of. and the liquid products from, 
WI-MD after thermal svessing al450"C for 1-8 hours. It can be seen that WI-MD has very high conlent of 
aromatics and hydroammatics. The hydmaromalics decomposed quickly to form saturaled aromatics lhmugh 
dehydrogenation, and these aromatic compomds subsequently form more polycyrlic ammatic hymocarbons and solid 
deposits. WI-MD Seems to be stable in terms of low gas formation; however, GC-MS analysis of the liquid 
producu shows that in fact WI-MD is quite unstable and decomposes quickly to form ammatics and precursors to 
solid In short, WI-MD tends to form more solid lhan other fuels due to its high aromatic content nature. and it can 
not be a good jet fuel. 

CONCLUSI0N.S 

The thermal stability of the fuels is significantly affected by chci chemical composition. Pyrolysis of ten jet fuels 
and middle distillates has been studied in a tubing bomb reactor. The compositions of the smsed as well as neat 
fuels were all qualitatively and quantitatively characterized by GC and GC-MS. This information is useful in 
explaining and evaluating the thermal stability of fuels. The relative thamal stabilities of hydrocarbons in fuels as 
well as the whole fuels themselves were identified. The fuels with higher conlenu of 1-3 ring cycloalkanes m d / ~  
hydroammatics are more stable than those with higher contents of long-chain paraffins in terms of less gas 
formation. The fanner includes JP-8C. HRI-MD and WI-MD. and the latter cows the remaining 7 fuels including 
six pemleumderived p d f m i c  fuels and one paraffinic fuel from indirect coal liquefaftion. Among the paraftimic 
fuels, higher stability in terms of less gas formation was observed for those fuels having narmwer distribution of 
paraffms with relatively shorter chain, e.g.. Jet A-I; those with lower ammatics conlent and higher hydrogendonor 
compounds exhibits less solid formation . Overall. coal-daived JP-8C and HRI-MD have the best hemal stability 
among the ten fuels studied either in tenns of less gas or solid formation. 
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Table 1. Coal- and Petroleum-Derived Jet Fuels and Middle Distillates 

Fuel Description Received Suppliertiource Sample No. 

1) JP-8C HydmueatedJP-8 
2) WI-MD Middle distillales from cml 

liquefaction at Wilsonville 
3) IT-MD Middledistillamfrom 

Fischer-Tropsch Synthesis 
4) HRI-MD Middledistilliuesfromcml 

liquefaction at HRI 
--Derived Jet F a  
5) JP-8P Petroleum-Derived JP-8 
6) JP-8pZ Petroleum-Derived JP-8 
7) JP-7 Peuoleum-Derived JP-7 
8) Jet A-1 Commercial jet fuel 
9) JPTS Thermally stable jet fuel 
10) Jet A Commercial jet fuel 

5-30-89 

4-20-90 

8-16-91 

11-26-91 

5-30-89 
5-3 1-90 
5-3 1-90 
8-16-91 
8-16-91 
8-16-91 

WPAFB 

DOE PETC 

DOE PETC 

WPAFB 

WPAFB 
WPAFB/rnks-15 
WPAFBFmk S-16 
WAFB/Tank S-7 
WAFB 
W A F B  

89-WSF-2685 ? 

2598 MD 

PETC F-T 

83-FOSF-0849 

90-POSF-2747 
9 1-POSF-2799 
90-POSF-2827 

Table 2. Approximate Compositions of Paraffinic Fuels 

Weieht % 
Fuel Paraffins Alkylbenzenes Alkylcyclohexanes Others 

JP-8m - 70% -2O%(C2--C6-) - 5 % ( ~ 3 - - ~ 8 - )  
JP-8P - 75% -12%(C2--Cq-) - 8%(C3--C7-) 
Jet A - 80% - 10% (Cp- -C4-) - 6% (Cl- - Cs-) 
JP-7 - 90% very low - 10% (Cy - cs-) 
FT-MD -100% low 
JPTS - 70% - 8% (Cz- -Q-) - 13% (Cl--C7-) 
1etA-l - 65% -26%(C3- -Cy) - 6%(cq--c5-) 
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Figurc 1. Total and specific ion chromatograms (ions of m/z 57,83,91,105. 
and 142) of JP-8P2 from GC-MS analysis. 
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Figure. 2. Specific ion chromatograms (ion of m/z 57) of six paramnic fuels. 
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TIC: FT-MD 
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Retention Time (min.) 

-, ET-MD afm t h d  SneSSing at 45OOC fa 1-8 horn. 
Figure 3. Total ion chromatograms of the. neat sample of, and the liquid products 
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Figure 4. Paraffins distribution of 
liquids from FT-MD 

& 2 5 h  +8hr 

Fuel Type 

Figure 6. Yields of gases at 450°C 

Gas components 

Figure 5. Yields of H, and C, - C, 
gases from JP-8P 

Fuel Type 

Figure 7. Yields of solid deposits at 450°C 
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48 TIC: WI-MD 
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Figure 8. Total ion chromatograms of the neat sample of, and the liqid producu 
from, WI-MD after thermal stressing at 450°C for 1-8 hours. 
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ABSTRACT 

Pretreatment experiments were done under hydrous pyrolysis conditions with four Argonne 
Premium coals (Zap lignite, Wyodak subbituminous, Illinois bituminous, Pittsburgh bituminous) 
over a range of temperatures (250 -350 "C) and pressures (1000 - 4000 psig). The residues 
from these experiments were further studied by programmed pyrolysis in a TG-FTIR 
system. The yields of pyrolysis tar were found to increase sharply at short 
pretreatment times (< 60 min at 350 "C) and decline slowly at longer times. The yields 
of pyrolysis methane increase monotonically with pretreatment time, while the yields 
of pyrolysis CO, decline monotonically. All of these trends are in agreement with the 
contention that hydrous pyrolysis is similar to an accelerated geological aging of the coal. The 
results for CO evolution were somewhat contrary in that there was usually an initial increase 
followed by a decline. It is believed that this CO results from decomposition of hydroxy and 
dihydroxy structures which are created by the hydrous pyrolysis process. 

INTRODUCTION 

Hydrous pyrolysis (hydrothermal treatment) of coal has been studied previously as a 
pretreatment step to increase the yields of liquid products from extraction (1-5), pyrolysis (3-3, 
or liquefaction (8-1 1) of coal. However, the mechanisms of this process and the applications to 
coals of a wide range of ranks are still a subject of considerable debate. The similarity between 
the effects of steam or water pretreatment and accelerated geological aging of coal has recently 
been noted by several authors (8-1 1). Landais, Monthioux and coworkers have also discussed 
the analogy between pyrolysis in confined systems and accelerated geological aging (12-16), 
otherwise known as "artificial' maturation. 

Siskin and Katritzky (17) have recently reviewed the reactivity of organic compounds in hot water, 
including a consideration of the geochemical implications. Their review indicates that, under 
conditions where conventional wisdom suggests that water is inert, it may be acting as a 
catalyst, reactant, and/or solvent. Based on work with model compounds with linkages and 
functional groups corresponding to those found in coals and shale kerogens, it was concluded 
that water has important effects on the conversion of plant and animal material into organic fuels 
under geological conditions of time, heat, and pressure. Much of their work was done in the 
range of 250 to 350 "C which is the temperature range of interest for hydrothermal treatment of 
coal. Because of significant changes in the physical and chemical properties of water with 
increasing temperature, it becomes more likely to react with organic compounds. For example, 
in the presence of water, ether and ester crosslinks can be readily broken by hydrolysis at 
relatively low temperatures (17). 

The principal conclusions of their work as it relates to hydrothermal treatment of coal are: I )  it 
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is the ionic chemistry of water that is important under the pretreatment conditions; 2) that 
reactions in water systems are oflen "autocatalyzed" by water soluble organic reaction products; 
3) aqueous chemistry provides cleavage pathways for major oxygen crosslinks which are too 
stable to cleave thermally; 4) water can act as a highly effective acidic or basic catalyst or even 
as an acid-base bicatalyst 5)  reactions of water with organics can be catalyzed by clays. Siskin 
and coworkers (17-19) have demonstrated that there are plausible pathways for water to remove 
or reduce oxygen functional groups (e.g., conversion of alcohols to methyl groups) under 
conditions which are relevant to water pretreatment of coal. 

EXPERIMENTAL 

Sample Selection - The selection of coal samples was made from the Argonne Premium Sample 
Bank (20). The coals used were the Zap Lignite, the Wyodak subbituminous and the Illinois No. 
6 bituminous. Selected experiments were also done with the Pittsburgh Seam bituminous coal 
from the same sample bank. 

Steamwater Pretreatment Experiments - A new reactor system was designed to carry out 
high pressure (up to 6000 psig), high temperature (up to - 400'C) hydrothermal treatment of coal 
in a closed bomb (20 ml) reactor. After 1-3 g coal is fed into the bomb and the reactor head is 
screwed on to get a gas tight seal, the system is purged with N, or evacuated, the high 
temperature, high pressure valve on the reactor base is closed, and the water is injected directly 
into the coal through the capillary tube with a - 0.1-1.0 ml/min rate. Deaerated and deionized 
water is used throughout the reaction. 

Simultaneously with the water injection, the reactor is immersed into the fluidized sand bath held 
at the required temperature. The pressure is measured in the water feed capillary tubing directly 
afler the pump. The amount of water pumped in and the temperature determines whether steam 
and/or water pretreatment is done. The results described in the current paper are for 
pretreatment with subcritical water at 350"C, 4000 psig and pretreatment times from 10 to 1200 
minutes. Additional details of the experiments have been provided previously (1 1). 

Product Analyses - The residues from the water pretreatment experiments with the four coals 
were subjected to analysis by programmed pyrolysis (TG-FTIR), solvent extraction, FT-IR, SEM/x- 
ray analysis and liquefaction experiments in a donor solvent. The liquefaction and solvent 
extraction experiments have been discussed previously (1 1). The current paper focuses primarily 
on the results from TG-FTIR (21) and FT-IR (22,23) analysis of the residues. 

RESULTS AND DISCUSSION 

Experimental Results - Figure 1 compares the TG-FTIR results for raw, water pretreated and 
demineralized Wyodak samples. Figures la,  Id,  and l g  show the time-temperature profile, the 
TGA balance (lower curve) and the sum of gases (by FT-IR). Figures 1 b, le, and 1 h show the 
differential and integrated evolution curves for tar, while Figures IC, 11, and l i  show the same 
curves for CO,. In addition, Figures I f  and l i  have the differential curves for the raw coal 
superimposed as dashed lines for comparison. The water pretreatment was done at 350 OC, 
4000 psig for 20 minutes. 

The results in Fig. 1 show that both hydrothermal treatment and demineralization lend to 
increases in the pyrolysis tar yield and a reduction in the pyrolysis CO, yield. These results are 
consistent with previous work which has suggested that crosslinking is associated with CO, 
evolution, Le., the increase in tar is a result of a reduction in crosslinking (24,25). In the case 
of demineralization, the removal of divalent cations which act as crosslinks in the structure is 
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believed to be responsible for the observed result (25). In the case of hydrothermal treatment, 
the divalent cation content is essentially unchanged (lo), so a different mechanism must be 
important. 

A variety of explanations for the effects of hydrothermal treatment have been proposed: 

0 Hydrothermal treatment adds .hydrogen (which can stabilize reactive fragments) and 
removes oxygen groups (which cause retrogressive reactions). 

Hydrothermal treatment partially depolymerizes the coal structure by breaking covalent 
bonds and disrupting hydrogen bonds. 

Evidence for the former comes primarily from spectroscopic and elemental analysis (6-1 1) while 
evidence for the latter comes primarily from data on pyridine extractability (1-5,10,11). The 
relative importance of each mechanism is likely a function of coal type. Both are consistent with 
work that has been reported in the organic geochemistry literature on the artificial and natural 
maturation of organic matter (12-17). Landais and coworkers (12-16) conclude that pyrolysis in 
confined systems, such as occurs in hydrothermal treatment, can mimic the natural maturation 
process for coal and other organic matter. However, they also conclude that the presence of 
water may not be as important as close confinement of the sample with the products of primary 
pyrolysis. Of course, for low rank coals one of the principal primary pyrolysis products is water. 
The work of Siskin and Katritzky (17) would suggest more prominent role for water as a reactant 
species and in providing a medium in which ionic reactions can occur (based on an extensive 
series of studies with model compounds). However, they also agree that the artificial maturation 
reactions are auto-catalyzed, i.e., the products of the initial reactions become reactants in 
subsequent reactions. 

Figure 2 shows a comparison of evolution curves from TG-FTIR analyses of (a-d) water 
pretreated Zap lignite residues (350 'C, 4000 psig) and (e-h) four Argonne premium coals of a 
range of rank. This figure shows four sets of plots of the differential evolution rate curves for tar, 
CH,, CO,, and CO. In the case of tar, the results in Fig. 2a indicate a sharp increase in tar yield 
at short pretreatment times followed by a gradual decline at long pretreatment times. This trend 
is consistent with the observed trend in the rank series shown in Fig. 2e. It is also true that the 
T,, values for tar increase with increasing pretreatment time, which is again consistent with the 
observed rank variation. As discussed above, the initial increase in the tar yield could be due 
to loss of crosslinking agents (oxygen functional groups) and/or depolymerization of the coal 
structure. The decline in tar yield at long pretreatment time could be due to an increase in the 
aromatic cluster size of the average repeating unit which would lend to lower volatility and/or a 
loss of aliphatic hydrogen which can stabilize reactive fragments (26). There is also evidence 
from recent solvent swelling measurements done at Advanced Fuel Research that short time 
water pretreatment loosens up the coal structure, while long time pretreatment makes it more 
compact. 

The results for the CH, evolution rate with increasing pretreatment time (Fig. 2b) also shows the 
same trend that is observed in the rank series (Fig. 20. A major source of CH, gas evolution is 
believed to be methyl groups. These can be created by rupture and stabilization of CH, - CH, 
bridges or CH, - 0 bridges. The latter groups are known to be reactive under hydrothermal 
treatment conditions. Katritzky et ai. (19) have also shown that benzyl alcohols can react under 
these conditions to form toluene as a major product. 

Figure 2c indicates significant reductions in the CO, yield with increasing pretreatment time which 
also parallel the changes with increasing rank (Fig. 29). The removal of carboxyl groups by 
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hydrothermal treatment has been demonstrated by FT-IR analysis of pretreated samples 
(7,11,14). Siskin et al. (18) have shown that hydrothermal treatment at 343 "C of I-naphthoic 
acid yielded only naphthalene. 

The results for the change in CO evolution with hydrothermal treatment (Fig. 2d) are interesting 
in that they do not directly follow the trend of decreasing CO with increasing rank (Fig. 2h). Le., 
there is an initial increase in CO evolution. The evolution of CO can occur from the 
decomposition of hydroxy or dihydroxy functionalities. Evidence from FlMS (27) and Ff-IR 
analysis (6,ll) of water pretreated coal residues shows an initial increase in the formation of 
phenols and catechols during water pretreatment which is consistent with the initial increase in 
pyrolytic CO formation. Siskin et al. (18) have shown from model compound studies that certain 
diary1 ethers could be readily converted to phenols under hydrothermal treatment conditions. 
An examination of proposed structures for low rank coals (28) would reveal several ether and 
hydroxyether structures where this type of chemistry could occur. 

The results in Figs. 3-5 show the integral yields of tar, CH,, CO,, and CO from water pretreatment 
of Zap, Wyodak, and Illinois No.6 coals for a range of pretreatment times. The trends for Zap, 
shown in Fig. 3, are consistent with the more limited set of data shown in Figs. 2a-d. The 
results for the Wyodak coal shown in Fig. 4, are similar to those of the Zap. The results for the 
Illinois coal, shown in Fig. 5, appear to depend on the "freshness' of the coal sample. The 
freshly opened samples (indicated by the darkened circles) appear to follow the same trends as 
the two lower rank coals, except for the CO, yield. The results for samples which were opened 
and stored in a nitrogen purged glove box are more scattered, but appear to follow similar 
trends, except for the CH, yields. This sensitivity of the Illinois coal to aging at ambient 
conditions has been reported previously (29,30) and is probably related to catalytic activity of the 
pyrite. 

Quatititative Modeling - Work was begun on using the AFR FG-DVC pyrolysis model (26) to 
simulate the results of the water pretreatment experiments with Zap lignite. It was decided to use 
the Zap data from pretreatment at 350°C for short pretreatment times, since it appears that the 
behavior at long pretreatment times is more complex. The pyrolysis version of the FG-DVC 
model was successful at predicting the increase in pyrolysis tar yield based on the lower 
amounts of CO, and the higher amounts of extractables and CH,, which are inputs into the 
model (26). A comparison of the measured (*-*) and predicted (---) pyrolysis yields is given in 
Fig. 6 for the raw and water pretreated coals. 

In Fig. 7, a plot is shown of a van Krevelen diagram for the Argonne coals. The simulation of 
the standard FG-DVC model for maturation conditions is shown as a solid line. The simulation 
of a modified FG-DVC model for maturation in which CO and CO, are removed with a higher rate 
process is shown as a dashed line. This work is discussed in more detail by Solomon et al. (31). 
The results for the gas yields (discussed above) and FT-IR analysis of the water pretreated 
residues indicate that hydrothermal pretreatment more closely follows the dashed line than the 
solid line, since oxygen is removed faster than hydrogen. This is especially true for the two low 
rank coals (Zap, Wyodak). The total hydrogen and the sum of ether and hydroxyl oxygen 
amounts determined by FT-IR analysis of the water pretreated residues from four coals are 
shown in Table 1, below. Previous work has shown that FT-IR analysis provides a good 
estimate of the total hydrogen content when compared to standard elemental analysis (32). It 
also provides a measure of the sum of ether and hydroxyl oxygen which correlates with the total 
oxygen content. This will be confirmed by doing elemental analysis of the residues. 

/ 
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TABLE 1 

FT-IR ANALYSIS OF WATER PRETREATED RESIDUES FROM FOUR COALS 

COAL 

ZAP 

WYODAK 

ILLINOIS #6 

P I T  

CONCLUSIONS 

PRETREATMENT 
TIME (mins. at 35OoC, 
4000 psig) 

- - ._ 
20 

180 
1080 

- - ._ 
20 

180 
1080 

_ _ _ .  

20 
300 

1080 

__._ 
20 

180 
1200 

3.9 10.5 
4.9 9.7 
4.4 8.2 
4.5 6.7 

5.1 10.2 
5.4 8.8 
5.0 8.0 
4.0 7.0 

5.7 6.0 
4.4 5.4 
4.3 5.1 
3.4 4.5 

5.8 4.4 
5.9 6.3 
5.3 5.0 
4.7 4.1 

The conclusions can be summarized as follows: 

1. The analysis of pyrolysis data from water pretreated Zap lignite and Wyodak 
subbituminous coal (reduction in CO, yield, maximum in tar yield, increase in CH, yield) 
shows a strong similarity of hydrothermal treatment to an accelerated geological aging 
process. The results for the Illinois and Pittsburgh bituminous coals were generally 
similar, though less dramatic. 

The geological aging analogy is also consistent with results that were obtained in the 
literature on hydrothermal treatment, since it explains why the treatment is effective in 
increasing pyrolysis yields for low rank coals and is ineffective or reduces pyrolysis yields 
for high rank coals. However, there are certain trends, such as the fact that the CO yield 
appears to follow the tar yield (goes through a maximum along with the tar) which do not 
agree completely with this analogy. 

The FT-IR data indicate a rapid reduction of oxygen groups during water pretreatment for 
low rank coals, although there is an initial increase in hydroxy functionalities, and a slower 
loss of hydrogen after an initial increase. 

2. 

3. 
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Figure 2. Comparison of Evolution Curves from TG-ITIR Analysis of a-d) Water 
Pretreated Zap Lignite Residues (350°C, 4000 psig) and e-h) Four Argonne Premium 
Coal Samples. The Evolution Rates are Given on an &-Received Basis. For the 
Water Pretreated Samples, the Rates are Normalized to the Moisture Content of the 
Raw Coal. The Samples are Heated to 150°C for Drying and then a t  3OoC/min to 
900°C (starting at about 10 minutes). 
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Figure 3. Results from E-FTIR Analysis of Zap Residues Produced by Water 
Pretreatment at 35OoC, 4000 psig for a Range of Pretreatment Times. All Results 
are Given on a DAF Basis. 

0 400 600 0 200 400 600 

$ 2  :r];r\ 
V 

1 

0 
0 200 400 600 0 200 400 600 

Pretreatment Time (min) 

Figure 4. Results from TG-FTIR Analysis of Wyodak Residues Produced by 
Water Pretreatment a t  350°C, 4000 psig for a Range of Pretreatment Times. 
All Results are Given on a DAF Basis. 
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ABSTRACT 

The use of high pressures and dispersed catalysts, such as sulphided molybdenum (Mo) in fixed- 
bed hydropyrolysis of coals give rise to increased tar yields. In order to improve our 
understanding of these phenomena, particularly in relation to cleavage of C-C and C-S bonds, 
experiments have been conducted on samples of silica-immobilised benzene, diphenylmethane, 
thioanisole and dibenzothiophene (DBT). These model substrates have the inherent advantage that 
they do not soften and thus stay in the reactor. Moreover, for the surface-immobilised benzene, 
the SiO-C bond linking the substrate to the surface is reasonably stable and does not show 
significant cleavage until 55Bc (peak maximum) with a high yield of benzene being achieved at 
150 bar hydrogen pressure. For the diphenylmethane substrate, the use of 1 3  bar hydrogen 
pressure and the Mo catalyst both reduced the peak evolution temperatures for benzene and 
toluene clearly demonstrating their separate contributions to promoting C-C bond cleavage. 
Desulphurisation of the DBT substrate occurred only in hydrogen and the thermal decomposition 
of the thioanisole substrate was altered markedly by the Mo catalyst. 

INTRODUCTION 

Diphenylalkanes have been extensively used as model substrates to probe the free radical 
mechanisms involved in C-C bond cleavage reactions in coal liquefaction (1). However, the fact 
that the macromolccular structure in coals is undoubtedly subject to highly restricted motion 
suggests intuitively that free radical pathways are likely to be somewhat different from those 
encountered in the vapour phase. Indeed, this has been confirmed by the use of silica- 
immobilised substrates where bimolecular reaction steps are significantly perturbed in the cases of 
diphenylethane, propane and butane compared to the corresponding vapour phase reactions (2-4). 
Thus far, immobilised diphenylalkanes have only been studied at temperatures close to D C ,  but 
the fact that silicas do not melt below ca 1ooBc means that the immobilised substrates also have 
considerable potential for probing coal and oil shale pyrolysis mechanisms at temperatures in the 
range 500-6oooC which are generally used to maximise tar yields in both fluidised-beds and well- 
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swept fixed-beds (57). The maximum temperature at which the substrates can be used will clearly 
be dictated by the cleavage of the C-0 bond between the immobilised species and the silica. 
However, there are a number phenomena related to coal pyrolysis, particularly under hydrogen 
pressure (hydropyrolysis), which cannot be adequately modelled using model compounds in the 
vapour phase (8). For example, the use of hydrogen pressure increases tar yields but without a 
concomitant increase in hydrocarbon gas yields at relatively low temperatures (c 6oooC) where 
char hydrogasification would not appear to occur to a significant extent (9. Secondary reactions 
of volatiles in coal pyrolysis are often implicated to explain reduced tar yields but, again, these are 
difficult to model, for example, with respect to non-thiophenic sulphur forms where C-S bonds 
are inherently weak but readily interconvert to thiophenes (9). 

In this study, pyrolysis and hydropyrolysis experiments have been conducted on silica- 
immobilised ynples  of benzene, diphenylmethane, thioanisole and dibenmthiophene (DBT) to 
begin to quantify the effects of hydrogen pressure and dispersed catalysts on C-C and C-S bond 
cleavage. The sulphur-containing substrates are also particularly useful in relation to temperature 
programmed reduction (TPR) where the authors from University of Strathclyde have devised a 
well-swept high pressure reactor (lo) to enable virtually all the organic sulphur in coals to be 
released as hydrogen sulphide and, to a much lesser extent, as thiophenic compounds in tars. The 
only model substrates which can be possibly used to determine standard reduction temperatures in 
this regime for different organic sulphur forms are those which do not soften below the 
decomposition temperatures of the C-S bonds. 

EXPERIMENTAL 

The silica-immobilised benzene, diphenylmethane, thicanisole and DBT substrates were prepared 
as described previously (24) from the appropriate phenol. In the case of the sulphur-containing 
substlates, commercially available thioanisole and 3-hydroxyDBT synthesised from the 
corresponding bromo derivative were used (11). The purity and loadings for the substrates as 
determined by base hydrolysis and subsequent gas chromatographic analysis of the silylated 
products were as follows. For DBT, G C N S  indicated that the remainder of the substrate appears 
to be derived from dihydroxyDBTs in the starting material. 

Loading, mmol gl purity. 9% 

Benzene 0.36 
Diphenylmethane 0.45 
Thioanisole 0.60 
Dibenzothiophene 0.60 

98.4 
99.5 
99.9 
94.7 

The sulphided Mo catalyst was prepared from ammonium dioxydithiomolybdate as previously 
described (12L3) which was loaded onto the substrates in methanol to give nominal Mo loadings 
of 2 or 5% wlw substrate. This helped to agglomerate the fine silica particles but there is the 
possibility that hydrolysis may have occurred to a limited extent. However, little difference was 
observed in the volatile evolution profiles without catalyst for the t h i d s o l e  substrate when the 
sample was contacted with methanol as a control experiment 

The high pressure apparatus used here is the same as that used recently for TPR (10). The reactor 
tube was smaller but otherwise identical to that used previously in fixed-bed hydropyrolysis 
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studies (18" c.f. 42" both with 9/16" o.d., Incoloy) (12.13). Between 0.2 and 0.5 g of sample 
(4 '5  p) mixed with sand (up to 1 5  mass ratio, 75-250 p sand to limit pressure drop across the 
reactor) was loaded into the reactor and held in place with steel wool plugs. The reactor tube was 
heated resistively up to 6oooC at either 2 or 54: min-1. Hydrogen and nitrogen pressures of 30 
and 150 bar were used with superficial gas velocities in the range 0.2-0.5 m s-1. After pressure 
letdown through either a metering valve or a mass flow controller, the gas stream was sampled 
through a 1.8 m length of heated capillary tubing at a rate of 25 cm3 min-1 into a quadrupole mass 
spectrometer (VG Monitorr, 0-100 a.m.u.). The signal from the control thermocouple situated in 
the coal bed was also fed to the mass spectrometer facilitating the construction of direct plots of 
evolved gas concentrations against temperature. The evolution profiles for the various species 
monitored can be fitted using the Redhead equation (14) to derive activation energies assuming 
first-order kinetics are operative. 

RESULTS AND DISCUSSION 

Benzene 
The evolution profiles for benzene in 150 bar nitrogen and 150 bar hydrogen with and without 
catalyst and those for benzene, methane and toluene in 150 bar hydrogen are shown in Figures 1 
and 2, respectively. In both nitrogen and hydrogen, the peak maxima for benzene are close to 
5504: although, in nitrogen, there is also a peak at 5oooC. However, much less benzene evolves 
in nitrogen and it is estimated that the amount is below 20% of that obtained with hydrogen at 150 
bar. This is to be expected because the only source of hydrogen is the coupling of two molecules 
of surface-attached benzene. Indeed. the samples recovered from the nitrogen pyrolysis 
experiments were black qualitatively confirming that much less benzene had been released than in 
hydrogen where a small amount of methane and a trace of toluene were also observed at ca 570- 
6OoT suggesting that hydrogasification is beginning to occur. No methane and toluene were 
observed with nitrogen confirming that hydrogasification does not occur under these conditions. 
Further, no phenol was detected indicating that the Si-0 bond is unaffected. Benzene pyrolysis in 
fluid phases is a complicated process that follows an incompletely understood pathway (1) but it is 
interesting to note that the pyrolysis of benzene to give diphenyl and hydrogen begins to occur at 
reasonable rates at ca 5500C. the same temperature found here for benzene formation. 

Catalyst addition at 150 bar hydrogen pressure vastly reduced the amount of benzene released. 
Further, the peak evolution temperature for the relatively small amount evolved was close to ca 
50043 which is significantly lower than without catalyst (Figure 1). However, ions 
corresponding to methane and a number of alkene species including C& and C&, were also 
observed suggesting that the benzene released above ca Mooc had been hydrocracked to a 
siginificant degree. 

DiDhenvlmethane 
The peak evolution temperatures for benzene and toluene formation are both 550OC with nitrogen 
(Figure 3) and the recovered sample was coloured indicating that some char must be formed on 
the substrate. Taking into account the response factors (benzeneltoluene = ca 1.3 for the ions 
monitored), it is evident that more toluene is released than benzene (Figure 3, mass ratio being ca 
2.5). Activation energies for fluid diphenylmethane have been found to be highly dependent on 
reaction conditions (1). At low pressures, they are governed by dissociation of the weakest bonds 
(C-C and C-H are comparable at cu 82 kcal mol-1) and hence temperatures in excess of 7000C are 
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required. However, at higher pressures (18-62 bar in diphenyl diluent), the activation energy is 
66 kcal mol-1 in the temperature range 550-6oooC (1) and this is close to the value of 63 kcal mol-' 
derived from the evolution profile of benzene with nitrogen. The reaction mechanism in nitrogen 
is not well-understood but the hydrogen must come from the diphenylmethane itself probably 
through cyclisation to fluorene, Hence, it is possible that surface-immobilisation and thepara- 
silyloxy substituent are lowering the activation energy for toluene release in some unknown 
fashion. 

In hydrogen (without catalyst), roughly equal amounts of benzene and toluene evolve (Figure4) 
with the white colour of the residue suggesting qualitatively that the char yield is small. Indeed, 
comparing the peak areas for benzene and toluene with those in the traces for the nitrogen runs, it 
is evident that, as anticipated, the amounts evolved are greater (ca 60 9% more toluene and 4 times 
as much benzene). However, both evolution profiles would appear to be comprised of two 
components. The higher temperature one (550-58BC) is consistent with that anticipated for 
cleavage of the SiO-C bond in surface-immobilised benzene and toluene is similarly formed 
following the prior hydrogenolysis of the C-C linkages in diphenylmethane according to the 
reaction scheme below. 

-SiOPhCHzPh + 2Hz -------> SiOPhH + PhCH3 + -SiOPhCH3 + PhH 

Interestingly, the peak evolution temperature from C-C bond cleavage for toluene (495oC) is 
lower than that for benzene (5300C). The peak areas in the evolution profiles for the run with 
catalyst are lower than with hydrogen pressure alone (Figure 5) even allowing for the fact that less 
sample was used. The peak evolution temperatures for benzene and toluene are in the range 430- 
450T and are significantly lower than those without catalyst. Further, with catalyst, no high 
temperature components in the evolution profiles of benzene and toluene are evident presumably 
because hydrocracking has occurred in a similar manner to the immobilised benzene (see above). 
The results clearly demonstrate that the use of hydrogen pressure and then the catalyst vastly 
reduce the activation energies for the disociation of the C-C linkages in the immobilsed 
diphenylmethane . 

Thioanisole 
Without catalyst at 150 bar hydrogen pressure, a Hfi peak with a maximum at ca 360OC is 
observed between 320-4800C (Figure 6) but there is no detectable CH3SH. The methane profile 
comprises two components and the lower temperature one would appear to match the H2S peak. 
Benzene, and to a lesser extent toluene, evolve from 3 W C  with the bulk evolving between 480 
and 600°C probably from cleavage of the SiO-C bond as found for the benzene substrate (Figure 
2). Further, the high temperature component of the CH4 peak between 520 and 6oooC broadly 
corresponds to the tail off in toluene concentration. 

With catalyst, a low temperature CH3SH peak is observed (Figure 7) with only a small amount of 
HzS and a hint of methane being evolved at this stage. Some of the HzS is undoubtedly from the 
thermal decomposition of the ammonium dioxydithiomolybdate but the overall Hfi concentration 
is considerably lower with catalyst which might be partly attributable to chemisorption of H S  on 
the sulphided Mo (see below for DBT). The component of the methane peak at 35Bc observed 
without catalyst has almost disappeared. Again, high temperature benzene and toluene peaks are 
observed from S i G C  bond cleavage but the ratio of benzene to toluene is much higher than 
without catalyst due to more sulphur being eliminated as CH3SH. These experiments clearly 
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demonstrate the catalyst markedly affects the desulphurisation pathways of the immobilised 
thioanisole favouring cleavage of the phenyl-SCH3 bond. 

DibewthioDhene 
No detecrabie H2S is evolved in nitrogen from the DBT substrate but, as anticipated from 
previous TPR and pyrolytic experiments on coals (10). significant quantities are released with 
hydrogen pressures of 30 and 150 bar (Figure 8). The peak evolution temperature of ca 5OOOC 
(slighty lower at the higher pressure) is close to those in the range 450-50043 found in high 
pressure TPR for a number of coals (lo) confirming that the dominant peaks arise from 
thiophenes; lower temperature peaks between 300 and .1oBc, attributed to non-thiophenic forms 
are also observed for low-rank coals. 

Catalyst addition to the DBT substrate vastly reduces the amount of Hfi evolved at 150 bar 
(Figure 8). This is thought to arise from chemisorption of of Hfi on the sulphided Mo catalyst as 
the mole ratio of Mo to evolved sulphur is relatively high (ca 0.4). The peak maximum of ca 
4 3 R  is again similar to those observed thus far for coals in TPR (10). However, because the 
mole ratio of Mo to evolved H2S was much lower for the coals, no loss of intensity was observed 
upon catalyst addition. 

CONCLUSIONS 

The benzene results have demonstrated that immobilised model compounds are stable enough to 
be used in the type of pyrolysis and hydropyrolysis regimes used here. It has been shown using 
the diphenylmethane substrate that dispersed sulphided Mo catalyses the hydrocracking of C-C 
bonds in the solid-state. The thioanisole and DBT samples have demonstrated the promise of 
using immobilised sulphur compounds as standards in TPR. 
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A ROLE OF DEVELOPING PORES FOR ORGANIC SULFUR RELEASE IN 
HYDROPYROLYSIS OF COAL 
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Akita University, Akita 010 Japan 
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INTRODUCTION 

In our previous papers [ 1-41 , we examined the dynamic behavior of sulfur forms 
during hydropyrolysis of coal, changing heating rates from 40 Wmin (fixed bed 
pyrolyzer, 1 atm hydrogen pressure) and 10 K/min (fixed bed pyrolyzer,30 atm 
hydrogen pressure) to 6000 Ws (free fall pyrolyzer, I atm hydrogen pressure). The 
desulfurization feature was characterized by a kinetic model as shown later, and the 
simulation of observed results was successful by applying the volume reaction model. 
We noticed that the extent of sulfur release from solid depended on the operating 
hydrogen pressure and on the heating rate. As for the organic sulfur in solid, it 
efficiently decreased when a rapid pyrolysis condition was adopted [41 . We pointed 
out that the release rate of volatile organic sulfur to tar and gas increased with 
increasing the release rate of volatile matter and with increasing the internal surface 
area at an initial stage of heating. The purpose of the present paper is to elucidate a 
role of developing pores which facilitate the organic sulfur release during rapid 
hydropyrolysis of coal. 

EXPERIMENTAL 

Table 1 shows the proximate, ultimate (daf basis), and sulfur form (“A of total sulfur) 
analyses of sample coals: PSOC-830 (Indiana), Rosebud (Montana). A schematic 
diagram of the free fall pyrolyzer is shown in Fig.1. Coal particles (ca. 0.5 mm) were 
supplied from the hopper into the reactor at a feed rate of 0.2 g/min. The heating 
section length was controlled by changing the number of heating blocks from one to 
five as seen in the figure. Hydrogen gas flowing upwards (2.0 INTPlmin) encountered 
the coal particles and flowed out with gaseous products and tar. Volatile matter was 
determined by the difference of the weight of coal supplied and that of char received at 
the bottom of reactor. Hydrogen sulfide in gaseous products, the sulfur forms in coal 
and char were analyzed quantitatively [41 . The internal surface areas of the coal 
and char were measured by applying the Dubinin-Polanyi equation to COa adsorption 
isotherms at 273 K. 
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KINETIC MODEL FOR DYNAMIC BEHAVIOR OF SULFUR FORMS 

We proposed a kinetic model as illustrated in Fig. 2 where C and D were assumed 
firstly [2] to be present in void and later [41 in pores. Based on the Dusty Gas 
Model [5] , we assume here that C represents organic sulfur in tar in macropores 
and D hydrogen sulfide in gaseous products also in macropores. Micropores would 
play an important role for the surface reaction of reactants in solid. Decomposition of 
organic sulfur in coal, A into C and D, occurs at an initial stage of heating with volatile 
matter release. C and D in macropores could be reattached to solid phase, however, 
pressure increase in macropores with the evolution of volatile matter would facilitate 
the release of C and D to outside of a particle. As a consequence, we assume that 
only D forms refractory organic sulfur B at a later stage of heating where the 
remarkable evolution of volatile matter almost ends. Rate constants are the 1st order 
for k, - k3, kg - k8, the 05th order for k,, and the 2nd order for k,. Further reduction of 
iron sulfide F is negligible in the atmospheric treatment [4] . The release rates of C 
and D from macropores to outside of a particle are assumed to be the 1st order to their 
concentrations in macropores and the rate constants to be equal to the observed 1 st 
order rate constant k for volatile matter release 141 . 

EXPERIMENTAL RESULTS AND DISCUSSION 

The top section of Fig. 3 shows a calculated curve of particle temperature Tc for 
PSOC-830 coal along with the distance from the coal hopper X. A set of simultaneous 
differential equations derived from the momentum, heat, and material balances for a 
particle were solved iteratively to give the relations of Tc and X and particle residence 
time tR Details of the calculation method are the same as in the reference [41 . A 
vertical dashed line denotes the point where the temperature begins to rise: particle 
residence time tR was set to be 0 at X = 56 cm. Another calculation was also 
conducted for Rosebud coal which kept a larger apparent density in the pyrolyzer 
The particle residence times tRS were 0.1 7, 0.25, 0.33, 0.41, 0.49 s for PSOC-830 
coal, and 0.16, 0.24, 0.30, 0.36, 0.42 s for Rosebud coal , respectively, with the heating 
section lengths of 30 (X=116), 60 (146), 90 (176), 120 (206), 150 (236) cm. The 
middle section demonstrates change in internal surface area: a drastic change for 
PSOC-830 coal and a moderate increase for Rosebud coal. It should be noticed that 
the dynamic feature was quite different within the order of 100 ms even i f  the final 
value attained nearly the same. The bottom section of Fig. 3 represents the observed 
relation between volatile matter released V and the distance from the hopper X. 
Dashed lines are the calculated values with Eqs. (1) and (2): 
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dV/dtR = kg . exp ( -URTc) . (V’ - V) (1) 
V=O at t R = O  (2) 

where V* means the ultimate value. A smaller value of the activation energy for 
PSOC-830 coal, 18 kcal/mol, would relate to the rapid development of micropores, 
compared with a larger value of 30 kcal/mol for Rosebud coal. 
Figures 4 and 5 are observed changes in the sulfur forms distribution with X or tR for 
PSOC-830 and Rosebud coals, respectively. Simulation curves are also drawn with 
one boldfaced and three lightfaced lines in each figure. The part below the boldfaced 
line in the figure indicates inorganic and organic sulfurs in solid. One can see that the 
organic sulfur content in solid in PSOC-830 coal decreases more rapidly and 
efficiently than Rosebud coal. When we concentrate our attention on the sulfur 
behavior at an initial stage of heating, i.e. tR<0.2 s, we can evaluate the reaction 
characteristics of organic sulfur in solid with the rate constants, k, - kJ. The simulated 
values at 1233 K are as follows: 

k, [ l /s ]  k, [ l/s] k3 [ l /s] k [ l/s] 

PSOC-830 10.1 12.6 25.2 27.7 
Rosebud 6.9 4.0 10.1 19.2 

Calculated values of the rate constants for volatile matter release with Eq.(l) and (2) 
are also included. The data suggest that the role of developing micropores is very 
important for efficient release of organic sulfur from solid. 
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Table 1 Ultimate, proximate and sulfur form analyses 

Sample C H N S Diff. VM(da0 FC(W Ash(dry) FeS2 SO42- Organic 

PSOC830 71.0 4.4 1.1 1.3 22.2 40.7 59.3 5.6 13 7 80 

Rosebud 72.9 4.5 0.9 0.9 20.8 44.3 55.7 10.2 32 3 65 

Fig.1 Schematic diagram of 
free fall pyrolyzer and 
longitudinal wall temperature 
profiles of reactor. I\" ' ' ' " " ' I  60 

............ 1, coal hopper 
100 2, entrained gas inlet ............ 3, gas outlet 

4, furnace(5 blocks, 30 cm 
per block) 

5, reactor (fused silica tube, 
36 mm i.d.) 

7, gas inlet 
L, length of furnace 

" ....... 

..... -. ;-so 

......... ...... 200 6, glass filter _ -  

.......... 

250 X, distance from coal 
i 0 773 1273 

.Tw C K  3 

hopper 

Fig.2 Image of desulfuri- 
zation of coal. 
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INTRODUCTION 
The initial stage of direct coal liquefaction is generally presumed to involve the cleavage of the 
weak bonds in coal. While these weak bonds have not been identified, it appeared possible that 
they are ether oxygen bonds, and probably benzylic ether bonds because of their low bond 
strength, and the low activation energies observed in coal liquefaction (1). This view has been 
strengthened by the observation that coal liquefaction products frequently contain more 
phenolic components than do the coals from which they were derived (2), suggesting the 
cleavage of ethers to form phenols. To check this hypothesis, it would be of interest to follow 
the oxygen content of coal at very low liquefaction conversions, even before much of the coal 
actually becomes liquid. To do this requires a liquefaction reactor system capable of sampling 
at very short contact times and low conversions. This system must be such that temperatures 
and pressures are carefully controlled, and reaction times and reaction time distributions are 
known. Such a liquefaction reactor has been constructed in our laboratory (3). A preliminary 
report of the aromaticity of such low conversion products have already been reported (4). In 
this paper, we present a preliminary report on the total organic oxygen and organic oxygen 
species in these low conversion solid products. 

EXPERIMENTAL 
Reacror and Sampling Sysrem. The reactor system used is a 1 liter CSTR (continuous stirred 
tank reactor) described previously (3). A constant flow of tetralin (7 litershour) is maintained 
in a 900 psig nitrogen atmosphere (450 sccm nitrogen) at a temperature of 390°C. 50 gram 
charges of coal in a teaalin slurry (1:2 coal to solvent) are injected through a rupture disk 
almost instantaneously by diverting solvent into the charging bomb. Product samples taken in 
an automated sampling manifold (in this study at 2.23, 55, 87, 119, and 151 seconds) after 
injection are quenched to 15OoC with a countercurrent water heat exchanger. The system was 
tested with samples of dibenzylether to check the behavior of a compound with well-known 
kinetics in the system (5). 

Sample Work-up. The solids were filtered and washed with methylene chloride at room 
temperature, to remove residual teaalin and coal liquids, and dried in a vacuum oven. 

Conversion. Conversion of the coal was determined by measuring the low-temperature ash 
content of the solid residue and comparing it to that of the unreacted coal (6). A low- 
temperature asher (LFE Corporation, LTA-302) was operated at 100 watts. The oxygen flow 
rate was kept at 100 cc/min. Samples were ashed to constant weight. 

Organic Oxygen Confenr. Fast neutron activation analysis (FNAA) was used to determine the 
oxygen content of the dried reactor sample and the derived low temperature ash. The total 
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organic oxygen content was determined by correcting the FNAA value of the dried reactor 
sample for the oxygen content of the mineral matter in the ash (7,8). 

Organic Oxygen Speciation. The organic oxygen species (carboxyl, hydroxyl and carbonyl) in 
the dried reactor samples were determined by the chemical methods of Blom and Schafer 
(9,lO). The organic ether contents of the samples were determined by the difference of the total 
organic oxygen by FNAA and the oxygen species determined by the chemical methods 
mentioned above. 

Coal Sample. The coal studied was Illinois #6 obtained from AMOCO Corporation. The entire 
sample was finer than 200 mesh. The analysis of this coal is summarized in Table 1. 

RESULTS AND DISCUSSION 
The changes in the solid coal at various reaction times are shown in Table 2. 

It is apparent from the kinetics of coal conversion (Fig. 1) that a portion of the coal is liquefied 
more rapidly than the bulk of the coal. That this is not due to the conversion of a particularly 
reactive maceral is shown by the petrographic analysis summarized in Table 3. Fusinite and 
semifusinite are generally less reactive than vimnite (1 1). 

Moreover, these differences are not likely due to particle size effect since the entire sample was 
extremely tine. In short, a portion of the vimnite appears to be more reactive than other pans of 
the vibinite. 

The data gathered thus far suggest that only a relatively small change in the total organic 
oxygen content occurred (perhaps lo%), even though up to 20% of the coal went into solution. 
The carboxyl or carbonyl contents of the solid coal are very low to begin with and show little 
or no change. On the other hand, the hydroxyl content dropped significantly (30-355) and the 
ether groups, determined by difference, therefore increased. The explanation for the change in 
hydroxyl is not clear at this point. However, these results are consistent with the condensation 
of phenolic groups within the coal to form furane type ring smctures (12). 

SUMMARY AND CONCLUSIONS 
Previous NMR results (4) and the present experiments show clearly that chemical changes 
occur in solid coal before it becomes a liquid. Funher and more extensive measurements will 
be required before the details of these changes can be resolved. These experiments also show 
significant conversion of solid to liquid 390OC even at very short contact times. If the formation 
of these liquid products occurs by cleavage of benzyl ether bonds, they must have occurred in 
components of the coal having quite different reactivities than the rest of the coal, and to 
represent only a small proportion of the original ether groups present. 
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Table 1. Elemental Analysis of Illinois #6 Coal Used. 

Carbon 67.18 

Hydrogen 5.00 

Nitrogen 0.98 

Sulfur 3.63 

Chlorine 0.19 

Oxygen (by diff) 12.34 

Ash (ASTM D3174) 10.68 Wgh Temperam) 

Table 2. Total Organic Oxygen Content and Oxygen Functional Groups in the Coal 
Liquefaction Residues as a Function of Reaction Time at 390OC. 

Reaction Time (sex) 0 23 55 87 119 155 

%Conversion . 0 9.5 16.4 19.5 17.6 20.1 

% Organic Oxygen 10.5 10.0 9.6 9.1 10.3 

% Oxygen as Hydroxyl 7.5 5.3 4.7 

% Oxygen as Carboxyl 0.6 0.4 .5 0.65 

% Oxygen as Carbonyl 0.6 0.9 0.6 0.7 

% Oxygen as Ether 2.1 3.3 3.4 
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Table 3. 

maceral Volume % 

Petrographic Analysis of Illinois #6 (AMOCO) i 
t 
1 
1 Southern Ill. Univ. Argonne National Laboratory 

Vininite 86 85 

Semifusinite 10.4 10 
I 

1 Fusinite 2.0 

LiptiIlite 1.6 5 
I 

2 0 -  0 
0 

I 
I 

I 
I 

I I I 
I I I 

I I 
I I OC 

Figure 1. Conversion vs. Time 
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SULFUR AND NITROGEN EVOLUTION IN THE ARGONNE COALS 

R. Bassilakis, M.A. Serio, and P.R. Solomon 
Advanced Fuel Research, Inc., 87 Church Street, East Hartford, CT 06108 

Keywords: Argonne Premium Coals, Sulfur, Nitrogen 

INTRODUCTION 

In a previous study (l), the major volatile products evolving from the Argonne Premium coals 
were investigated using TG-FTIR temperature programmed pyrolysis and combustion. The focus 
of this study is on the evolutions of two minor volatile products, sulfur and nitrogen, using the 
same TG-FTIR technique. Although sulfur and nitrogen are small contributors to the mass loss 
from coal during pyrolysis, their oxides are a major cause of environmental pollutants during coal 
combustion. 

EXPERIMENTAL APPARATUS 

Details on the TG-FTIR system appear elsewhere (1,2,3). Its components are as follows: a 
DuPont 951 TGA, a hardware interface, an Infrared Analysis 16 pass gas cell with transfer optics, 
and a Michelson 110 FT-IR (resolution, 4 cm-'; detector, MCT). A helium sweep gas (250 
cm'/min) is employed to bring evolved products from the TGA directly into the gas cell. The 
system is operated at atmospheric pressure. 

PROCEDURE 

A 50 mg sample loaded in the platinum sample pan of the DuPont 951 is taken on a 30'C/min 
temperature excursion in helium first to 150'C to dry for 4 minutes and then to 900°C at 
30"C/min for pyrolysis. Upon reaching 900'C and holding the temperature for 3 minutes, the 
sample is immediately cooled to 250°C over a 20 minute period. Afler cooling, a small flow of 
0, (20 cm'/min) is added to the helium sweep gas and the temperature is ramped to 900°C in 
order to combust the remaining char. Infrared spectra are obtained once every 41 seconds. 

A post-oxidation method was employed to collectively study sulfur evolution. In this procedure, 
heat (approximately 900'C) and oxygen (10 cm3/min) is added to the volatile product stream 
afler the furnace but before the analysis cell. This added step allows detection of H,S, a very 
weak infrared absorber; elemental sulfur; and tar sulfur by monitoring SO, evolution rate. Details 
of this post-oxidation method appear elsewhere (1). 

RESULTS AND DISCUSSION 

Sulfur Evolution . The total sulfur evolution from pyrolysis of the Argonne Premium coals is 
presented in Figure 1. Sulfur was studied collectively by post-oxidizing the pyrolysis products 
and monitoring the SO, evolution rate. The SO, evolution curves exhibit two main evolution 
peaks. For each peak, the temperature of the maximum evolution rate (T,J increases with 
increasing rank. Similar rank dependance has been reported by Kelemen et ai. (4) and Oh et 
aL(5). Furthermore, the low temperature SO, evolution peak coincides with the coal's tar 
evolution peak. 
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To determine the pyritic sulfur contributions to the SO, evolutions, Illinois #6 and Pittsburgh #8 
coals were subjected to ASTM D-2492 (6) under a nitrogen atmosphere. In this method, sulfate 
sulfur is extracted from the coal with dilute hydrochloric acid and pyrites (FeS,) are removed 
using dilute nitric acid. Results from temperature programmed pyrolysis and combustion of raw 
and ASTM D-2492 modified Illinois #6 coal are presented in Figures 2 and 3 respectively. 
Figures 2a and 3a are the balance and thermocouple curves and Figures 2b and 3b are the SO, 
evolution and weight curves. The tar evolution curve for the raw Illinois #6 coal (obtained with 
out the post-oxidizer in line) is included in Figure 2a to demonstrate how the tar peak overlays 
the low temperature SO, peak. The ASTM D-2492 procedure removed a substantial amount of 
the low temperature SO, peak, the entire high temperature SO, peak and the 'sharp" portion of 
the combustion cycle SO, peak. These results indicate that pyritic sulfur evolves during the low 
and the high temperature SO, peak, an observation that has been reported by others (5,7). 
Temperature programmed pyrolysis and combustion of raw and ASTM D-2492 modified 
Pittsburgh #8 coal showed similar trends as the Illinois #6 coal. 

Table 1 compares the TG-FTIR's pyritic and organic sulfur values with those provided by Argonne 
National Laboratory (8) and also gives the pyrolysis and oxidation contributions to the pyritic and 
organic sulfur amounts. For Illinois #6 coal, 53 percent of the pyritic sulfur and 62 percent of 
the organic sulfur along with 47 (ash-free) weight percent of the volatiles evolved during pyrolysis 
while for Pittsburgh #8 coal, 64 percent of the pyritic sulfur and 48 percent of the organic sulfur 
along with 43 (ash-free) weight percent of the volatiles evolved during pyrolysis. Consequently, 
both coals are preferentially evolving sulfur during pyrolysis. 

To compare coal pyrite with pure pyrite, a pure pyrite sample from Custer, South Dakota was 
subjected to temperature programmed pyrolysis and combustion and the evolution curve is 
presented in Figure 4. The pyrite sample shows no low temperature SO, and has a high 
temperature SO, Tm,x (60SC) slightly higher than that of Illinois #6 coal in Figure 2b (578°C). 

What causes the low temperature pyrite decomposition in coals during pyrolysis? Since for each 
Argonne Premium coal the tar evolution and the low temperature SO, evolution have similar 
T,,,,'s, it is feasible that the tars are responsible for the low temperature pyrite decomposition in 
coal. In support of this possibility, presented in Figures 5a and b are Arrhenius plots comparing 
the mean reaction rates (r) for tar evolution and low temperature SO, evolution for Illinois #6 and 
Pittsburgh #8 coals respectively. The Arrhenius parameters were generated using the method 
of evaluating the T,.x shift with heating rate as described by Braun et al. (9). In this method, a 
plot of In HJT,.,? versus l/Tm,x, where H, is the experimental heating rate, produces a line with 
the slope equal to -(E./R). The Arrhenius plots show that the mean tar and low temperature SO, 
reaction rates differ by a factor of 4 for the Illinois #6 coal and are virtually identical for the 
Pittsburgh #8 coal. 

As noted from Figure 1, the high temperature SO, T,, which is a result of pyrite decomposition 
demonstrates rank dependence. The SO, T,, increases from 564°C in the case of Zap coal, to 
674°C in the case of Upper Freeport coal. It is unclear as to why pyrite in coal is rank 
dependent. Pyrolysis experiments are presently being done with pyrite/model compound 
mixtures and with pyrite in the presence of various gases.added to the helium sweep gas in an 
attempt to address this issue. 

Nitrogen Evolution - The NH, and HCN evolutions from pyrolysis of the Argonne Premium coals 
are presented in Figures 6 and 7. The NH, evolution curves exhibit two main evolution peaks. 
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For each peak, the T,, increases with increasing rank although the majority of the shift in T,, 
for the high temperature NH, peak occurs between Wyodak and Illinois #6 coals. The HCN 
evolution curves exhibit only one main evolution peak and, with the exception of Zap and 
Wyodak coals, the HCN evolution curves overlay the high temperature NH, evolution curve 
suggesting that a common source is responsible for their formation. In the cases of Zap and 
Wyodak coals, HCN evolves at a lower temperature than the high temperature NH, evolves. 

Table 2 compares that TG-FTIR weight percents for NH, and HCN to previously obtained values 
generated during rapid heating rate pyrolysis in an entrained flow reactor (EFR) (10). For each 
coal, the total amount of nitrogen evolved in of the each pyrolysis systems is similar. The ratio 
of HCN to NH,, however, differs significantly. The dominant product during slow heating rate 
pyrolysis in the TG-FTIR is NH, while the only product during rapid pyrolysis in the EFR is HCN. 
These results can be explained by the following possibilities: 1) A competitive reaction process 
leads to the formation of NH, at the expense of HCN at low pyrolysis heating rates; 2) In the 
entrained flow reactor, secondary pyrolysis reactions especially tar cracking, lead to the 
formation of HCN and the destruction of NH,; 3) NH, is removed in the collection system in the 
entrained flow reactor (e.g., dissolution into water which condenses on the walls of the gas 
collection bag). 

In an attempt to increase the tar cracking in a slow heating rate pyrolysis run, Utah Blind Canyon 
coal was pyrolyzed in the TG-FTIR and the pyrolysis products were passed through a hot quartz 
tube heated to approximately 900°C just prior the gas analysis cell. This post-pyrolysis method 
utilizes the same apparatus as the post-oxidization method; however, helium is added to the 
sample stream rather than oxygen. The post-pyrolysis results are presented in Figure 8. Figure 
8a displays the HCN evolution curves while Figure 8b shows the NH, evolution curves. In the 
post-pyrolysis experiment, the HCN evolution peak at the 20 minute mark indicates a significant 
increase in tar cracking. This supports item 2 in the latter paragraph although post-pyrolysis 
does not show significant reductions in NH, evolution. 

SUMMARY AND CONCLUSIONS 

Sulfur Evolution - The total sulfur evolution during pyrolysis measured by post-oxidation of 
volatile products demonstrated two main evolution peaks which had consistent rank variations. 
The first SO, peak is from organic and pyritic sulfur while the second SO, peak is from pyritic 
sulfur only. Arrhenius plots showed that tar evolution and low temperature SO, evolution had 
similar mean reactions rates. And, sulfur was found to be preferentially released during pyrolysis. 

Nitrogen Evolution - NH, evolution exhibited two main peaks whose T,,,'s showed rank 
dependence although the majority of the shift in the high temperature NH, peak occurred 
between Wyodak and Illinois #6 coals. HCN evolution curves coincided with the high 
temperature NH, evolutions except in the cases of Wyodak and Zap coals where lower HCN 
T,,'s were observed. Finally, the dominant product during slow heating rate pyrolysis was NH, 
while during rapid heating rate pyrolysis HCN was the only product. 
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Table 1. TG-FTIR and Argonne Values for Pyritic and Organic Sulfur in 
Illinois No. 6 and Pittsburgh No. 8. ................................... ................................................................................................. 

P 

pycitir ikEaniG m Q m I l i c  

................ 
Illino .17 0.73 1. 

Pittsburgh 1.12 0.64 1.76 0.42 0.46 o.88 1.48 0.88 ........................................................................................................................................ ..... 
Table 2. NH3 and HCN Weight Percents from 
Pyrolysis in TG-FTIR and Entrained Flow Reactor. 

................................................................................................................................................................. 
TG-FTIR EFR llOO"C, 24" 

&-received wtPI.1 
HCN NH3 HCN NHQ ........................................................................................................................ 

Pocahontas 0.034 0.27 0.28 0 
Upper Freeport 0.028 0.42 0.78 0 

Pittsburgh 0.038 0.47 0.84 0 
Stockton 0.051 0.45 0.55 0 

Utah Blind Canyon 0.101 0.53 1.21 0 
_- Illinois 0.065 0.45 ___ 

G P  0.082 0.40 -__ 
Wrodak 0.035 0.28 0.60 0 

__ 
...................................................................................................................... 

TEMPERATURE ("C) 
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I POC 

Figure 1. SO2 Evolution Curves from 
Pyrolysis of the Argonne Coals with 
Post-Oxidation of Volatile Products. 
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Figure 4. SO2 Evolution Curve from 
Pyrolysis of Pyrite with Post-Oxidation 
of Volatile Products. 
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Figure 6. NH3 Evolution Curves from 
Pyrolysis of the Argonne Coals. 
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DECARBOXYLATION AND COUPLING REACTIONS OF COAL STRUCTURES 
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Keywords: Decarboxylation, cross-linking, retrograde reaction, liquefaction 

ABSTRACT 

Coupling reactions resulting from decarboxylation have long been associated with the retrograde 
reactions that hinder the pyrolysis and liquefaction of low-rank coals. The precise chemistry 
responsible for the coupling has not been proposed, beyond the suggestion that radical recombination 
or addition must be involved. We have performed a series of decarboxylation/coupling experiments 
in monomeric benzoic acid systems under liquefaction-relevant, but homogeneous, reaction condi- 
tions. The principal findings whose implications will be discussed are: (1) coupling as a result of 
decarboxylation tends to be. very minor (generally < 10%); (2) under strongly oxidizing conditions, 
namely the absence of scavengers and the presence of one-electron oxidants (which may pertain to the 
interior of coal particles during the early part of liquefaction), coupling can be as much as 50% of the 
decarboxylations; (3) amine bases tend to promote decarboxylation but either inhibit or do not affect 
coupling; (4) H-donors inhibit coupling and, in some circumstances, decarboxylation induced by one- 
electron oxidants. The limited coupling associated with decarboxylation under most of these lique- 
faction-related conditions suggests that coupling associated with phenols may be more important. 

. 

INTRODUCTION AND OBJECTIVES 

It has become increasingly clear in recent years not only that retrograde reactions substantially hinder 
the liquefaction of low-rank coals, but also that oxygen functional groups in the coal structure are 
major actors in these retrograde reactions. Carboxyl functions have been implicated in the 
crosslinking of coals during heating at relatively low temperatures,'.2 and Serio et al.3 have been able 
to model the pyrolytic loss of solvent swelling by including one additional crosslink in the network 
for every C@ evolved. Moreover, pretreatments that have been found to be effective in promoting 
liquefaction have also shown a corresponding decrease in the early Co;? evolution? Thus, although 
crosslinking is correlated with the evolution of CO2 and HzO and it therefore seems that carboxyl 
and/or phenolic groups are.involved, we do not know exactly how or why. In order to best mitigate 
the retrograde reactions it is necessary to better understand their mechanisms4.e.. to know what 
factors promote and inhibit them. 

A recent study by Siskin and coworkers5 showed that decarboxylation of naphthoic acid under 
hydrothermal conditions was attended by formation of some binaphthyl, but the coupling aspect was 
not elaborated in that paper. As a prelude to studies with polymeric compounds, we have carried out 
and report here on a series of experiments with coal-related monomeric carboxylic acids. We have 
examined rates of decarboxylation and coupling to see if crosslinking results directly from decarboxy- 
lation, as well as how crosslinking is affected by ion exchange, the presence of a hydrothermal 
environment, and other conditions relevant to pretreatment. 

EXPERIMENTAL 

Procedures. Experiments on decarboxylation and coupling of monomeric carboxylic acids were 
can id  out in fused silica ampoules. Samples were degassed and sealed under vacuum, with each 
sample filling approximately one-half of the tube at room temperature. The sealed tube and an 
appropriate quantity of solvent for pressure equalization was placed in an outer jacket of stainless steel 
tubing capped with compression fittings. The reaction vessel was then immersed in a temperature- 
controlled molten-salt bath for the desired time, the tube removed and quenched in water. After 
cooling in liquid nitrogen to condense C@ and volatile organics, the ampoule was opened and the 
sample removed by pipet and repeated washing of the tube with solvent. An internal standard was 
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added and the sample analyzed by gas chromatographic analysis using a flame ionization or mass 
selective detector. Product quantitation was obtained using the FID analyses, with molar responses 
determined separately for those compounds for which we had authentic samples and estimated by 
comparison with similar species when no sample was available. Generally, at least three split 
injections of each sample were performed using an autoinjector. For most species the reproducibility 
was within & 2% and we estimate the overall analytical accuracy to be within & 5%. An exception 
pertains to the highly polar carboxylic acids, which exhibited excessive peak tailing in the gas 
chromatograms. These compounds showed much less reproducibility both from injection to injection 
and in the day-to-day variation in the molar response. For these species we estimate the overall 
analytical accuracy to be f 12%. 

Chemicals. Benzoic acid (99+% by GC analysis), o-Anisic acid (2-Methoxybenzoic acid, Aldrich, 
99%), 3,CDimethoxybenzoic acid (Aldrich 99+%), 3-Methoxy-4-hydroxybenzoic acid (Aldrich 
97%). m-Hydroxybenzoic acid (Aldrich 99%), Phenylacetic acid (99+% by GC analysis), Cupric 
acetate monohydrate [Cu(CH3C02)yH20. Fisher scientific] and FejO4 powder (supplier unknown, 
particle size - 0.2 pm) were used without further purification. 

RESULTS 

The Decarboxylation of Activated and Unactivated Benzoic Acids. Table 1 shows the 
results obtained for a series of benzoic acids under typical "liquefaction" conditions, i.e., 400 O C  in 
tetralin, sometimes with small amounts of other additives such as base. 

Data in this table demonstrate that the decarboxylation of benzoic acid itself is slow at 400OC in tetralin 
(3-596 in 1 hr), unless a fairly strong base or other decarboxylation promoter is present. The 
substituted but unactivated substrate 3-hydroxybenzoic acid gives a similar degree of decarboxylation. 
Surprisingly, the decarboxylation of calcium benzoate in tetralin is no faster than that of the free acid. 
None of these compounds gave significant coupling, either with the starting acid, benzene, teaalin, or 
naphthalene. In cases where species with hydroxyl groups, e.g. naphthol, were present, there was a 
small amount (up to several percent) of esterification together with small amounts of the rearranged 
product of this ester. Since esters will not survive liquefaction conditions when water is present, as it 
typically is in coal liquefaction, we currently do not consider these "non-permanent" linkages to be of 
great importance with regard to retrograde reactions. 

The near-absence of coupling, together with the slow decarboxylation of benzoic acid itself at 400°C, 
would make it appear that unactivated aromatic carboxylic acids do not represent the acid species that 
undergo facile decarboxylation between 250° and 35OOC during the heating of low-rank coals. 
Therefore, we performed additional experiments to examine the behavior of benzoic acid derivatives 
known6*' to be activated toward decarboxylation via electrophilic attack. For all of these, except for 
meta hydroxy benzoic acid and veratric acid (3,4-dimethoxy benzoic acid, last row in Table l), 
decarboxylation in tetralin was almost complete in one hour at 40O'C. Again however, there was no 
substantial level of coupling products. (In some cases there were small chromatographic peaks, as 
yet unidentified, at higher retention times. We cannot rule out the possibility that these result from 
Some type of coupling associated with decarboxylation, but in any case they amount to less than 5% 
at most of the decarboxylated acid.) 

Perhaps the most interesting result with the activated acids is that obtained with verahic acid. This 
acid did nor undergo complete decarboxylation, but was recovered in ca. 25% yield after 1 hour in 
t e d i n  at 4o0°C, in contrast to the analog containing a free -OH in the para position, which underwent 
complete decarboxylation. Because p-OMe is generally just as activating toward electrophilic attack 
as p-oH, the above difference indicates that the rate-determining step cannot simply involve attack on 
the starting material itself. That is, this result suggests that the principal mode of decarboxylation by 
electrophilic attack either involves reaction of the phenoxy anion or the keto form of the phenolic acid, 
which is accessible only through the free phenol. One possibility it that the keto form of the acid 
simply undergoes thermal unimolecular bond cleavage (homolysis) to yield a stabilized radical 
(phenoxy) and the radical .C02H, in exact analogy to the thermal cleavage of benzyl and phenoxy 
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phenols that has been previously elucidated.8 This possibility, however, is ruled out by the estimated 
enthalpy requirement for the reaction, which dictates that the decarboxylation would have a half-life of 
no less than loo0 hours at 400OC. 

The Effect of Electron-Transfer Agents and the Acceptor/Scavenger Ratio. Having 
seen very little coupling resulting from decarboxylation of any of the acids tested thus far, we have 
broadened the range of reaction conditions under which these acids are being heated, in an attempt to 
bring about more coupling and perhaps approximate more closely conditions encountered in the 
thermal processing of low rank coals. Essentially this means reaction in more oxidizing systems, i.e. 
systems with potential oxidants for carboxylate ions, and with little or no hydre or alkyl-aromatic. 
During the early stages of coal liquefaction, such relatively oxidizing conditions might be expected to 
arise in the interior portions of the coal which are not directly surrounded by the liquefaction solvent. 
Furthermore, under these conditions, literature data for the reactions of phenyl- and other aryl 
radicalsll-13 lead us to expect that any phenyl radicals formed will add very readily to essentially any 
aromatic system, displacing hydrogen to form biaryl linkages. For these experiments we used 
mixtures of benzoic acid and naphthalene as the basic system and then added various combinations of 
the reagents that were found from OUT previous studies to affect decarboxylation, particularly base 
(pyridine) and the electron uansfer agents Fe304 and Cu(0Ac)z. 

Table 2 shows the effects of the 1-electon oxidants Fe304 and Cu(OAc)2 and the solvent H-donating 
ability on the decarboxylation of benzoic acid. Both electron transfer agents markedly increase 
decarboxylation (from 3-5% as shown in Table 1 to at least -50% as seen in Table 2). This increase 
is qualitatively in accord with the literature data on coppedamine-promoted decarboxylation.6~~ 
Decarboxylation is at least ten times faster with Cu(0Ac)z than with Fe304, but the generation of 
coupling products is about ten times faster in the presence of Fe304. In contrast to the experiments 
reported in Table 1, three main coupling products, phenylnaphthalenes, pyridinylnaphthalenes, and 
binaphthyls are. now observed when either of the electron-transfer agents are present. The similarity 
of the products suggests that qualitatively similar chemisuy is contributing in both systems. 
However, we still see only relatively low levels of coupling products, particularly in the Cu(0Ac)z 
system. 

The effect of the hydrogen donors on coupling and decarboxylation of benzoic acid can be seen by 
comparing the latter two experiments in Table 2. In these experiments with cupric acetate, the amount 
of coupling is decreased by 70% when naphthalene is replaced by a tetralidl-methylnaphthalene/ 
naphthol mixture. Both the decarboxylation rate and the ratio of coupling to decarboxylation decrease 
significantly. This result is suggestive that the primary mode of coupling involves aryl radicals, 
which are readily scavenged by any of the three new components. The most likely mode of aryl 
radical production is from C&CO2*, which should rapidly decompose to C a y  and C a .  
Interestingly, decarboxylation itself is also markedly slowed when an H-donor solvent is used, 
decreasing from 2 83% to about 47%. The reason for this is uncertain. Presuming decarboxylation 
involves CgHgCq', thermochemical kinetic analysis indicates that the CgH5Cq' radical should 
decarboxylate much more rapidly than it could abstract hydrogen from e.g. tetralin. It appears, 
therefore, that the H-donor must be interfering in some other manner with the activity of the elecaon 
transfer agent. (For example, a redox reaction within a cupric acetate molecule to produce curpous 
acetate and C6HgC02* might possibly be interfered with by tetralin, which, as an added reducing 
agent might compete with the internal reducing agent, carboxylate anion.) 

Coupling Product Distribution. A more detailed breakdown of products from benzoic acid 
under various conditions is provided in Table 3. The nature and distribution of the coupling products 
themselves may provide an indication of the factors limiting coupling under the above reaction 
conditions. GCMS analysis has allowed us to identify the coupling products 1- and 2- 
phenylnaphthalene, two isomers of pyridinylnaphthalene, and the 1.1'. 1.2'. and 2,2'-binaphthyls, 
as listed in Table 3. 

Typically the 1-phenylnaphthalene is two to three times more abundant than the 2-phenylnaphthalene, 
consistent with a radical mechanism and the relative rates of radical addition and H-mnsfer to 
naphthalene that have been reported in the literature.14.15 In the case of the binaphthyls, the ratio of 
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1,2'-, l,l'-, and 2,2'-binaphthyl is typically 3:2:1. This product distribution is consistent with a 
statistical preference for the 1,2' isomer, a rather small (1-2 kcal/mol) preference for abstraction of the 
naphthalene l-hydrogens,16 and very little kinetic preference for the highly exothermic addition of an 
aryl radical to the favored'4.15 1-position of another naphthalene. The least abundant isomer (27-) 
represents addition of the least favored aryl radical to the least favored position for addition. The 
isomer distribution reported by Stein,'6 who studied binaphthyl formation starting from the pure 
hydrocarbons, differs slightly from our product distribution; he reported the 2.2' isomer to be 
slightly more favored than the 1,l' binaphthyl. 

In the case of the pyridinylnaphthalenes, the point of connection of the pyridine to the naphthalene 
ring is inferred from the phenylnaphthalenes, but the connections to the pyridine ring are unknown. 
The pyridinyl- and naphthylnaphthalene isomer distributions are generally consistent with those 
expected from H-abstraction from either pyridine or naphthalene by the initially produced phenyl 
radical, followed by addition of the new aryl radical to naphthalene. However, the formation of 
similar amounts of pyridinylnaphthalenes and naphthylnaphthalenes (binaphthyls) is surprising in 
view of the fact that the reaction mixture contains seven times as much naphthalene as pyridine. In 
order to check our inference that these products result directly or indirectly from decarboxylation, we 
performed control experiments with mixtures of benzene, pyridine, and naphthalene in the presence 
of Fe304. Although no significant quantity of phenylnaphthalenes were formed, we surprisingly did 
find pyridinylnaphthalenes and binaphthyls. Their amounts indicate that perhaps 3 0 4 %  of the 
secondary coupling products could arise from mechanisms not involving decarboxylation as the 
original radical source. However, the primary coupling products (Le., those between phenyl and 
naphthalene) are almost entirely due to decarboxylation. 

Rates of Decarboxylation and Coupling. As would be anticipated from the data of Tables 1 
and 2, the addition of 10 m% of pyridine to the naphthalenebnzoic acid mixture (Condition 1 to 
Condition 2) should increase decarboxylation, and it does increase it about a factor of four (to 19%). 
It does not, however, substantially affect the coupling to decarboxylation ratio, which drops slightly 
from 0.027 to 0.023. However, if 10 m% of Fe304 is added instead of pyridine (Condition 1 to 
Condition 3). decarboxylation is increased by a factor of only two, while the coupling to 
decarboxylation ratio rises dramatically to 0.49. Apparently, the absence of a reducing agent such as 
tetralin and the presence of a I-electron oxidant is necessary before coupling reactions become 
substantial. Finally, if pyridine is added along with the Fe304, decarboxylation is increased to 2 
58%. but the ratio of coupling/decarboxylation ratio is reduced by two-thirds when compared to the 
Fe304-only case. Thus, although pyridinelFe304 synergistically promote decarboxylation, the base 
leads to an interruption or circumvention of the pathway responsible for coupling. 

Mechanistic implications. Although there seem to be relatively few definitive mechanistic 
investigations of the decarboxylation unactivated acids, decarboxylations have been major synthetic 
reactions for many years, and the phenomenolo is extremely varied, including what appear to be 
anionic, free radical, and molecular r o ~ t e s . ~ - ~ ~ ~ ~ ~  The decarboxylation products we have observed at 
high temperatures (>3Oo0C) in more oxidizing systems (no donor solvent present, and with an added 
electron-transfer agent) tend to support one of the traditionally anticipated routes, outlined below, 
whereby the benzoic acid is converted to benzoate by the base (Rl) and the benzoate anion to the 
radical by the electron transfer agent (R2). The carboxyl radical then decomposes to C@ and phenyl 
radical (R3). Phenylnaphthalenes result from net displacement of a naphthyl hydrogen by phenyl 
radical (R4). Alternatively, the phenyl radical can abstract hydrogen from pyridine or naphthalene 
prior to successful addition, resulting in pyridinyl and naphthyl radicals. Attack of these secondary 
radicals on naphthalene can then explain the formation of pyridinylnaphthalenes and binaphthalenes, 
as briefly indicated above. The important conclusion is that appearance of these secondary coupling 
Products and the impact of tetralin described above suggest that any radical scavenger should be able 
to substantially prevent this mode of coupling. 

CgHgCOzH + CgHgN + C@sCOz- + CgHsNH+ (RI) 

c6Hscoz- + Fe304 + CgHgCq' + Fe304- (R2) 
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w 5 c 0 2 .  + W 5 * + C O Z  (R3) 
CgH5* + CgHlO --f + G~Hs-C~HIO+ H* (R4) 

It is interesting that a mechanism for the widely used copper/quinoline-promoted decarboxylation of 
aromatic acids was not published until 19707a and is still not entirely clear. It is thought to involve 
the formation of cuprous benzoate as a key intermediate, which then decomposes wirhout the 
formation of a free aryl radical. Since reduction of cupric benzoate to cuprous benzoate can be 
accomplished by electron transfer from one of the benzoate moieties to the cupric ion, potentially 
releasing (2% and a phenyl radical, both radical and non-radical pathways may be accessible to 
different degrees and/or under different conditions (copperquinoline promoted decarboxylations are 
usually carried out well below 30OOC). Thus the scheme in Reactions 1 through 5 is almost certainly 
simplified and there is very likely more than one mechanism for transition-metal catalyzed 
decarboxylations operative for different substrates under different conditions.7.l0 In current 
experiments we are examining the behavior of some activated benzoic acids in the presence of iron 
oxide, as well as that for a prototypical aliphatic acid. 

SUMMARY 

The rates of decarboxylation of benzoic acids range from a few percent in 1 hour at 400 OC for 
unactivated acids to > 98% for species activated in the ortho, para positions. Rates of 
decarboxylation can be increased by the addition of amine base and/or 1-electron oxidants, but our 
experiments demonswte that coupling reactions of activated and unactivated monomeric carboxylic 
acids are. generally nor important under coal liquefaction conditions in the absence of electron transfer 
agents. The decarboxylation of the calcium salt of benzoic acid is not significantly faster than that of 
benzoic acid itself. This is in apparent contrast to the fact the calcium or magnesium forms of low- 
rank coals produce more C@ and show more evidence of crosslinking on heating.3~~7.18 
Decarboxylation and coupling reactions of benzoic acid are induced by the elecmon transfer agents 
Cu(0Ach and Fe304, and under some highly oxidative conditions one coupling reaction can occur 
for every two decarboxylations. The rate of coupling in the presence of electron oxidants is greatly 
reduced by both base and H-donors such as tetralin. The overall conclusion is that, to the extent that 
monomeric species are representative of coal structures, rather selective conditions are necessary for 
decarboxylation to result in coupling during coal liquefaction. This suggests either that other 
mechanisms may be substantially responsible for the retrograde reactions associated with Co;? 
evolution, or, if decarboxylation is involved, that it ought to be possible to interrupt these reactions by 
appropriate control of the conditions. 
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Table 1. Decarboxylatlon of actlvated and unactlvated benzolc aclds. 

Concen-  Reac t ion  % 
lratlon T i m e  Decarbox -  % 

Acid Structure Solvent Systemd m% H rs y ia t lon Coupi inga 

PhCOPH b.C TeVTHQ 5 1 4 <20 

TetllHQlH,O 5 1 5 <20 

TetlPipPy 5 0.5 7 7  <3 

TeVTHQ/Zn(OAc)Z 5 1 75  <5 

75/20 
Tell1 -Naphthol 10 1 3 <2e 
80110 

Ca( PhCOz)2 Tet/l -Naphthol 10 1 3 <2  
80110 

4-OH-PhC02H Tet 20 1 >98 <3 
3-OH-PhCO2H Tet t o  1 2 

2-OMe-PhCOzH Tet 10 1 >98 <3 
Tel 20 1 >99 <3 
TeVPyrene 10 1 >99 <3 

75/20 

55/20/20 

75/20 

3-OMe-4-OH- Tet 10 1 >99 <2 
PhCOZH 
3-OMe-4-OMe- Tet 
PhC0,H 

10 1 -75 <3 

a. This figure should be considered an upper limit; it represents the sum of small unidentified high retention time 
peaks that are potential coupling products. given as a percent of decarboxylation. Thus larger values listed for 
cases where there is limited decarboxylation do not generally reflect larger absolute amounts of possible 
coupling products. 

b. The first four sets of data for benzoic acid itself are taken from previous work. 
c. For economy of space. the symbol ‘Ph’ is used here to represent a single phenyl ring, regardless of whether 

there are 3. 4 or 5 unsubstauted positions on the ring. 
d. “THQ“ represents 1,2.3,4-tetrahydroquinoline, “Tet” is tetralin. and ”PipPy” is the strong organic 

baselnucleophile 4-piperidinopy ridine. 
e. Does not include formation of naphthylbenzoate ester or rearranged product of this ester. 
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laole z. etrects or ailrerent 1-electron oxlaants ana solvent n-aonating aoi i i iy on 
coupllng and dacarboxylatlon of  benzoic a d d a  

% Decarboxylationb 
% LCouplinq/Decarbox.)bsC 

Solvent System 

(m%)b (m%)b 

68.8/9.8/10.1 
NaphlPyridinelCu Acetate 

70.4/8.9/10.3 

29.9/29.9/12.2/9.6/9.7 
9.8 TeVMN/NaphlhoVCu Acetate 

a. After reaction at 400°C for 1 hr. 

4.4 18.5 
2.7 2.3 

Resu l t s  

%Rec. Acid % Couplingc O h  Decarboxd %(Coup/Decarb) 

19.5 9.34 57.6 16.2 

<O.l 2.96 83.4 3.5 

45.9 0.51e 46.5 1.1 

b. EA - benzoic acid; Naph. - naphthalene; Tet - tetralin; MN - 1-methylnaphthalene; Naphthol 
Acet.- cupric acetate monohydrate [CU(CH~CO~)~H~O] .  

c. As mol% oi benzoic acid; refers to all peaks in the 'coupling' regbn of the chromatogram. 
d. Based on identified decarboxylation products including benzene and phenylantaining coupling products. 
e. This figure does not include 1% formation of naphthyl benzoate from benzoic acid and naphthol. 

1-naphthol; Cu 

Table 3. Effect of Fe3O4 and pyrldlne on decarboxylation and caupllng of  Benzolc acld 
during reactlon In naphthalene at 400% for 1 hour 

Reactan ts  mol% 

Benzoic Acid 10.00 
Naphthalene 90.43 80.23 
Pyridine 

P roduc ts  

Benzoic Acid 
Naphthalene 
Pyridine 
Benzene 
Naphthalene lrnpuriiies 
Biphenyla 
1 -PhenylnapMhalenea 
2-PhenylnapMhalenea 
1-Pyridinylnaphthalenea 
2-Pyridinylnaphthalenea 
1 .l'-Binaphthalenea 
1,2'-Binaphthalenea . 
2,ZBinaphthalenea 

102.19 
99.80 

4.26 
0.77 

c 0.004 
0.058 
0.055 

- 

- 
- 
e 0.004 
c 0.004 

0.004 

92.58 
99.89 
78.88 
18.07 

0.76 
< 0.004 

0.23 
0.20 

< 0.004 
c 0.004 
c 0.004 
< 0.004 
c 0.004 

Condlt lon 3 
molo% 
10.13 
79.49 

10.38 

99.74 
98.38 

6.47 
0.75 

< 0.004 
2.36 
1.02 

- 

- 

- 
- 
0.91 
1.44 
0.44 

9.9 
48.5 

Condlt lon 4 
mol% 
11.26 
68.80 
9.82 

10.11 

19.48 
96.08 
87.54 
54.11 

0.76 
0.14 
2.20 
0.99 
2.45 
0.90 
0.79 
1.44 
0.43 

57.6 
16.2 

a. Mol percentages are based on the benzoic acid reactant. 
b. Based on identified products. 
c. For the purposes of this table it is assumed that pyrainylnaphthalenes and binaphthyls are coupling products 

that stem from decarboxylation after a shift of the radical center from the inhial ohenvl radical to either ovridine 
or naphthalene (see text). 

. .  
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INTRODUCTION 

Various products are generated in coal pyrolysis. Usually, the yield of useful 
chemicals such as benzene, toluene, and xylenes (BTX) is low. If it  can be 
increased to a considerable degree, a combination of flash pyrolysis of coal and 
gasificatiodcombustion of residual char can become an efficient way to utilize 
coal. Coal pyrolysis consists of two steps. In the first step, radical species are 
generated and stabilized. In the second step, the secondary reaction of nascent 
products occurs in the char pore, in the gas-phase and/or on the char or catalyst 
surface. In our previous studies [l-41, the modification of the distribution of final 
products has been tried under the conditions where the primary reaction and the 
secondary reaction are separated as far as possible. From these studies, it was 
found that the product yield could be modified by controlling the secondary 
reaction in which the utilization of catalyst was quite effective. 

Previous studies on the utilization of catalyst in coal pyrolysis can be classified 
into two types: i) hydrocracking of coal volatiles over catalysts added directly on 
coal [4-61, ii) hydrocracking of volatiles over catalysts placed separately from coal 
13, 7, 81. The results of these studies suggested that the yield of chemicals, such 
as BTX, can be increased by the following two factors: high H2 pressure and 
effective catalyst. However, the coal pyrolysis under high pressure with 
subsequent catalytic hydrocracking of nascent volatile has not been examined 
extensively. 

In the present study, a two-stage reactor which can be operated under high 
pressure was made. Using this reactor, coal was pyrolyzed under high pressure of 
hydrogen in the first stage and the coal volatiles was hydrocracked over sulfided 
Mo-based catalyst in the second stage. In order to design the distribution of final 
products, the effects of gas pressure, catalyst, coal type, and reaction temperature 
on the coal pyrolysis and post-cracking have been clarified. 

EXPERIMENTAL 

Apparatus and procedure. The schematic diagram of the two-stage reactor 
used in this study is shown in Fig. 1. The reactor is a SUS-316 tube (i.d. 7.6 mm). 
HZ or He at  pressure of 0.1-5 MPa was used (200 ml(NTP) min-1). A coal sample 
(10 mg) was placed in a small quartz boat and was pyrolyzed in the first-stage by 
heating with an infrared furnace at  a rate of 10 K s-1 up to a temperature (TI) 
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ranging 500-800°C and held there for 2 min. The evolved volatile matter was 
introduced into the second-stage where the catalyst (800 mg) was packed and the 
temperature (T2) was controlled at  400-700°C by another electric furnace. The 
final products were collected in a cold trap packed with Porapak P. After 
depressurization, the collected products were allowed to desorb from the trap and 
subjected to g.c. analysis. 

Coal sample and catalyst. Five coals from Australia were used: one bituminous 
coal; Liddell (C, 83.5 % da0, two subbituminous coals; Wandoan (C, 78.5 %), 
Millmerran (C, 76.9 %) and two brown coals; Morwell (C, 67.4 %), Loy Yang (C, 
66.7 a). Particle size of the coal sample was 400 vm. The sample was dried in 
N2 a t  107°C for 1 h before use. Ni/Mo/AlzO3 (NiO: 2.8 wt%, MOOS: 10.3 wt%) from 
Harshow and Co/Mo/Al203 (COO: 3.9 wt%, MOOS: 10.8 wt%) from American 
Cyanamid were used as catalysts. Catalyst pellets were crushed to 32-60 mesh. 
Prior to each series of experiments, the catalyst was calcined in oxygen for 0.5 h, 
and treatment with hydrogen sulfide (H2S, 4 %; H2, balance) was carried out a t  
500°C for 0.5 h, followed by further treatment with hydrogen for 0.5 h. Ni/Mo/S 
and Co/Mo/S stand for the sulfided catalysts. 

RESULTS AND DISCUSSION 

Effect of gas pressure in the first-stage. The effect of gas pressure on the coal 
pyrolysis in the first-stage was investigated without catalyst in the second-stage 
(Table 1). The amount of volatile (weight loss) increased with increasing pressure 
of H2 and with decreasing pressure of He. Hydrogen stabilizes the radical 
generated in the primary reaction, increasing the amount of volatile. The BTX 
yield increased with pressure in both gases. The increase of BTX yield observed 
in H2 was larger than that in He. The secondary reaction of volatiles in char pore 
might be responsible for the pressure effect observed in the inert atmosphere of 
He. 

Effect of catalyst and Hp pressure in the second-stage. The effects of 
catalyst and H2 pressure on the distribution of final products were studied by 
using several catalysts. The results obtained using Liddell coal a t  the 
temperature of T1=600°C and T2=500"C are shown in Table 2. AI203 was not 
effective to increase BTX yield which was similar to that without catalyst under a 
high H2 pressure. On the other hand, Co/Mo/S and Ni/Mo/S catalysts were 
effective for the secondary reaction even under atmospheric pressure. A high 
pressure remarkably increased the yields of BTX and hydrocarbons, especially 
the yield of benzene and methane. NilMolS catalyst was more effective. 

Effect of reaction temperature. Effect of reaction temperature of the first- or 
the second-stage was investigated with Millmerran coal, Ni/Mo/S, and 5 MPa H2 
(Table 3). With a constant T2 of 500"C, the BTX yield increased with increasing 
Ti. On the other hand, a t  T i  of 600°C, the maximum yields for BTX and 
hydrocarbon were obtained a t  a moderate T2 (600°C). Using the two-stage 
reactor, the optimum temperatures for the first- and the second-stage can be 
selected independently. 
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Effect of coal types. Effect of coal type on the yield of final products is shown in 
Table 4. For all the coals, the amount of volatiles increased with H2 pressure. 
However, the product distribution pattern was different among coals. Under high 
H2 pressure, the highest BTX yield (6.2 %) were observed with Millmerran coal, 
while the highest C2-C7 yield (17.1 %) were obtained with Wandoan coal. The 
present BTX yields were compared with those obtained using Curie-point 
pyrolyzer (CPP) under atmospheric pressure of argon without catalyst 111 (Fig. 2). 
The two-stage reaction with Ni/Mo/S catalyst leads to a large increase in BTX 
yield. The values obtained under atmospheric pressure were twice and those 
obtained under high pressure were five times larger than those obtained with 
CPP. A higher BTX yield was obtained by using coal with higher WC ratio. This 
is because the coal with higher WC ratio generates a larger amount of tar during 
the primary pyrolysis [l], and BTX is produced by the secondary reaction 
(hydrocracking) of primary tar over catalyst. It can be concluded that the 
secondary reaction over NilMolS catalyst under high H2 pressure is effective for 
producing valuable materials. 

CONCLUSION 

The yield of useful chemicals could be increased to a considerable extent by using 
catalyst under high H2 pressure in a two-stage reactor. Coal with higher WC 
ratio and operation under higher H2 pressure are preferable for a high BTX yield. 
The type of catalyst is also an important factor. The NilMolS catalyst is the most 
effective. The higher reaction temperature in the first-stage was preferable and 
the moderate temperature of the second-stage was suitable for a high BTX yield. 
In the present study, the highest BTX yield (7.6 %) was observed under the 
following conditions: Millmerran coal, NilMolS catalyst, T1=800°C, T2 =50O0c, 5 
MPa of H2 
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Table 1 Effect of Gas Pressure on Coal Pyrolysis. 

Weight Yield (%, da0 
Gas Press. loss 

(ma) (%,da0 
COX CH4 C2C7 BTX PCX Tar 

He 0.1 34 5.4 2.4 2.4 0.6 0.9 22.3 
2.0 30 4.6 3.3 3.4 1.0 0.5 17.2 
5.0 28 6.4 3.3 3.2 1.0 0.6 13.5 

H2 0.1 34 4.3 2.7 3.4 0.7 0.8 22.1 
2.0 36 4.7 5.2 3.8 2.1 0.7 19.5 
5.0 39 8.3 7.2 5.6 3.2 0.8 13.9 

T1-T2: 600-500°C. Coal: Liddell. Catalyst: None. 

Table 2 Effect of Catalyst and H2 Pressure on Product 
Yields from Secondary Reaction of Volatiles. 

H2 Yield (%, daf) 
Catalyst press. 

(MPa) 
CO, CHI c2-c7 BTX PCX 

None 0.1 4.3 2.7 3.3 0.7 0.8 
5.0 8.3 7.2 5.6 3.2 0.8 

A 2 0 3  0.1 11.3 1.8 3.7 0.7 0.9 
5.0 10.2 5.0 11.3 2.9 0.9 

Ca/Mo/S 0.1 7.5 1.7 2.6 2.1 0.8 
5.0 2.0 4.4 7.4 4.7 0.8 

NifMo/S 0.1 4.3 4.4 4.3 2.1 0.9 
5.0 0.7 10.8 10.9 5.1 0.8 

T1-T2: 600-500°C. Coal: Liddell. 
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Table 3 Effect of T i  and Tz on Product Yields 
from Secondary Reaction of Volatiles. 

Weight Yield (%, da0 

500-500 
600-500 
700-500 
800-500 

600-400 
600-500 
600-600 
600-700 

40 5.5 11.6 3.9 0.9 
57 12.4 15.2 6.2 0.9 
60 18.8 18.6 7.0 2.2 
66 18.8 8.3 7.6 1.5 

57 11.0 11.9 5.5 1.5 
57 12.4 15.2 6.2 0.9 
57 16.4 21.6 7.0 0.4 
57 36.4 0.7 4.5 0.1 

~~ ~ 

Catalyst: Ni/MdS. Coal: Millmerran. 

Table 4 Effect of Coal Types and H2 Pressure on Product 
Yields from Secondary &action of Volatiles. 

H2 Weight Yield (%, daf) 
Cod press. loss 

(MPa) (%,da0 
CO, C H 4  C2C7 BTX PCX Tar 

Liddell 0.1 36 4.3 4.4 4.3 2.1 0.9 20.0 
5.0 42 0.7 10.8 10.9 5.1 0.8 13.7 

Wandoan 0.1 46 8.8 4.5 6.7 2.5 1.1 22.4 
5.0 56 3.3 13.8 17.1 5.1 1.1 15.6 

Millmerran 0.1 53 5.8 4.8 7.4 3.0 1.3 30.7 
5.0 57 1.2 12.4 15.2 6.2 0.9 21.1 

Morwell 0.1 50 24.7 3.5 4.8 2.1 1.0 13.9 
5.0 64 2.3 11.4 9.9 5.2 0.8 34.4 

LoyYang 0.1 48 27.1 2.7 3.2 2.0 0.7 12.3 
5.0 56 3.7 14.7 10.8 3.4 0.6 22.8 

T1-T2: 600-500°C. Catalyst: NUMolS. 
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INTRODUCTION 
The formation of solids from jet fuels under pyrolytic conditions is a subject of intensive 
research in the years. The deposit formation is attributed to the thermal breakdown of 
hydrocarbons at temperarures higher than 35OOC (1). Petroleum-derived jet fuels generally 
consist of about 85% paraffins and less than 10% alkylaromatics (2). When paraffins are 
subjected to pyrolysis, the formation of unsaturated rings is related to the Diels-Alder type 
reactions of conjugated alkenes and olefins (3). Upon further heat treatment, these 
unsatmted rings may undergo dehydrogenation reactions to form alkylbenzenes and solid 
products. Large amounts of alkylbenzenes are detected in the pydys is  of long chain 
paraffins such as decane, dodecane and tetradecane (4). These results suggest that 
+kylbenzenes are the "precursors" of carbonaceous solid products during the pyrolysis of 
jet fuels. 

The thermal chemistry of alkylbenzenes has been extensively studied, but most of the 
efforts are directed towards primary products obtained on pyrolysis. The length and types 
of the alkyl side chains can significantly affect the thermal reactions of alkylbenzenes. As 
the length of the side chain increases, the reactivity also increases. For instance, the 
activation energy for the pyrolysis reaction of toluene is higher than that of n-butylbenzene 
(5). Also t-butylbenzene is found to have a much lower thermal reactivity than its isomer n- 
butylbenzene (6). Another notable feature is that long-chain alkylbenzenes on pyrolysis 
exhibit pronounced characteristics of paraffins, Le., cracking reactions @-bond scission) 
become more important (7). 

Understanding the secondary reactions that lead to the formation of solid deposit is equally 
crucial in studying the high-temperature thermal degradation process of jet fuels in an 
aircraft. This objective is achieved in the following study by using high pressure 
microautoclave reactors to simulate the situation of the fuel line and fuel nozzles in an 
aircraft. Preliminary pyrolysis reactions have been performed on four isomeric 
alkylbenzenes (n-, iso-, sec- and t-butylbenzenes) at 45OOC and 0.7 MPa nitrogen over 
pressure. Solid formation tendencies of these compounds have been compared. 
Fundamental behavior of these alkylbenzenes that lead to their degradation and the 
formation of solid deposit have been studied. 

EXPERIMENTAL 
The experimental apparatus, procedures and product work-up were described in the 
previous paper (6). All chemicals were obtained commercially and used as received. n-, 
iso- and sec-butylbenzenes ( ~ 9 9 %  punty) were purchased from Aldrich Chemical 
Company. t-Butylbenzene (98% purity) was purchased from TCI America. 
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RESULTS AND DISCUSSION 

1. General Scheme in the High Pressure Microautoclave Reactor 
Experiments w m  carried out in the microautoclave reactors (tubing bombs) at 45OOC under 
100 psi using ultra-high purity (UHP) N2. Under this condition, the pyrolysis reactions are. 
extremely complex. In a conventional flow reactor, the dominant reactions are. scission of 
p-bonds, while in microautoclave reactors, this reaction is suppressed and secondary 
reactions are. favored. For jet fuels and related model compounds, generally, three groups 
of compounds are formed in the quenched tubing bomb reactors. They are: (i) low 
molecular weight gaseous hydrocarbons with the carbon chain length varying from C1 to 
Q, (ii) liquid products of a wide range of molecular weight, and (iii) carbonaceous solid 
products. As a result of thermal treatment, the reactions proceed to a thermodynamically 
stable state. If the treatment is severe, a three-phase thermodynamic equilibrium among 
gaseous, liquid and solid products can be. reached. This appears to be the reason for the 
changes of the color of the liquid products from white to light yellow to brown to dark 
brown to light brown. The change of color the from dark brown to light brown after long 
reaction times seems to be an indication of the achievement of equilibrium state. 

2. Substrate Disappearance and Solid Product Formation 
Figures 1 and 2 show the rate of disappeamce of model compounds and the yield of solid 
products formed, respectively. Over a time period h m  15 min. to 8 h, n-butylbenzene is 
quickly converted and t-butylbenzene is the most stable isomer, as shown in Figure 1. As 
the substrate compounds disappear, carbonaceous solids have been observed to form in the 
reactors. It can be seen from Figure 2 that each compound has a different induction period 
for the formation of solid products. The induction period reflects the ability of the 
compound to resist the formation of carbonaceous solid products. The order for the 
induction time of the four compounds is: n-csec-uso-<tert-butylbe.nzene. The order is the 
same as that of the rate of their disappearance. The amount of the solids formed increases 
with the reaction time for sec-, iso- and t-butylbenzene. This behavior is similar to that of 
jet fuels, which also exhibit a monotonic increase in the amount of solid products (8). 
Surprisingly, although solid products are quickly formed in the pyrolysis of n- 
butylbenzene after a short induction period, the amounts leveled off to an asymptotic value 
at around 5 h. As a result, the least amounts of solids is formed from the reaction of n- 
butylbenzene after 8 h at 450°C. The unique behavior of n-butylbenzene will be discussed 
in the following sections. 

3. Major Substrate Consumption Pathways 
Major substrate consumption'pathways are studied in this paper by pyrolyzing the model 
compounds at very short residence times where little or no solid products are. formed, and 
examining the compositions of the initial gaseous and liquid products. 
fl) n-B-e (n-BBl 
The pyrolysis of n-BB for 15 min. at 45OOC indicates that ethane is present in the gas phase 
as a major product and toluene and styrene are major species present in liquid products. 
These results suggest that the major pathway of consumption n-BB is by breaking G-Cp 
bonds in the side chain (6). 

Although the initiation of t-BB is similar to that of n-BB (C,-Cs bond cleavage), its 
initiation process is significantly retarded as shown in Figure 1. T h ~ s  can be explained by 
the following two reasons. Firstly, the Ca-C dissociation energy for t-BB is 73.7f1.5 
kcal/mol, which is higher than that for n-Bk, 70.W1 kcaVmol (9). Secondly, the H- 
abstraction reaction by CaH5C(CH3)2 radicals formed by the homolysis of t-BB is 
expected to be much slower simply because of the relatively high stability of C,jH5C(CH3h 
radicals and the poor stability of WsC(CH3)2CH2 radicals produced. As a result, the 

(t-BB) 
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pyrolysis of t-BB is mainly carried out by isomerization reaction to form i-BB and s-BB 
(6). 

-us products for the reaction of s-BB are. shown in Table 1. The 
major gaseous products after the initial period are methane, ethane and ethylene. As the 
reaction time increases, the concentration of ethylene decreases. Major liquid products 
identified include ethylbenzene (0.72 wt%), styrene (0.1 1 wt%), a-methylstyrene (0.10 
wt%), mans-p-methylstyrene (0.70 wt%) and a-ethylstyrene (0.16 wt%). According to 
these results, removing a CH3 radical from s-BB appears to be a dominant initiation 
process: 

The presence of C2 species in relatively high concentration in the gas phase indicates that 
removing a CH3CH2 radical also exists as another initiation process: 

C6H5CH(CH3)cH2cH3 - C6H$HCH3 + C2H5 

(4) i-Butvlbenzene (i-BB1 
The composition of gaseous products for i-BB is also shown in Table 1. Methane and 
propylene are two major gaseous products. Toluene (1.47 wt%) and trans-&methylstyrene 
(2.80 wt%) are the major liquid products in the initial period. These data suggest that the 
followng initiation reaction exists in the pyrolysis of i-BB. 

C6%C%CH(CH3)CH3 CgHgC%* + CH3CCH3 

4. Major Liquid Product Selectivities 
Liquid products consist mostly of cracking products (4), the molecular weights of which 
are less than the subsuate compounds. Cracking products include mainly benzene, toluene, 
ethylbenzene, i-propylbenzene and n-propylbenzene. Figures 3.4 and 5 show the plot of 
selectivities of benzene, toluene and ethylbenzene from the pyrolysis of butylbenzenes. t- 
BB has the highest selectivity for benzene as shown in Figure 3. This appears to suggest 
that the aryl-alkyl bonds in t-BB are weakened by the presence of bulky t-butyl groups. 
The formation of benzene may also due to the attack of H to the ipso position of t-BB. In 
Figure 4, the concentration of toluene increases almost linearly with the increase of 
conversion except that the slope is lower for s-BB. Since p-bond scission to form benzyl 
radicals is the only initiation process in n-BB and it is easy for the benzyl radicals to 
abstract H from other species in the reaction system, n-BB has the highest selectivity to 
form toluene. In contrast, i-BB has two initiation pathways, only one of which forms 
benzyl radicals that lead to the formation of toluene. This lowers its toluene production. t- 
BB has been known to pyrolyze mainly by isomerization reactions to form i-BB (and s-BB 
to a lesser extent). The formation of toluene from t-BB might be attributed to the further 
dissociation of i-BB. It is obvious that direct decomposition of s-BB does not form 
toluene. Figure 5 shows the ethylbenzene selectivities. Similar behavior is observed in n- 
BB, s-BB and i-BB, t-BB. This could be understood from the discussion in the last 
section. It is possible that ethylbenzene can be formed as an initial reaction product for n- 
BB and s-BB, while 1-BB and t-BB can only be formed between secondary reaction 
products. 

5. Comparison of Solid Formation Tendencies 
Compositions of liquid products seem to demonstrate that the reactivity of a model 
compound is governed by the initial reaction products. Generally there are two competing 
sets of reactions in the pyrolysis of all four model compounds at the initial stage, i.e.. 
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isomerizations and the characteristic breakdown for each specific compounds as shown 
below. 

I 

I t 4 
___) n-BB ,s-BB 4- i-BB 4-.$BB 

aracteristic Breakdown 

It is obvious from the previous discussion that for the pyrolysis of t-BB, the isomerization 
reaction to 1-BB is more important than its characteristic breakdown. Therefore, the 
induction time for the solid formation from t-BB mainly depends on the isomerization 
reaction and the induction period of i-BB. This might account for its low reactivity and long 
induction period for solid formation (Figures 1 and 2). n-BB is the one that is most easily 
converted, but not the one that forms the highest amounts of solids. One reason for this is 
that it appears to be easy for n-BB to form cracking products such as toluene and 
ethylbenzene as shown in Figures 4 and 5 ,  and stable high molecular weight compounds 
such as naphthalene as shown in Figure 6. The other reason is that fewer compounds of 
styrene-series were found in the liquid products of n-BB. In fact, only styrene is identified, 
and its concentration decreases rapidly as the reactions proceed. In the case of s-BB and i- 
BB, large amounts of compounds such as styrene, allylbenzene. cr-methylstyrene. p- 
methylstyrene,and ethylstyrenes were present after the initial reaction period. This may 
constitute the reason for the formation of large amounts of solid products from the 
pyrolysis of s-BB and i-BB. 

CONCLUSIONS 
There is a significant effect of the structure of the side chains on the pyrolysis of 
alkylbenzenes. The rate of the disappearance or reactivity of an alkylbenzene depends on 
the ease of the dissociation energy of its initiation reactions. The order of reactivity or 
conversion of substrate was found to be n->sec->ise>tert-butylbenz.enes. This indicates 
that, in general, branching seems to decrease the thermal reactivity of the alkybenzenes. 
The amount of solids produced is related to the stability of the intermediate products 
especially at the initial stage. It seems that styrene-series compounds formed at the early 
stage are responsible for the formation of large amounts of solid products during the 
pyrolysis of sec- and iso-butylbenzenes. 
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Figure 1. The disappearance of the substrate compounds at 45OOC 
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Figure 2. The formation of solid products at 45OOC from the pyrolysis of butylbenzenes 
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Table 1. Composition of Gaseous ProducS from the Pyrolysis of sec- and iS0- 
Butylbenzem at 450°C 
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Figure 3. Selectivities of benzene in the pyrolysis of butylbenzenes 
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Figure 4. Selectivities of toluene in the pyrolysis of butylbenzenes 
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Figure 5. Selectivities of ethylbenzene in the pyrolysis of butylbenzenes 

2 

1.5 

1 

0.5 

0 

0 2 0  40  60  80  100 
Conversion (wt%) 
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INTRODUCTION 

Polycyclic aromatic hydrocarbons (PAHs) derived from coal tar and pitch are very 
useful for starting materials of various specialty chemicals. To produce PAHs, flash 
pyrolysis of coal is attractive because its tar yield is much higher than that of other car- 
bonization processes with slow heating rates.' However, the quality of flash pyrolysis 
tar is rather inferior to that of slow pyrolysis tar.2 

Coal pyrolysis consists of two reactions in series: the primary reaction of the macro- 
molecular network of coal to tar; and the secondary reaction of tar in the gas 
phase.3 

Division of reaction zones is indispensable for the quantitative examination of time- 
and temperature-dependent changes in molecular composition of tar, as indicated 
by Xu et al.4 and Serio et al.5 who separated these reaction zones by using the two- 
stage reactors comprising of a fixed bed of coal and a tubular reactor connected 
downstream. 

In the present study, the two-stage concept is applied to the flash pyrolysis of a 
subbituminous coal with a fluidized-bed reactor divided into two zones: a dense 
bed for the primary reaction and a freeboard above the dense bed for the secondary 
reaction. Tar is processed in the freeboard at a temperature different from that in the 
dense bed. PAHs in the tar is characterized by FlMS and 1H-NMR after the separation 
based on ring structure of molecule. The temperature dependence of the following 
features are determined: molar yield of homologues having the same ring structure; 
and number-based distribution of aliphatic carbons per molecule for each homologue. 

EXPERIMENTAL 

Flash pyrolysis 

Wandoan subbituminous coal (C:76.2, H5.77. NA.03 in wi.%, daf) was employed for 
the experiment. The coal sample was pulverized, sized to 0.37-0.74 mm and dried 
in vacuo at 100°C. The fluidized-bed reactor was divided into dense and freeboard 
zones, and they were heated separately with external furnaces whose temperatures 
were independently controlled. The temperature was set in the range of 600-900% 
for the freeboard and fixed at 6OO0C for the dense bed. Coal particles were 
introduced into the dense bed at a constant rate of 4.2 mgls. The total gas flow rate 
was 33.3 mUs at 20°C. The total residence time of tar vapor was 4.0-4.5 s. 
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Separation and characterization of tar samples 

The tar was separated into benzene-soluble (asphaltene) and insoluble (preasphal- 
tene) portions. The asphaltene was further fractionated into saturates, aromatic hydro- 
carbons, nitrogen-containing compounds, hydroxylic compounds and the uneluted 
components by the elution chromatography with neutral alumina.6 The yield of the 
uneluted component was added to that of the preasphaltene. 

The aromatic hydrocarbons was further separated by HPLC on the basis of ring 
structure with a semipreparative NH, column (Hiber Column, Merck) with n-heptane 
as the mobile phase.7 By this method, aromatics were classified by number of dou- 
ble bonds per molecule (d.b.) into 3 (monocyclic), 5 (dicyclic), 6 (dicyclic), 7 (tri-cyclic), 
8 (tetracyclic), 9 (tetracyclic), 10 (pentacyclic), 11 and 12 (pentacyclic and greater 
PAHs). Each double-bond fractions were analyzed by 'H-NMR and FIMS. 

RESULTS AND DISCUSSION 

Temperature dependence of yield and chemical composition of tar 

Figure l(a) shows the effect of freeboard temperature on the tar yield. When fine 
coal panicles were fed into the dense bed, most particles were entrained by the gas 
flow. When coal particles were in the size range of 0.21-0.42 mm, however, entrain- 
ment hardly occurred. The tar yield by the pyrolysis of the 0.21-0.42 mm particles 
was virtually identical to that shown in Figure 1. Thus the tar evolution was 
completed in a short period compared with the residence time of gas in the freeboard. 

Figure l(b) shows yields of components normalized by total tar yield as a function of 
freeboard temperature. There are three patterns of temperature dependence. The 
yield of PAHs and nitrogen-containing compounds increases with increasing tem- 
perature and then attains ca. 80 wt.% of the total tar yield at 900°C, while that of satu- 
rates and preasphaltene decreases monotonously above 600°C. Ethers and hy- 
droxylic compounds show their maximum yield at 700°C. It is clear that the increase 
in yield of PAHs is compensated by the decrease of the other components, and their 
roles as precursors of PAHs vary by component. 

Yield and structural distribution of PAH component 

The FlMS analysis reveals that a PAH molecule has 5 to 12 double bonds. Figure 
2 shows the FlMS spectra of the 6,7 and 8 d.b. fractions separated from tar at 8OO0C. 
The spectra shown in Figure 2(a) consist of two series of signals appearing at the 
mass number 152+14n and 154+14n (n = integer). The former is attributed to the ho- 
mologue of acenaphthylene (MW = 152) and fluorene (MW = 166), and the latter to 
that of biphenyl (MW = 154). These homologues have the same double-bond num- 
ber of 6. Figure 2(b) and (c) show that the 7 and 8 d.b. fractions are composed of 
the homologues of phenanthrene (or anthracene) and pyrene (or fluoranthene) re- 
spectively. Each fraction is a mixture of compounds having the Same number of aro- 
matic rings and a different number of methylene units. Peaks with the smallest mass 
in the FlMS spectrum of each homologue are assigned to the PAHs listed in Table 1. 

All the PAH homologues are composed of an unsubstituted PAH and its alkyl- 
derivatives. Since alkyl substituents are sensitive to the reaction temperature, the 
total mass of compounds is not a reliable indicator of the yield of homologue. There- 
fore, the mass of a substituted PAH having aliphatic carbons is converted to that of an 
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unsubstituted PAH. Figure 3 shows the yield of the 6-12 d.b. homologues. All of them 
monotonously increase with increasing temperature. This suggests that the formation 
of PAHs below 900°C is predominant over the soot formation that causes a decrease 
in the PAH yield. The homologues of 6, 7 and 8 d.b. are most abundant. Each of 
them comprises more than 1.0 wt% of coal on daf basis at 900°C. The temperature 
profile of PAH yield varies by homologue. The larger the d.b. number, the higher 
the temperature at which the slope changes steeply. The yields of the 11 and 12 d.b. 
homologues increase remarkably above 7OOOC in accord with the evo-lution of hydro- 
gen gas. In this temperature range, a part of the 11 and 12 d.b. homologues is 
formed via condensation of smaller aromatic rings, and hydrogen gas is produced as 
a result. 

Aliphatic carbons attached to  aromatic ring 

The number-based distribution of aliphatic carbons (methylene units) per molecule is 
shown in Figure 4 for the 8 and 9 d.b. homologues. The FlMS analysis combined with 
the HPLC separation allows the determination of the yield of molecules composed of 
a specific aromatic ring and a specific number of aliphatic carbons. The number of 
aliphatic carbons per molecule is distributed over the range of 0 to 9 at 6OO0C, where 
aliphatic carbons are most abundant. Teo and Watkinsonn pyrolyzed coals in a 
spouted bed and characterized the molecular composition of tar by HPLC and G C  
MS. They found that the number of aliphatic carbons was less than four for aromatic 
homologues with 1 to 4 rings. Our results, on the other hand, reveal that PAHs 
bearing more than four or five aliphatic carbons are abundant, particularly in low- 
temperature tars. 

The distribution shown in Figure 4 moves toward the small-number side with increas- 
ing secondary reaction temperature. The mole fraction of unsubstituted PAHs is only 
ca. 5% in the homologues obtained at 6OO0C, but is ca. 50% at 900OC. The tem- 
perature dependence of the yield of substituted molecules varies with the number of 
aliphatic carbons. In the case of the 7 d.b. homologue, the yield of C, and C2 deriva- 
tives shows a maximum at 8OO0C, while that of C3 and C, derivatives at 700OC. The 
yield of molecules having more than five aliphatic carbons decreases monotonously 
over the temperature range tested. 

Classification of aliphatic carbons 

The NMR data of each d.b. fraction are analyzed by assuming the existence of only 
methyl-, ethyl- and propyl-chains. This is reasonable because the b-hydrogen content 
is at most half that of a-hydrogen even at 6OO0C, where the ratio of f3- to a-hydrogen 
is the highest for all the fractions. The number of chains is given by the following 
equations. 

N(propy1) = N(Hy)/3 
N(ethy1) = [ N(HB) - PN(propy1) 113 
N(methy1) = [ N(H,) - 2N(ethyl) - PN(propy1) ]/3 
N(a.a-methylene) = N(Hcsa)/2 

where N(H,), N(H$ and N(HY) are respectively the number-based content of a-, f3- 
and y-hydrogen normalized by the total hydrogen content. The total number of ali- 
phatic carbons is 

1742 



car = N(methy1) + 2N(ethyl) + 3N(propyl) + N(a.a-methylene) (5) 

The sum of the number of protonated and alkylated aromatic carbons is 

Cpa = N(methy1) + N(ethy1) + N(propy1) + N(Har) + 2N(a,a-methylene) (6) 
I 

where N(Har) is the number-based content of aromatic hydrogens. The total 
number of aromatic carbons is given as 

where c b  is the number of bridgehead carbons. The ratio of Cpa to Cb is determined 
from the ring structure. The value of CpalCar is calculated from the composition of 
PAHs by the FlMS analysis in all the fractions of different d.b., and is for instance 
10/14 for the 7 d.b. homologue. The averaged number of aliphatic carbons per 
molecule is 

I 
! 1 

1 N(CH2) = Ca$(Car/ARC) (8) 

where ARC is the averaged number of aromatic carbons per molecule. The value of 
N(CH2) can also be determined by the FlMS data as shown in Figure 4. The values 
of N(CH2) calculated from Equation (8) are in agreement with those by the FlMS anal- 
ysis within an error of 10%. 

Figure 5 exhibits the composition of aliphatic carbons in the fractions of 8 and 9 d.b. 
The number of a-, B- and y-carbons decreases with increasing temperature. The 
number of a.a-carbons is independent of temperature in the range of 60O-80O0C, 
while it decreases above 800°C. 

Figure 6 shows the number of methyl and ethyl chains per molecule for the 8 and 
9 d.b. fractions. The number of ethyl chains decreases by 65-85% in the range of 
600-7OO0C, while that of methyl chains hardly changes. This result suggests that the 
decrease in the number of a-carbons at 600-700°C is due to detachment of ethyl and 
propyl chains by the selective bond cleavage at aryl-a positions. 

I 

1. 
2. 
3. 

4. 
5. 
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Table 1. Molecular mass of initial peaks in F M S  spectra of each db. homologue. 

d.b. Molecular mass 

5 128 (naphthalene) 
6 152 (acenaphthylene), 154 (biphenyl) 
7 178 (anthracene, phenanthrene) 
8 202 (pyrene and tluorenthene) 
9 226,228 (chrysene) 

10 
11 276,278 (picene, dibenzanthracene) 
12 

252 (benzo(a)pyrene, perylene), 254 (phenylphenenhene) 

300 (coronene), 302 (&benzpyrene), '304 (phenanthfmoanthre) 

a Compounds indicated in parenthesis are PAHs to which the peaks are assigned. 

70 1 
-0- Saturates 

-0- Aromatic ethers 

+ Preasphaltene 

600 700 800 900 

Temperature 1 "C ] 

Figure 1. Temperature dependence of yield and composition of tar. 
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Figure 2. FlMS spectra of 6, 7 and 8 d.b. fractions at 800°C. 
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Figure 3. Yield of individual double-bond homologues converted into that of un- 
substituted PAH. 
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Figure 4. Distribution in number of aliphatic carbons per molecule for 8 and 9 d.b. 
homologues. 
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Figure 5. Composition of aliphatic carbons in 8 and 9 d.b. fractions. 
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Figure 6. Number of methyl and ethyl chains per molecule for 8 and 9 d.b.fractions. 
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Introduction 
There has been much research on catagenetic processes by laboratory simulations. These 

experiments are performed over short durations but at elevated temperatures to compensate for 
the lower temperature organic reactions which occur over geologic timescales. Experimental 
designs for achieving these reactions have been quite diverse. In addition to varying time and 
temperature, many different combinations of experimental parameters have been used 
including: vacuum or conmlled atmosphere conditions, open or closed systems, different 
reaction vessel materials, aqueous or anhydrous conditions, varied mineral assemblages, and a 
wide range of organic source materials (e.g., 1-7). Hydrous pyrolysis is a closed system 
procedure of heating a sample which is submerged in water and not in contact with water vapor 
or supercritical water (8). It appears to be the most promising system since it most closely 
mimics the conditions found in nature, especially those found in hydrothermal systems (9). In 
this paper, the study of the aqueous high temperature organic chemistry of n-C32€L5,5 in the 
presence or absence of several selected inorganic components is presented. The experiments 
were performed under nitrogen in a stainless steel reaction vessel, the only variable being the 
addition of inorganic species. The results of these experiments are relevant for hydrous 
pyrolysis studies of sedimentary source materials where large amounts of inorganic salts and 
minerals are present. 

Experimental 
A 250 mL stainless steel vessel (Parr Instrument T316SS) used for the reactions was 

equipped with a thermocouple for temperature conml (k 2'C) and a gage block assembly for 
recovery of volatiles. Conditioning of the vessel prior to each experiment was done by heating 
it with 63.5 mL water at 350'C for 24 h. No effort was made to remove air from the system 
during the conditioning process. The experiments are summarized in Table 1. For each 
experiment 0.050 g of n-C32H,55 and 63.5 mL of deoxygenated water alone or water and an 
equimolar amount of inorganic species were combined in the reaction vessel. The 
deoxygenated water was prepared by bubbling N2 gas into distilled water for twenty minutes 
before each experiment. Assembly of the reaction vessel was done in a glove bag under a 
nitrogen atmosphere. The vessel was then placed in a heater and temperature maintained at 
350'C for 72 h. In the case of the H20 - n-C32€L5,5 - sulfide system, the interior of the vessel 
was coated with a sulfide formed by heating the vessel with 0.5 g elemental sulfur and 63.5 
mL water for 24 h. After cooling to room temperature, the excess sulfur was rinsed from the 
vessel leaving a uniform sulfide coating. Then under a N2 atmosphere, 0.050 g of g-C32&3 
and 63.5 mL of deoxygenated water were combined and allowed to react 

The vessel was cooled to room temperature before opening and contents uansferred to a 
separatory funnel. The interior of the vessel was rinsed with methanol and methylene chloride, 
which were added to the separatory funnel, and the organic fraction was separated. The water 
was extracted with two additional 20 mL portions of methylene chloride. The organic fractions 
were combined and concentrated. 

The products were fractionated by thin layer chromatography (20 x 20 cm, 250 microns 
Silica Gel G) into four tiactions using heptane as developer. Hydrogenation of selected 
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samples was done by bubbling H2 gas into the sample for 30 minutes in the presence of 
platinum (IV) oxide (Adams' catalyst). 

Gas chromatography (GC) was performed using a Hewlett-Packard 5890 gas 
chromatograph equipped with a DB-5 open tubular column (30 m x 0.25 x q  ID, 0.25 w 
film) programmed from 65' (isothermal 2 min.) to 310'C at 4'C / min. (isothermal 30 min.). 
Compound identification was aided by comparison with authentic standards. 

Results 

heating experiments. Most of the unreacted starting material along with the cracking products 
was in the form of a wax disk floating on the water. The walls of the vessel were also coated 
with the wax which made it difficult to ensure that all of the organic material was completely 
transferred from the vessel for analysis. 

distribution of cracking products with a large amount of unreacted starring material. The 
cracking products range in carbon number from C9 to C31. The cracking products in all 
experiments maximized at c16, half the carbon number of the starting material. The total 
extracts consisted primarily of a nonpolar fraction of n-alkanes and n-alkenes and a polar 
fraction made up of oxygenated compounds. A low amount of branched and aromatic 
compounds were formed under these conditions. 
H2O - n-C~zH66. Chromatograms of the nonpolar fraction before and aftex catalytic 
hydrogenation confirms the presence of the n-alkene isomers (Fig. 2a and 2b). The n-alkanes 
were the major products of hydrocarbons with 16 or more carbon atoms. No particular series 
dominated in hydrocarbons less than C16. The polar fraction consisted of homologous n- 
alkanal and n-alkan-Zone series in addition to other oxygenated species (Fig. 2c). 
H20 - n-C32H66 - NaCI. The nonpolar and polar fractions were similar to the H20 - n- 
C 3 2 b  system but the g-alkane predominance of the heavier hydrocarbons was not observed. 
H20 - n-C~zH66 - HCI. The acidic conditions favored the formation of n-alkanes over p- 
alkenes. No significant differences in the polar fraction was observed. 
H2O - n-C32H66 - NaOH. A simple product distribution was generated which was 
composed primarily of terminal n-alkenes with a minor amount of a-alkanes. A similar 
distribution of polar compounds was generated in this experiment 
H2O - &C32H66 - NH4CI. The formation of E-alkanes over p-alkenes was slightly 
favored in this system when compared to the H20 - pC32I-kj.s system but a similar distribution 
of polar compounds were formed. 
H2O - pc3ZH66 - Na2.904. Cracking products below C14 were low in this experiment. 
The nonpolar fraction consisted mainly of n-alkanes and terminal n-alkenes in approximately 
equal amounts for each carbon number. 
H t O  - nC32H66 - Elemental Sulfur. The formation of n-alkanes was favored by the 
addition of elemental sulfur. The n-alkan-2-ones were present but formed in lower amounts. 
HtO - nC32H66 - Sulfide. This system greatly favored the formation of p-alkanes over 
any other products, and n-alkan-2-ones were the major series in the polar fraction (Fig. 3). 

Discussion 
These preliminary experiments were designed to study the effects that some selected 

inorganic components have on the aqueous pyrolysis of a representative n-alkane. The choice 
of systems was not comprehensive but does include some major components likely to be found 
when experimenting with sediments and whole rocks. 

Hydrous pyrolysis of n-C32I-kj.s results in the formation of alkanes, alkenes, and to a 
lesser extent oxygenated species. Relative amounts of the products were affected by the 
inorganic species present in the system. The formation of n-alkene isomers by these pFolysis 
experiments confirms the results previously described where terminal n-alkenes and a range of 
internal n-alkenes, formed by double bond migration, were produced during aqueous pyrolysis 
of n-hexadecane at 317'C (10). Acid-catalyzed double bond migration was also observed in 

Although a large amount of cracking occurred, there was no gas pressure in any of the 

The GC traces of the total extracts are shown in Fig. 1. They are characterized by a broad 
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the aqueous pyrolysis of 1-decene to form 2-, 3-, 4- and 5-decene (1 1). The low hydrogen ion 
concentration under alkaline conditions (H20 - n-C32& - NaOH) did not permit much double 
bond migration. This lack of secondary double bond migration resulted in terminal n-alkenes 
as the major products, preserving the original cracking products formed by the homolytic bond 
cleavage of n-C32&. The increase in the hydrogen ion concentration in the W C I  and HC1 
systems favored a higher alkane to alkene ratio rehhve to the H20 - n-C32& system, 
indicating an enhancement of hydrogenation occurred under acid conditions. This result may 
be due to the interaction with the stainless steel vessel to alter the hydrogenadon capacity of the 
reaction system. The corrosion of the stainless steel reaction vessel by the following reaction 
has been proposed to account for a change in pH observed in some experiments (12) : 

Fe + 2H+ ---> Fez+ +H2 

The increased hydrogen ion concentration in the acidic systems could drive this reaction to the 
right, producing a larger amount of hydrogen gas. This could provide the increased 
hydrogenation capacity necessary to result in the observed increases in the alkane to alkene 
ratios. The alkaline conditions of the NaOH system resulted in a greatly diminished 
hydrogenadon capacity to produce a low alkane to alkene ratio. The role of the initial oxidation 
state of the sulfur species can be seen by comparing the sulfate, elemental sulfur and sulfide 
systems. The distribution of q-alkanes and terminal q-alkenes as primary products of the H20 
- n - C 3 2 b  - Na2SO4 system suggests that aqueous sulfate consumes hydrogen ions to 
d&ease both the acid-catalyzed double bond isomerization and the hydrogenation capacity of 
the system, resulting in a nonpolar fraction similar to the alkaline H20 - q-C32& - NaOH 
system. Both elemental sulfur and sulfide generate acidic systems but the lack of n-alkenes 
indicates a strongly hydrogenating system. The polar fraction of the sulfide system consisted 
mainly of palkan-2-ones. The n-alkan-Zones are one of several series of polar compounds 
commonly found in oils collected from interiors of high temperature hydrothermal vents of the 
Guaymas Basin hydrothermal system (13). The results of these laboratory experiments 
suggest that these oxygenated compounds may be formed entirely by thermogenic processes. 

Conclusions 
The products generated by the heating experiments appear to be the result of primary 

cracking of n-C32& to form alkenes followed by secondary reactions of these cracking 
products. The main findings are listed below : 

1. Primary cracking of q-C32m produced a homologous series of terminal q-alkenes. 
2. Specific acid-catalyzed double bond isomerization of the terminal alkenes occurred 

where a sufficient hydrogen ion concentration existed. 
3. The extent of alkene hydrogenation was affected by the hydrogen ion concentration, 

possibly by corrosion of the stainless steel reaction vessel. 
4. The initial oxidation state of sulfur had a major effect on controlling the product 

distribution, with elemental sulfur and sulfide favoring q-alkane generation. 

These experiments provide information on how some inorganic species influence the 
predominant chemical reactions which n-paraffins undergo under high temperature aqueous 
conditions. These preliminary results suggest that care should be taken when comparing the 
results from simple aqueous pyrolysis systems to whole rock and whole sediment pyrolyses 
where the mineral and salt contents are vastly different. 
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Table 1. Summary of reaction systems performed in 63.5 mL H20 at 350'C for 72 h. 

Figure System Description Reactant Amounts 

la 

lb  

IC 

Id 

H20 - n-C32& - NH&l 

H20 - n-C32Hfjtj - Na2SO4 

H20 - n-C32H& - Sulfide 

0.050 g n-c32&6 

0.050 g n-C32&6 
0.1 1 1 m o l  NaCl 

0.050 g n-C32&6 
0.11 1 mmol HCI 

0.050 g n-C32&6 
0.11 1 mmol NaOH 

0.050 g n-C32&6 
0.1 1 1 mmol NhCI 

0.050 g n-c32&56 
0.11 1 mmol Na2S04 

0.1 11 mmol Sulfur 
0.050 g n-C32&56 

0.050 g n-C32&6 
Sulfide coated vessel 

1751 



a) H,O - n-C,,H,, 

e )  H20 - pC,,H,, - NH,CI 

b) H,O - n-C,,H,, - NaCl 

1 

o = terminal ?alkenes r . -  0 

d )  H,O - f&,H,- NaOH :. 

n i 
f )  H20 -pC3,H6,- Na,SO, 

g) H20 -c-C,,H,- Sulfur 

32 

h) H,O - n-C3,H6, - Sulfide 

Time - - 
Fig. 1. Gas chromatograms of the total extracts from the hydrous pyrolysis experiments : a) 
HzO - pC32H66; b) HzO - g-C32% - NaQ c) H20 - n-C32% - HQ d) H20 - P-c32& - 
NaOH e) H20 - n-C32& - NH4U. f) H20 - n-C32& - NazS04; 9) H20 - n-C32% - 
Sulfur;' h) H20 - n-C32& - Sulfide. [GC conditions : oven was temperature pT0-d 
h m  65' (isothermal 2 min.) to 310'C at 4'C / min. (isothermal 30 &.)I. Numbers refer to 
carbon chain lengths of the n-alkanes. 
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a )  Nonpolar Fraction *... . * .  .. 

0 1  

B 
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E 
32' b )  Hydrogenated 

Nonpolar Fraction a 
0, 

e v =E-alkanals 
V * = n-alkan-2-ones 
Lo 

(3 C )  Polar Fraction 

I 
Time - - 

Fig. 2. Gas chromatograms of the HzO - pC32I&j system : a) nonpolar fraction before. 
catalytic hydrogenation; b) nonpolar fraction after catalytic hydrogenation; c) polar fraction. 
Numbers refer to carbon chain lengths. 

H , O - C - C ~ ~ H ~ ~ -  Sulfide 

t 

u) 

"I 

. = - n-olkan-2-ones 

-Time - 
Fig. 3. Gas chromatograms of the H20 - n-C32I&j - Sulfide system : a) nonpolar fraction; b) 
polar fraction. Numbers refer to carbon chain lengths. 
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INTRODUCTION 

Trace element complexes are present in most crude oils 
and source rock bitumens (1). Past studies have used trace 
element distributions in oil-oil (2-10) and to a lesser extent 
in oil-source rock correlation studies (11,12). 
Unfortunately, the use of trace element distributions in 
correlation studies is limited because, other than the nickel 
and vanadyl porphyrins, very little is known about the nature 
of these trace element complexes. Even less is known about 
the parameters controlling their distributions in oils and 
bitumens (1) . 

Mineral matter has been shown to play an important role 
during the catalytic alteration of kerogen to form petroleum 
(13-18). Kaplan and co-workers (13-15) demonstrated that, 
during kerogen pyrolysis, the presence of clays decreases the 
pyrolysate yield due to adsorption of polar constituents and 
the increase in gaseous products. Work by Rose et. a1 (19). 
also showed that while the addition of minerals did not 
increase the aromatization of the kerogen, they did alter the 
pyrolysate yields. 

have on the hydrocarbon distributions during petroleum 
formation, it seems reasonable that they also influence the 
trace element contents in crude oils. In order to study this 
influence, kerogen from the New Albany shale was subjected to 
hydrous pyrolysis in the presence and absence of added 
minerals. A comparison of the trace element abundances in the 
generated pyrolysates and in the whole shale bitumen indicates 
the extent to which minerals control the trace element 
contents in the New Albany bitumen. 

Considering the effect that minerals in the source rock 

EXPERIMENTAL 

Kerogens were isolated from the New Albany shale as 
described previously (20). The bitumen-I1 was removed from 
the kerogen by soxhlet extraction (48 hrs.) using chloroform, 
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the kerogen was then separated into float/sink fractions by 
suspension in chloroform to remove residual minerals (mostly 
pyrite). 
calcite, pyrite, Na-montmorillonite, kaolinite, and illite. 

In a typical experiment, 309 of kerogen and 309 of 
mineral were mixed in a Pyrex "sleeve@@ with 130 mL deionized 
water. The @@sleeve" was then placed in a 1L autoclave. The 
system was flushed with nitrogen, and heated for 5 hours at 
300°C. Temperatures were monitored through a thermo-well 
placed directly into the sample. For comparative purposes, 
the bitumen-I extracted shale was pyrolysed under hydrous 
conditions (1509 shale, 200 ml H20) for 5 hrs. at 3OO0C. 

The pyrolysates were recovered after each pyrolysis by 
the same extraction method used to recover the bitumen-11. 
Pyrolysate yields were determined relative to the amount of 
kerogen originally pyrolysed and were not corrected for 
mineral content,mechanical sample loss, or losses due to 
formation of gaseous products. Trace element concentrations 
f o r  all samples were determined by instrumental neutron 
activation analysis (INAA) using the method described 
previously (21). 

The minerals added in the pyrolysis experiments were 

RESULTS AND DISCUSSION 

Pvrolvsate vields. The pyrolysis of kerogen with calcite 
gave the lowest yield of all the runs (table 1). This is 
consistent with the observations of Huizinga et. al. (15) who 
noted (for short heating times) lower pyrolysate yields for 
kerogens with calcite during both dry (and to a lesser degree) 
hydrous pyrolysis. They attributed this decrease in yield to 
inefficient heating due to the large amount of mineral 
present. It seems more likely that this effect is the result 
of an interaction between the kerogen and the calcite, 
however, since similar results were obtained under the 
conditions of this study (& lower kerogen to mineral ratio, 
hydrous conditions, and temperature measured from within the 
sample). 

The decrease in pyrolysate products generated in the 
presence of montmorillonite, and illite also agreed with the 
findings of Huizinga et. al.(l5). They demonstrated that 
these clays have high adsorptive capacities for the more polar 
components of the pyrolysate, and thermocatalyticly induce the 
formation of more gaseous products. These two effects cause a 
net reduction in pyrolysate yield. In contrast, however, the 
kerogen heated with kaolinite gave an increase in yield. This 
seems to indicate that kaolinite provides some thermocatalytic 
activity with a substantially lower adsorption capacity for 
pyrolysate products than illite or montmorillonite. 

Trace Elements. The concentrations of twenty trace 
elements in the bitumens, kerogen, and related pyrolysates are 
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shown in Table 1. For the sake of brevity only the nickel and 
vanadium values and their ratios will be discussed here. As 
can be seen from the graph in Figure 1, the vanadium 
concentrations for the different kerogen pyrolysates are 
fairly constant. This indicates that the minerals used have 
very little if any affect on the abundance of vanadyl 
porphyrins in the pyrolysates. The nickel concentrations 
(Fig. 2), however, show substantial variation among the 
pyrolysates. The most noticeable trend is the increase in 
nickel concentrations from Na-montmorillonite to kaolinite to 
illite. One explanation for this trend could be the 
preferential adsorption of nickel porphyrin with 
montmorillonite being the strongest adsorbent and illite the 
weakest. However, this is inconsistent with the pyrolysis 
yield data which indicates that kaolinite is the least 
adsorbent of the three clays. Another explanation for this 
trend is that the clays are causing the preferential 
decomposition of the nickel porphyrins on the surface as a 
function of surface acidity (Na-montmorillonite being the most 
acidic). 

The value for the nickel concentration from the kerogen- 
pyrite (KP) pyrolysis shows a dramatic drop which is 
comparable to the concentration from the montmorillonite run. 
It has been shown that at temperatures above 240 C, porphyrins 
in the presence of H2S are partially decomposed. Also in the 
presence of H2S and a Co-Mo catalyst, nickel and vanadyl 
porphyrins can be demetallated with nickel porphyrins having 
the higher demetallation rate (22). The generation of large 
amounts of H2S during pyrolysis with pyrite could possibly 
explain the observed drop in the nickel concentration. The 
pyrolysis with calcite also shows a drop in nickel 
concentration similar to the value seen in the kaolinite run. 
It is uncertain at this time why calcite would have this 
effect on the nickel porphyrins and further investigation is 
needed to determine the cause of this effect. 

kerogen, and related pyrolysates is shown in Figure 3. It can 
be seen from this comparison that the N i p  ratios are similar 
for the kerogen, and for the pyrolysates from the original 
kerogen, the kerogen float, and the whole shale. This is 
unsurprising since the kerogen is the source of the Ni and V 
complexes in these pyrolysates. 
in pyrolysates generated in the presence of minerals reflect 
the variations in the nickel concentrations for the 
pyrolysates. 

A comparison of the bitumen-I1 Ni/V ratio 
the Na-montmorillonite pyrolysate shows the two have very 
similar values. 
bitumen-11, which is more intimately associated with the 
mineral component of the shale, may be decomposing due to 
interaction with clays. 

A comparison of the Ni/V ratios for the bitumens, 

Variations in the N i p  ratio 

with that from 

This indicates that the Ni pophyrin in the 
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CONCLUSIONS 

The work presented here indicates that the mineral matrix 
of the shale plays an important role in determining the trace 
element distributions during petroleum formation. The data 
show variations in the Ni during pyrolysis of kerogen with 
clays and pyrite, whereas the V concentration remains 
essentially constant. Further investigation is needed to 
determine if this loss is due to the adsorption or the 
decomposition of the nickel complexes present. 
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Figure 1 (upper); 2 (middle); 3 (lower) Vanadium, Nickel, and 
Nickel/Vanadium Ratios in New Albany Kerogen Pyrolysates. 

WK=untreated kerogen, K=kerogen float, KP=kerogentpyrite, 
KC=kerogen+calcite, KM=kerogentmontmorillonite, KK=kerogentkaolinite, 
KL=kerogentillite, BI=bitumen I, SP=extracted shale pyrolysate, 
BII=bitumen 11, KER.=kerogen 
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INTRODUCTION 

Although trace element distributions have been used to 
correlate oils (l-e), there have been few similar studies on oil- 
source rock correlations (9). 

The bitumen, kerogen or a pyrolysate from a source rock may, in 
principle, be used to correlate a source rock to an oil. However, 
if trace element abundances are to be used for oil-source rock 
correlations, the bitumen, kerogen and the pyrolysates of a source 
rock should show correlation in their trace element distributions. 
For example, it has been shown (10) that the kerogen of the New 
Albany shale releases Ni (11) and VO(I1) porphyrins during pyrolysis 
in amounts that are directly proportional to organically combined Ni 
and V, in the kerogen. 

In this study trace element distributions were measured in the 
bitumen and kerogen from the New Albany shale and in pyrolysates 
generated from the shale under different conditions (L.E. ,  dry, 
hydrous, toluene, toluene/methanol). Trace element distributions 
were also compared in chromatographic fractions of the bitumen and 
pyrolysates. Implications for oil-source rock correlation are 
discussed. 

EXPERIMENTAL 

Detailed geological information on New Albany shale (Clark 
County, Indiana) are reported elsewhere (11). The procedures for 
the extraction of the bitumen I and I1 and the isolation of kerogen 
by demineralization were similar to those of Mercer et al. (12). 
Boscan (Venezuela) crude oil was also analyzed for cGpEison. 

Shale samples (150 g) were pyrolysed for 5 hours at 3OO0C in a 
1L autoclave in toluene, toluene/methanol (7:3), or water (200 mL 
each) and without solvent ("dry" conditions) at initially 1 atm N ~ .  
The pyrolysed shale samples were extracted as for the bitumen-I. 
The shale which was pyrolysed in toluene was re-pyrolysed four times 
in toluene and for a fifth time in toluene/methanol (7:3) under the 
same conditions. 

Liquid chromatography (silica gel) was used to separate the 
bitumen and pyrolysate samples into fractions for analysis. The 
first fractions were eluted with a) hexanes (saturates), b) CH2Cl 
in hexanes (porphyrin aggregate), c) CHCl 
7 :  3 toluene/methanol followed by 100% metilanol (asphaltenes plus 
other highly polar fractions). 

(polar material), and 3) 
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Trace element c o n c e n t r a t i o n s  were de termined  by i n s t r u m e n t a l  
neut ron  a c t i v a t i o n  a n a l y s i s  ( I N A A )  u s ing  t h e  method pub l i shed  
p rev ious ly  (12,131. 

RESULTS 

The c o n c e n t r a t i o n s  of 13  e l emen t s  i n  N e w  Albany bitumens,  
kerogen and p y r o l y s a t e s  a r e  l i s t e d  i n  Tables  1 and 2. 

The kerogen is  t h e  s o u r c e  of N i  and V complexes found i n  t h e  
p y r o l y s a t e s  ( 1 0 )  and, th rough ma tu ra t ion ,  of t h e  complexes i n  t h e  
bitumen I and 11. Hence, it might be  expec ted  t h a t  t h e  p y r o l y s a t e s  
should have s i m i l a r  N i / V  ra t ios  a s  t h e  kerogen (1 .91  a f t e r  
account ing  f o r  i n o r g a n i c  N i  c o n t r i b u t i o n s ,  1 2 ) .  The f i r s t  t o l u e n e  
py ro lysa t e ,  however, has  a N i / V  r a t i o  similar t o  t h a t  of t h e  
bitumen-I (0 .91  and 0 . 9 5 ,  r e s p e c t i v e l y )  r a t h e r  t h a n  t h a t  o f  t h e  
kerogen ( 1 . 9 1 ) .  Subsequent t o l u e n e  p y r o l y s a t e s ,  a s  well a s  t h e  
hydrous, d ry ,  and to luene-methanol  p y r o l y s a t e s ,  have N i / V  r a t i o s  
which a r e  similar t o  t h a t  o f  t h e  kerogen. Thus t h e  f i r s t  t o l u e n e  
p y r o l y s a t e  may r e p r e s e n t  r e s i d u a l  bitumen I bu t  t h e  subsequent  
p y r o l y s a t e s  r e f l e c t  t h e  N i / V  r a t i o  of t h e  kerogen .  P rev ious  
e l e c t r o n  microprobe work wi th  t h e  N e w  Albany s h a l e  ( 1 4 )  i n d i c a t e s  
t h a t  t h e  kerogen is  i n t i m a t e l y  a s s o c i a t e d  wi th  t h e  c l a y  mine ra l s  
p r e s e n t  i n  t h e  rock .  Hence, t h e  e x t r a c t i o n  of t h e  bitumen-I by 
s o n i c a t i o n  i n  a s o l v e n t  a t  4OoC i s  probably  incomple te .  Thus, t h e  
f i r s t  h e a t i n g  i n  t h e  p re sence  of t o l u e n e  may gene ra t e  a p y r o l y s a t e  
which is  predominant ly  an improved e x t r a c t i o n  of t h e  remain ing  
i n h e r e n t  bitumen i n  t h e  bitumen-I e x t r a c t e d  s h a l e ,  whi le  t h e  
subsequent p y r o l y s a t e s  a r e  g e n e r a t e d  p r i m a r i l y  from t h e  breakdown o f  
kerogen. A similar conc lus ion  was reached  b y  Van Berke l ,  e t  a 1  
(15) t o  e x p l a i n  t h e  s i m i l a r i t y  of an i n i t i a l  t o l u e n e  p y r o l y s a t e  of 
t h e  N e w  Albany kerogen and t h e  b i tumen-I1  e x t r a c t e d  from t h e  
kerogen. 

The d a t a  i n  Tables 1 and 2 show t h a t  t h e  s o l v e n t  p l a y s  a r o l e  
i n  de te rmining  t h e  r e s u l t a n t  N i / V  r a t i o  o f  t h e  p y r o l y s a t e .  
V a r i a t i o n s  o f  t h e  N i / V  r a t i o  a r e  probably  r e l a t e d  t o  t h e  composi t ion  
o f  the p y r o l y s a t e  ( i .g . ,  p o l a r  v e r s u s  nonpolar  m a t e r i a l )  which is  
dependent on t h e  p o i a r i t y  of  t h e  s o l v e n t  and p o s s i b l y  t o  s o l v e n t -  
minera l  i n t e r a c t i o n s .  The composi t ion  o f  t h e  bitumen-I and t h e  
p y r o l y s a t e s  can be compared u s i n g  t h e  r e l a t i v e  abundances of  
nonpolar  ( f r a c t i o n s  1 p l u s  2)  and p o l a r  m a t e r i a l  ( f r a c t i o n s  3 p l u s  
4 )  measured by t h e  chromatographic  s e p a r a t i o n .  Table 3 shows t h e  
N i / V  va lues  compared t o  t h e  non-po la r /po la r  r a t i o .  The hydrous and 
to luene /methanol  p y r o l y s a t e s  c o n t a i n  t h e  h i g h e s t  p ropor t ion  of 
a s p h a l t i c / p o l a r  m a t e r i a l  and have N i / V  r a t i o s  ve ry  similar t o  t h a t  
o f  t h e  kerogen. A p o s s i b l e  e x p l a n a t i o n  i s  t h a t  water  and methanol 
( i n  t h e  to luene /methanol  p y r o l y s i s )  d e a c t i v a t e  t h e  c l a y  mine ra l -  

bitumen-kerogen i n t e r f a c e ,  t h u s  r educ ing  convers ion  o f  a s p h a l t i c  
m a t e r i a l  t o  nonpolar  hydrocarbons .  S i m i l a r l y ,  N i  and V complexes 
r e l e a s e d  by t h e  kerogen a r e  poor ly  adsorbed  by t h e  d e a c t i v a t e d  
mine ra l  ma t r ix  and t h u s  t h e  N i / V  r a t i o s  a r e  s i m i l a r  t o  t h a t  of t h e  
kerogen. The h i g h e r  N i / V  r a t i o  ( r e l a t i v e  t o  t h e  hydrous and 
to luene /methanol  p y r o l y s a t e s  and t h e  kerogen) observed  f o r  t h e  dry  
Pyro lysa t e  i s  probably  due t o  t h e  high y i e l d  o f  t h e  nonpolar  
f r a c t i o n  r e s u l t i n g  from c a t a l y t i c  a c t i o n  o f  t h e  c l a y s .  The l a r g e  
amounts of nonpolar  o r g a n i c  m a t t e r  gene ra t ed  d u r i n g  p y r o l y s i s  may 
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act as a nonpolar solvent and preferentially extract more of the 
less-polar Ni(I1) porphyrins than the polar VO(I1) species, thereby 
producing a pyrolysate with a higher Ni/V ratio than that of the 
hydrous or toluene/methanol pyrolysates. Similarly, under non- 
hydrous conditions the active clay surfaces retain the more polar 
VO(I1) species relative to the less polar Ni(1I) species. The 
,second and third toluene pyrolysates were also likely to be derived 
from the breakdown of kerogen in which the catalytic action of the 
clays is not inhibited, such that conditions are similar to those of 
the dry pyrolysis. 

t 

For elements other than Ni and V the data in Tables 1 and 2 
I indicate that considerable variations in concentration relative to 

the bitumen I are observed. None of the pyrolysis conditions 
produces a pyrolysate that contains trace element distributions 
identical to that of the bitumen I: the hydrous pyrolysate is 
closest. 

I 

Distribution of Trace Elements in Pyrolysate Fractions. The 
four chromatographic fractions of each pyrolysate and the bitumen I 
were analyzed for trace elements. Distributions of trace elements 
among these fractions (i.e., percentage of element in each fraction 
relative to original sample) were similar for all pyrolysates and 
the bitumen I. Data for Ni, V, Se, Cr, Co, Fe and As in the bitumen 
I and the hydrous pyrolysate are shown in Figure 1. Figure 1 shows 
that Ni, V, and Se (Fig. la,b) are distributed differently from Cr, 
Cu, Fe, and As (Fig. lc,d). Data for Ga, Mo, Sb, Zn, and Mn show 
similar patterns to Cr, Fe, Co and As. Nickel and vanadium are 
present predominantly as metalloporphyrins in the bitumen and the 
hydrous pyrolysate (porphyrin aggregate plus the CHC13 fraction 
which contains Ni(I1) and VO(I1) porphyrins). Only minor amounts of 
Ni and V are present in the asphaltene-polar fraction (<17%) and 
part of this is probably porphyrinic because weak Soret peaks at 
390-410 nm are observed in this fraction. Hence, greater than 80% 
of the Ni and V in the bitumen and in the hydrous pyrolysates is 
present as metalloporphyrins. The distribution of Se in the bitumen 
I and the hydrous pyrolysate is related to that of sulfur. The non- 
polar (hexanes) fraction contains elemental sulfur and analysis of 
this fraction of the bitumen-I1 shows that approximately 86% of the 
sample was elemental sulfur. The mass spectrum of some of the 
sulfur crystals (Figure 2) revealed that the sulfur occurs 
predominantly as S8 and that Se substitutes for a S in the S8 ring 
to give the S7Se molecule. 
nonpolar fractions of the pyrolysates is associated with elemental 
sulfur. The elemental sulfur is probably formed by the breakdown of 
sulfides, primarily pyrite and marcasite (FeS2), during pyrolysis. 
The data also suggests that there is a considerable amount of 
elemental S/Se in the bitumen-I. This "inherent" elemental sulfur 
could be derived from weathering, bacterial activity or exposure to 
any other conditions which are capable of oxidizing sulfide minerals 
and could have occurred at any point in the history of the rock. 

shown in Fig. 1) in the hydrous pyrolysate and the bitumen I are 
similar. 
(asphaltenes) although mass balance calculations show some retention 
Of the column of these elements, presumably associated with highly 
polar asphaltenes that did not elute. 

Therefore, the Se observed in the 

The distributions of Cr, Co, Fe and As (and other elements not 

These elements are concentrated in the polar fraction 
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The similarity in trace element distributions in the 
chromatographic fractions of the bitumen I and the hydrous 
pyrolysate (and other pyrolysates) of the shale indicate that metal 
species or complexes generated by the kerogen by maturation in the 
bitumen I and by pyrolysis are also similar. Differences in 
absolute concentrations among the pyrolysates and the bitumen are 
probably due to kerogen-mineral or metal species-mineral 
interactions during interaction of pyrolysis. 

CONCLUSION 

1. The trace element concentrations in the pyrolysates vary 
significantly. It is necessary, therefore, to be consistent 
when choosing pyrolysis conditions for comparative purposes or 
for correlation work. Hydrous pyrolysis appears to give trace 
element concentrations closest to those of the bitumen I. 

2. The Ni/V ratios observed for the pyrolysates are significantly 
different from that of the bitumen-I, except for the first 
toluene pyrolysate which may be residual bitumen-I released 
during initial pyrolysis. Excluding the first toluene 
pyrolysate, the Ni/V ratio of the pyrolysates resembled that of 
the kerogen. The major factor controlling the Ni/V ratio in 
the pyrolysates appears to be the polarity of the pyrolysis 
solvent and its deactivating effect on clay catalysis and 
related adsorption of metal species on clays. Deactivation of 
clay surfaces by water or methanol (hydrous or toluene/methanol 
pyrolysis) results in a pyrolysate with a higher proportion of 
polar material and Ni/V ratios similar to that of the kerogen. 
Pyrolysis under dry conditions or in toluene (pyrolysates 2 and 
3) results in higher proportions of nonpolar material and 
pyrolysates have higher Ni/V ratios than those generated under 
hydrous or toluene/methanol conditions. 

3 .  The elemental S and Se in the bitumen I1 result from 
decomposition of sulfides (FeS ) during demineralization and 
are present primarily as Sg an$ S7Se which elute in the 
nonpolar fraction. Thus, the S and/or Se content of the 
nonpolar fraction of pyrolysates may be related to the amount 
of sulfide mineral breakdown during pyrolysis. 
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U. Concentrations of trace domentn in the brogan. bituncns and pyrolysates of 
the New Albany shale and in Bossan fN& oil. 

Elemental Concentration (pg/g) 

Kerogen‘ Bitumen Bitumen Dry H20 Toluene Tol/neOH Boscan 
Element I XI Pyr. Pyr. Pyr. Pyr. Crude 

A. 36.4 
Co 115 
cr 35.2 
Fa 0 by defn. 
Ga 11.0 
nn 0 

Na 1240 
no 2400 

75.8 
8.63 
1.04 
353 
7.93 
0.32 
28.7 
156 

86.3 
14.3 
1.75 
556 
2.30 
0.62 
17.4 
8.57 

64.5 
10.6 
0.865 
744 

4.77 
0.43 
6.24 
171 

536 
13.4 
1.65 
992 
6.78 
0.53 
54.6 
53.0 

406 
61.2 
1.39 
1180 
7.12 
0.59 
29.8 
53.7 

0.320 
0.224 
0.401 
15.9 

0,147 
0.109 
4.26 
25.0 

89.1 
113 
12.3 
3140 
32.6 
1.24 
460 
816 ~~ 

N i  2160 2560 3710 896 2760 1710 2300 97.2 
Sb 72.6 0.598 56.0 12.2 0.561 1.40 1.38 0.296 
Se 175 79.5 3840 18.9 215 43.8 7.86 0.320 
V 1130 2700 3400 365 1540 1880 1230 1200 
Zn 71.9 65.7 252 10.5 66.5 53.6 67.3 0,608 

N i p  1.91 0.95 1.09 2.45 1.80 0.91 1.87 0,081 
Ratio 9.25 9.02 9.03 ~0.17 9 . 0 6  t0.03 tO.13 y3.006 

.. 

lleld 
(r)  258 1.48 0.378 3.68 1.08 1.0% 1.5% ._ 

uoreer a &. (22). 
’ Corrected for inorganic concribucioru by cha &naicy fraction method described by 

a. Concentrations of trace alcnencs in tho sequential 
pyrolysates and residual bitumen (bitumen-1x1) from the 
pyrolyied New Albany shale. 

-. N i l V  and Nan-POlarlPolar Ratios. Elemencal Concentration ( rug)  

Bitumen 
N I I V  Non-POlarIPolar* 

1.91 -- 
0.95 1.04 A. 536 85.1 80.0 290 77.7 8.74 118 Kerogen 

Co 13.4 7.04 4.81 3.30 0.360 0 .834  7.13 iyr, o,91 o,94 
Cr 1.65 2.50 0.786 1.41 0 770 0.50 6.82 roluene pyr. 2 2.46 1.34 
Fe 992 594 389 395 151 65 5 1405 T o l ~ w n c .  pur 7 7 77  1 !a1 

~~~ ~ ~ _ I _ _  - -.”- 
Ca 6.78 2.77 2.65 5.81 0.815 0.579 21.6 Dry Pyr. 2.45 1.64 
~(n 0.53 1.18 0.380 0.546 0.42 0.1.8 0.61 HYdrOUS Pyr. 1.80 0.65 
no 54.6 17.3 25.9 45.3 17.6 14.1 1/44 TolYene~neoH 1.8’ 0.68 
Na 53.0 230 50.0 70.0 45.3 86.0 18.6 Pyr 
Ni 1713 1189 933 777 276 458 516 
Sb 1.40 0.267 0.960 0.545 0.17 0.135 15.6 *Computed from fractional yields of 
Se 43.8 80.1 51.1 169 131 18.0 956 fractions (1+2)1(3+4). 
V 1883 484 393 471 126 242 304 
Zn 53.6 12.2 7.03 13.0 1.31 37.0 52.1 

N i p  0.91 2.46 2.37 1.65 2.19 1.89 1.34 
h c i o  9 . 0 3  9 . 0 6  i0.10 9.10 9.11 H.92 t0.07 

Yield 1.0 0.59 1.3 0.29 0.16 0.22 0.33 
0 )  

~€yryrolysis NN 1-5 in toluene. run 6 in toluonoMaOH 
Bitumen-111 - extractable organic material of shale after SIX 

pyrolyses and deminsralirarim. 
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